v

{) ;ﬁ

Hanford Office

HGLP-LDR-209, Rev. 0

299-E17-26 (C4648)

Log Data Report
Borehole Information:
Borehole: [299-E17-26 [Well ID: C4648 [Site:  |South of IDF
North East Elevation Depth Reference Total Depth (ft)
N/A* N/A N/A Top of Casing 367.56
*N/A = Not Available
Log Run Information:
Logging System: Borehole Deviation |M0del: DG69-0901-4 #4654
Effective Calibration |1/21/2008 Calibration Reference: HGLP-CC-026
Logging Procedure: HGLP-PRO-005, Rev. 0
Log Date: | 6/4/2008 |Engineer: | MJ LEGLER [Start File: [299-E17-26.raw |Finish File: [299-E17-26.1pt
Measured | Course Course Closure Rectangular Dogleg Closure | Vertical
Depth Inclin. Direction Direction TrueVert. Coordinates Severety Distance Section
(feet) fromVert. (deg) (deg) Depth (feet)] +N/-S | +E/-W °/100 f (feet) (feet)
0 0.69 151.4 0 0 0 0 0 0 0
20 0.46 286.2 193.89 20 -0.08] -0.02 5.3 0.09 -0.1
40 1.03 346.1 308.91 40 0.11 -0.14 4.5 0.18 0.1
60 0.85 357.5 336.42 60 0.44] -0.19 1.3 0.48 0.4
80 1.7 28 356.12 79.99 0.85 -0.06 5.3 0.85 0.8
100 2.47 43.4 14.88 99.98 1.42 0.38 4.7 1.47 1.4
120 3.58 49 28.09 119.95 2.15 1.15 5.7 2.43 2.1
140 4.82 49.6 36.05 139.89 3.1 2.26 6.2 3.84 3.1
160 5.9 48.9 40.35 159.81 4.32 3.67 5.4 5.67 4.3
180 7.04 47.5 42.56 179.68 5.83 5.35 5.7 7.91 5.8
200 7.7 50.2 44.12 199.51 7.51 7.28 3.7 10.46 7.5
220 9.09 48.6 45.25 219.3 9.42 9.5 7.1 13.37 9.4
240 10.1 48.8 45.94 239.02 11.62 12 5 16.7 11.6
260 11.15 50.2 46.59 258.68 14.01] 14.81 5.4 20.38 14
280 12.1 50.7 47.23 278.27 16.57 17.92 4.8 24 .41 16.6
300 12.54 54.1 48.01 297.81 19.17 21.3 4.2 28.66 19.2
320 13.62 56.9 49.03 317.29 21.73] 25.03 6.2 33.15 21.7
340 14.56 58.4 50.14 336.68 24.331  29.14 5.1 37.97 24.3
360 15.44 57.4 51.07 356 27.09] 33.53 4.6 43.1 27.1
372 15.85 59.1 51.56 367.56 28.79] 36.28 5.1 46.31 28.8
Analysis Notes:
[Analyst: [Legler [Date: 6/4/2008|
List of Log Plots:
Borehole Deviation
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HGI.P-LDR-209, Rev. 0

299-E17-26 (C4648)

Survey File: 299-E17-26.raw
Customer: Fluor

Date: Jun 04,2008
Time: 8:57
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367.56
WIE range: -0.19 to 36.28 feet
SIN range: -1.14 to 28.79 E
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