toller

Hanford Office

HGLP-LDR-165, Rev. O

Borehole Information:

299-E24-18 (A4753)
Log Data Report

Borehole: [299-E24-18 [well ID:  |A4753 [site: 200E
North East Elevation Depth Reference Total Depth (ft)
249.97
Log Run Information:
Logging System: Borehole Deviation |Model: DG69-0901-4 #4654
Effective Calibration 1/21/2008 Calibration Reference: HGLP-CC-026
Logging Procedure: HGLP-PRO-005, Rev. 0
[Log Date: | 1/18/2008 |Engineer: | mJ Legler [Start File: [E24-18.raw [Finish  [299-E24-18.rpt
Measured Course Course Closure | TrueVert. Rectangular Dogleg | Closure | Vertical
Depth [ Inclin. From| Direction | Direction Depth Coordinates Severety | Distance | Section
(feet) Vert. (deg) (deg) (feet) +N/-S | +E/-W | °/100 f (feet) (feet)
0 0.33 194.5 0 0 0 0 0 0 0
20 0.4 163.2 177.39 20 -0.12 0.01 1 0.12 -0.1
40 0.4 123.4 159.78 40 -0.23 0.08 14 0.24 -0.2
60 0.48 97.4 140.91 60 -0.28 0.22 1.1 0.36 -0.3
80 0.47 91.7 126.66 80 -0.29 0.39 0.2 0.48 -0.3
100 0.34 83.1 118.21 100 -0.28 0.53 0.7 0.6 -0.3
120 0.36 70.9 111.59 120 -0.26 0.65 0.4 0.7 -0.3
140 0.28 64.9 106 140 -0.22 0.75 0.4 0.78 -0.2
160 0.04 54.2 103.34 160 -0.19 0.8 1.2 0.82 -0.2
180 0.6 245.1 107.85 180 -0.23 0.71 3.2 0.75 -0.2
200 1.59 221.3 137.96 199.99 -0.48 0.44 5.4 0.65 -0.5
220 1.75 210.5 174.21 219.98 -0.95 0.1 1.8 0.96 -1
240 17 206.9 187.41 239.97 -1.48 -0.19 0.6 15 -1.5
250 1.55 200.7 190.03 249.97 -1.74 -0.31 2.3 1.77 -1.7
Analysis Notes:
[Analyst: |Legler [Date: | 2/6/2008)

Tool unweighted at 250 ft.

List of Log Plots:
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Water Level: 322.64
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