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APPENDIX N 

VADOSE ZONE FLOW AND TRANSPORT 

This appendix supports Chapters 5, 6, and 7 of this environmental impact statement (EIS) by 
describing (1) the role of the vadose zone flow and transport models with respect to the groundwater 
modeling process, (2) the vadose zone conceptual model and the methods used to estimate release 
rates to the aquifer, and (3) the sensitivity of the vadose zone flow and transport parameters used in 
the analyses.  The results of the vadose zone flow and transport analyses and the vadose zone 
sensitivity analyses conducted for this EIS are provided in this appendix. 

The movement of groundwater and solutes from the ground surface through the vadose zone and into the 

water table of the underlying, unconfined aquifer was a major element in estimating impacts on 

groundwater quality and human health for this Tank Closure and Waste Management Environmental 

Impact Statement for the Hanford Site, Richland, Washington (TC & WM EIS).  At the Hanford Site 

(Hanford), past operations, current practices, and proposed future activities will affect groundwater 

conditions for long periods of time.  For this reason, the assessment of potential impacts relied on 

mathematical modeling of vadose zone processes rather than monitoring or measurement of conditions.  

The scope of the vadose zone analysis for this TC & WM EIS is large, including contributions from tanks 

and ancillary equipment at the 18 high-level radioactive waste (HLW) tank farms, the six sets of cribs and 

trenches (ditches) that are directly associated with tank farm activities, the proposed new Integrated 

Disposal Facilities (IDFs) for disposal of radioactive and hazardous waste, and the closure of the Fast 

Flux Test Facility (FFTF).  In addition, approximately 380 facilities that were not included within the 

scope of the decisions pertaining to this TC & WM EIS were analyzed to determine their contribution to 

cumulative impacts.  The vadose zone flow and transport modeling in the groundwater modeling system 

for this TC & WM EIS is shown in the flowchart in Figure N–1.  

 

 
Figure N–1.  Groundwater Modeling System Flowchart 

The primary objective of vadose zone analysis is to estimate the rates and magnitudes of the movement of 

water and solutes introduced via natural recharge, planned liquid discharges, leaks, spills, and disposals 

through the vadose zone and into the unconfined aquifer.  The estimates of releases to the vadose zone 

described in Appendix M and the transport through the unconfined aquifer described in Appendix O 

interface closely with the vadose zone analysis described in this appendix.  Estimates of human health 

impacts, based on integration of estimates of the rate of release (see Appendix M) and the rate of transport 

through the vadose (this appendix) and saturated (see Appendix O) zones, are presented in Appendix Q.  

Comparisons of impacts within and across alternatives are presented in Chapters 5 and 2, respectively.  
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The balance of this appendix comprises a description of the technical approach to vadose zone analysis, a 

summary of related analysis results for the TC & WM EIS alternatives, and a discussion of the sensitivity 

analysis of the major parameters incorporated into the analysis of the vadose zone processes.  Although 

best-available data and models were used to construct the analysis described in this appendix, uncertainty 

regarding the results remains.  This uncertainty derives from variability in the natural conditions, such as 

the rates of precipitation and recharge and the spatial heterogeneity of soil types, as well as a lack of 

knowledge in areas such as the applicability of specific models to site-specific locations and conditions 

and the type of climate to be experienced in the future.   

The approach adopted for the TC & WM EIS groundwater analysis was the development of a single, 

large-scale saturated-zone model followed by the development of multiple small-scale vadose zone-only 

models that are coupled with the saturated-zone model through equivalent specification of boundary 

conditions to provide a consistent, integrated analysis of transient groundwater conditions.  The 

development, calibration, and implementation of this large-scale saturated-zone model are described in 

Appendix L.  Simulation of the vadose zone subareas is accomplished using the STOMP [Subsurface 

Transport Over Multiple Phases] computer code (White and Oostrom 2000, 2006).  The STOMP model 

uses an integrated-volume, finite-difference approach to determine nonlinear water and solute transport 

balances for the vadose zone.  Features of the STOMP model used in the TC & WM EIS analysis include 

(1) three-dimensional representation of geology, hydraulic properties, and grid geometry; (2) temporal 

and spatial variability of groundwater recharge at the ground surface; (3) temporal and spatial variability 

of water and solute injection at any horizontal location and vertical depth; and (4) water and solute output 

fluxes at specified surfaces.  Three-dimensional representation was selected to incorporate the spatial 

heterogeneity of geologic and recharge conditions and to explicitly simulate the complexity of travel time 

behavior due to lateral spreading and preferential flow reflecting local conditions.  The relationships of 

moisture content and pressure and moisture content and hydraulic conductivity within the vadose zone 

were simulated using the van Genuchten and Mualem models (Mualem 1976; van Genuchten 1980).  

These models contain seven adjustable parameters: saturated moisture content, residual moisture content, 

saturated hydraulic conductivity for three spatial directions, and two additional empirical constants that 

are determined by comparison with site data. 

N.1 HANFORD VADOSE ZONE 

The Hanford formation and Cold Creek Unit constitute most of the vadose zone.  The Cold Creek Unit 

represents relatively thin but significant depositional units of post-Ringold and pre-Hanford 

sedimentation.  The vadose zone ranges in thickness from less than 1 meter (3.3 feet) near the Columbia 

River to greater than 50 meters (164 feet) beneath the Central Plateau (DOE 2010). 

N.2 CONCEPTUAL MODELING OF THE HANFORD VADOSE ZONE 

Using STOMP, individual, three-dimensional volumes were used to represent the multiple TC & WM EIS 

sites.  Each STOMP model is represented by a rectangular box, with the top of the model domain at the 

ground surface, the horizontal plane at the bottom of the model domain placed at the water table, and the 

vertical boundaries of the domain set as no-flow boundaries.  The STOMP model for each site is 

subdivided using rectangular elements (grid blocks, or nodes), allowing representation of multiple sources 

and spatial variability in properties at the site.  Figure N–2 is a conceptual schematic of a STOMP model 

depicting the relative locations of a source in the upper portion of the vadose zone, possibly near the 

ground surface; the water table at the base of the vadose zone; and the spatially anisotropic and 

heterogeneous structure of the vadose zone. 
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Figure N–2.  Conceptual Schematic of a STOMP Model 

The footprint of an individual site was modified into a representative rectangle, with the centroid of the 

rectangle located at the centroid of the actual site footprint.  The horizontal area of the representative 

rectangle was sized within 10 percent of the documented footprint of the site.  An example plan view of a 

site, the C tank farm, is shown in Figure N–3.  In the first step of development of the STOMP 

computational grid for a site, the principal sources (the tanks in this example) are represented as a set of 

smaller rectangles whose size is small enough to provide accurate simulation of flow and transport from 

the sources.  Once the representation of the source was determined, the horizontal extents of the STOMP 

model domain were gridded harmonically from the center to the boundary of the model domain.  

Specification of the pattern of the horizontal grid for the model included consideration of the aqueous 

discharge from the source.  In addition, the grid pattern and model extents were designed to limit the 

effect the boundary conditions and node size had on the model conditions.  A plan view of the STOMP 

grid for the C tank farm is shown in Figure N–4.   
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Figure N–3.  Example of Source Representation (C Tank Farm) 
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Figure N–4.  Horizontal STOMP Grid for C Tank Farm 

The top of the STOMP model domain for a site represents the ground surface, and the bottom represents 

the water table.  A single elevation was chosen for the top and bottom of the STOMP model, meaning that 

the elevations at the top face and bottom face of a STOMP model did not vary across the horizontal 

domain.  The water table elevation at the centroid of the source was used to determine the elevation at the 

bottom of the STOMP domain.  Additionally, the ground-surface elevation at the centroid of the site is at 

the elevation at the top of the STOMP domain.  Figure N–5 depicts a three-dimensional view of a 

STOMP model extending from the ground surface through the vadose zone to the water table below.   

 
Figure N–5.  Three-Dimensional View of STOMP Model 
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Each STOMP model was gridded in three dimensions to represent the horizontal and vertical variation in 

geology reported in well cores.  This allowed interbedding of the subsurface materials within the STOMP 

model.  Soil-texture-specific hydraulic properties were assigned to each grid block to reflect the 

heterogeneous and anisotropic nature of Hanford geology in each STOMP model.  Figure N–6 shows an 

example of a vertical cross section of the STOMP geology. 

 
Figure N–6.  Example of Vertical Vadose Zone Cross Section 

N.3 VADOSE ZONE MODEL IMPLEMENTATION 

Development of a model of a site is based upon understanding of geologic structures expressed in 

stratigraphy and lithology; of the types and physical properties of soil/rock present in the geologic 

structures; of initial and boundary conditions affecting movement of water and solutes into and out of the 

model domain; and of sources located internal to the model domain.  The boundary conditions include 

those influencing movement of water or solutes at the boundaries of the model domain, such as location 

of the water table, while sources occurring internal to the domain include discharges such as a past tank 

leak.  The principal areas of focus of vadose zone analysis for this TC & WM EIS are simulation of rates 

of movement of water and solutes through the vadose zone and estimation of the rate of solute movement 

into the unconfined aquifer underlying the vadose zone.  This analysis is performed in two steps, termed 

the ―flow simulation‖ and the ―transport simulation.‖  The following sections describe incorporation of 

the above modeling elements into a site model for both flow and transport simulations. 

N.3.1 Boundary Conditions 

A complete description of a site that allows simulation using the STOMP computer code includes 

specification of conditions at all boundaries of the model domain.  These conditions are specified for 

movement of both groundwater and solutes; specification may involve description of rates of movement 

or of conditions that influence movement.  The following paragraphs discuss boundary conditions 

specified for the STOMP model domain. 

N.3.1.1 Ground Surface Boundary Conditions 

Boundary conditions applied for the ground surface are specification of the space- and time-dependent 

rate of infiltration for water and specification of zero flux for solutes.  For each source, the spatial 

variability of conditions affecting movement of water into the vadose zone is considered, and the 

variation in the timing of the infiltration rate is represented as a series of pulses.  The increase or decrease 

in infiltration rate reflects the change in conditions, including removal or recovery of vegetation and 

Gravel

Sand

Vadose

zone
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placement and weathering of an engineered barrier.  For example, removal of vegetation could cause a 

transition from background to disturbed conditions, or placement of an engineered cap could cause a 

transition from disturbed to intact-barrier conditions.  A depiction of the time dependence of the 

infiltration rate is presented in Figure N–7.   

 
Figure N–7.  Time Dependence of the Infiltration Rate 

N.3.1.2 Lower-Surface Boundary Conditions 

The STOMP model for each site is constructed with the lower surface located at the water table.  The 

model domains are not tilted with respect to the vertical direction, and atmospheric pressure is specified 

for all modes in this lower surface.  In addition, the gradient of concentration of solute with respect to the 

vertical direction is specified as zero.   

N.3.1.3 Side-Wall Boundary Conditions 

The vertical sides of the outermost nodes are set to zero flow of water and solute boundary.  The 

horizontal extents of the model grid are wide enough to prevent adverse effects from the zero flow 

boundary condition.  Sensitivity analysis was conducted on a range of source types to determine the grid 

size for source categories.   

N.3.2 Initial Conditions 

Initial conditions are specified for both flow and transport simulations.  In the flow simulation, solutes are 

not present, and the steady state distribution of moisture content that develops in response to constant 

internal sources and constant boundary conditions is calculated.  In general, internal sources are not 

present, and the constant boundary conditions are background infiltration at the ground surface, 

atmospheric pressure at the water table at the lower surface, and no flow of water on the vertical sides of 

the model domain (see Section N.3.1).  The initial condition for this step of the analysis is an estimate of 

the spatial distribution of moisture content; the resulting distribution of moisture content is independent of 

this initial estimate for a properly executed flow simulation.  Proper execution is established by review of 
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closure of the mass balance for water and evaluation of the approach to steady state.  This review is 

implemented for each flow simulation. 

In the transport simulation, sources of water and solutes are present, and the boundary conditions are 

those described in Section N.3.1.  The initial condition for water for a transport simulation is the steady 

state distribution of moisture content calculated in the flow simulation for the model domain.  The initial 

condition for solute is a specified spatial distribution at the beginning of the period of analysis.  In 

general, the initial condition is absence of solute throughout the vadose zone.  Proper execution of each 

transport simulation is verified by review of the mass balances for both water and solute over the period 

of analysis for the simulation. 

N.3.3 Internal Sources 

Sources of water or solute applied at locations internal to a model domain were represented as space- and 

time-dependent functions associated with particular nodes or ranges of nodes.  These sources include 

short-term anthropogenic (manmade) sources, such as discharges to cribs and trenches (ditches), and tank 

leaks and long-term sources, such as leaching of solutes from stabilized tanks and disposed-of waste 

forms.  Discussions about constituent inventory and aqueous discharge are discussed in Appendices D 

and S.  The release rate of the constituents to the vadose zone was calculated using the release models 

discussed in Appendix M. 

N.3.4 Stratigraphy and Lithology  

The geology of the vadose zone at Hanford incorporates complex structures that reflect depositional 

conditions that have changed dramatically over geologic time.  Construction of a conceptual model of 

these geologic structures was based upon interpretation of borehole records available for the site.  As the 

borehole data were not all developed to support this objective, the quality of the data is variable.  

Higher-quality boring logs were written and reviewed by professional geologists, while lower-quality logs 

included drillers’ and summary logs.  The penetration depth of borings within proximate areas of the site 

varied.  Depending on the reason for the boring, the depth could encounter the water table or only 

penetrate a portion of the vadose zone.  The density of the borings in proximity of a source varies 

throughout Hanford.  For example, there is a higher density of borings within the Core Zone than in some 

of the outlying areas.  The review and interpretation of boring log data included both an overall Hanford 

view and a local, source-specific view.  The recovered materials described in a boring log reflect some 

degree of correlation in the vertical direction, but do not capture the larger-scale correlation structure of 

the area in the horizontal direction.   

 

Subsurface geology for the set of STOMP models was determined using field data from over 5,000 boring 

logs.  Soil types for each model domain were assigned based on individual borehole interpretations.  

Examination of single or multiple cross sections were used to specify the three-dimensional spatial 

distribution of soil types in row/column views.  An example of the interpreted borehole data is presented 

as Figure N–8, where the lithology of the cross section is vertically exaggerated.  Figure N–8 represents a 

geologist’s interpretation of the subsurface geology at the B and BX tank farms in the 200-East Area.  

Single or multiple cross sections of interpreted borehole data were used to specify a three-dimensional 

spatial distribution of soil types that was encoded into the STOMP input files for each of the study areas.  

The translation of the interpreted borehole data into STOMP input data is presented in Figure N–9.  None 

of the locations contain all 16 soil types; within the specific cross section presented in Figure N–9, for 

example, only 4 of those soil types are found.  The comparison of Figures N–8 and N–9 is an example of 

the level of detail that is captured in a STOMP model. 
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Figure N–8.  Borehole Stratigraphy Data 

 
Figure N–9.  Vertical Cross Section of a STOMP Vadose Zone Model Grid of the 

BX Tank Farm (200-East Area) 
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N.3.5 Material Types 

The lithology for the STOMP models in this TC & WM EIS was categorized into the 16 soil types listed 

below.  Further descriptions of these soil types are provided in Appendix L. 

 Alluvium 

 Hanford gravel 

 Hanford sand 

 Hanford silt 

 Hanford mud 

 Plio-Pleistocene gravel 

 Plio-Pleistocene sand 

 Plio-Pleistocene silt 

 Plio-Pleistocene mud 

 Plio-Pleistocene cement 

 Cold Creek gravel 

 Cold Creek sand 

 Ringold gravel 

 Ringold sand 

 Ringold silt 

 Ringold mud 

N.3.6 Material Properties 

Material properties for the 16 soil types discussed above fall into three categories.  The first category, 

hydraulic properties, governs the movement of moisture through the soil.  The second category, 

geochemical properties, governs the interaction of dissolved radionuclides and chemicals with soil 

materials.  The third category, transport properties, governs the spreading of solute plumes resulting from 

heterogeneities in the soil materials existing on scales smaller than the scale of discretization 

(i.e., hydrodynamic dispersion).  The bases for the derivation for these properties and a tabulation of the 

parameter values for each of the three categories are presented in the three following sections. 

N.3.6.1 Hydraulic Properties 

Considerations applied in estimating the values of these parameters included consistency with the values 

reported in the literature, the values obtained from the MODFLOW [modular three-dimensional 

finite-difference groundwater flow model] calibration, and the observed moisture distributions in 

undisturbed (dry) boreholes, as well as between the model predictions and field observations of 

contaminant concentrations in groundwater beneath selected sites.  In the approach adopted for this 

TC & WM EIS, nonlinear functional forms are used to describe the relations between capillary pressure 

and moisture content (van Genuchten 1980) and hydraulic conductivity and moisture content 

(Mualem 1976).  Hydraulic parameter values for the 16 soil types accepted, based on the groundwater 

modeling calibration performed for use in the TC & WM EIS vadose zone analysis, are presented in 

Table N–1. 
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Table N–1.  Values of Hydraulic (van Genuchten) Parameters for the TC & WM EIS Analysis Case 

Soil Type 

Saturated 

Porosity Alpha n 

Residual 

Saturation 

Vertical 

Hydraulic Conductivity 

(centimeters per second) 

Alluvium  3.0×10
-1

 6.58×10
-1

 1.6 8.0×10
-2

 2.02×10
-2

 

Hanford gravel 2.5×10
-1

 7.0×10
-2

 1.8 1.81×10
-1

 6.90×10
-2

 

Hanford sand 3.0×10
-1

 6.58×10
-1

 1.6 8.0×10
-2

 2.02×10
-2

 

Hanford silt 3.5×10
-1

 5.0×10
-3

 1.8 1.89×10
-1

 1.7×10
-3

 

Hanford mud 5.0×10
-1

 4.0×10
-3

 2.1 5.0×10
-2

 5.8×10
-5

 

Plio-Pleistocene gravel 2.5×10
-1

 5.0×10
-2

 1.8 1.93×10
-1

 8.1×10
-2

 

Plio-Pleistocene sand 3.0×10
-1

 9.0×10
-2

 2.1 7.9×10
-2

 8.7×10
-3

 

Plio-Pleistocene silt 4.0×10
-1

 1.0×10
-2

 1.8 1.9×10
-1

 1.2×10
-3

 

Plio-Pleistocene mud 4.0×10
-1

 1.25×10
-3

 1.8 1.9×10
-1

 1.2×10
-3

 

Plio-Pleistocene cement 3.0×10
-1

 1.0×10
-2

 1.9 4.0×10
-2

 1.2×10
-3

 

Cold Creek gravel 2.5×10
-1

 5.0×10
-2

 1.8 1.93×10
-1

 8.1×10
-2

 

Cold Creek sand 3.0×10
-1

 9.0×10
-2

 2.1 7.9×10
-2

 1.4×10
-2

 

Ringold gravel 2.7×10
-1

 7.0×10
-2

 1.8 3.61×10
-2

 2.0×10
-3

 

Ringold sand 3.0×10
-1

 2.5×10
-2

 2.75 9.64×10
-3

 3.94×10
-4

 

Ringold silt 3.5×10
-1

 1.0×10
-2

 2.1 1.9×10
-1

 1.3×10
-4

 

Ringold mud 5.0×10
-1

 5.0×10
-3

 2.3 3.0×10
-2

 5.8×10
-5

 

Note: To convert centimeters to inches, multiply by 0.3937. 

Key: Alpha=1/centimeters; n=measure of pore-size distribution, unitless; TC & WM EIS=Tank Closure and Waste Management 

Environmental Impact Statement for the Hanford Site, Richland, Washington. 

The parameters governing moisture distribution and movement in the vadose zone were derived from the 

following considerations.  The saturated porosity and hydraulic conductivity values were designed to be 

consistent with both the values derived from the MODFLOW calibration (see Appendix L) and the ranges 

reported in the literature for both site-specific and texturally similar materials.  This process lead to the 

parameterization for saturated porosity and vertical hydraulic conductivity reported in Table N–1.   

The alpha, n, and residual saturation parameters in Table N–1 specify the relationship between matric 

potential and volumetric moisture content.  At moisture contents near saturation, the matric potential is 

near zero (by definition), and the volumetric moisture content is near the saturated porosity.  

Consequently, the behavior near saturation is governed largely by the parameters in saturated porosity and 

saturated hydraulic conductivity in Table N–1.  At moisture contents near the dry end of the curve 

(at very high negative matric potentials), behavior of moisture in the soil is dominated largely by the 

residual saturation.  Values of these parameters were chosen to provide consistency between the predicted 

and observed moisture distributions in undisturbed (dry) boreholes located across Hanford.  At 

intermediate moisture contents, the behavior is more complex, the results are more sensitive to the 

parameters, and the data supporting the parameterization are largely unavailable.   

An iterative procedure was applied to determine area-specific grid dimensions and to identify the values 

of hydraulic parameters that best matched the conditions observed at the site, as presented in  

Figure N–10.  This procedure comprised three principal steps: first, develop estimates for all soil types; 

second, refine estimates for the three major soil types using a statistical search and comparison against 

observed conditions for three single-source sites; and third, confirm estimates by comparison of 

calculated spatially distributed concentrations for two multisource plumes against observed 

concentrations in these two plumes. 
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Figure N–10.  Flowchart for Selection of Vadose Zone Hydraulic Parameter Values 
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In the first step of the procedure, values of the vadose zone parameters were determined for the 16 soil 

types by matching the moisture content profiles predicted using the van Genuchten relationship to the 

moisture content profiles measured in approximately 50 vadose zone boreholes reflecting background 

recharge conditions while constraining moisture characteristics to fall within the range reported for 

laboratory observations.  The values of saturated hydraulic conductivity were restricted to ranges 

consistent with the calibrated saturated zone model.  An example of the match between predicted and 

measured moisture contents for an undisturbed borehole in the 200-East Area is presented as  

Figure N–11.  The blue dots in the figure represent the moisture content, as determined by the neutron-

scattering method.  The red line is the model fit to the borehole data.  The horizontal gray lines represent 

interpreted changes in types of sediment.  The soils represented in this figure are Hanford gravel, Hanford 

sand, Plio-Pleistocene silt, and Plio-Pleistocene gravel.  At this stage, a sensitivity analysis was performed 

for generic 200-East and 200-West Areas to establish the grid-size requirements for accurate 

computations.   

 

 
Figure N–11.  Predicted and Measured 

Moisture Content Profiles 
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Review of area-specific geology established that three soil types, Hanford gravel, Hanford sand, and 

Ringold gravel, jointly represent more than 90 percent of the sediments present in the vadose zone at 

Hanford.  In addition, a travel-time sensitivity analysis conducted for simple layered geology established 

that the movement of water and solute through the vadose zone is largely controlled by these three soil 

types, along with a contribution from Plio-Pleistocene silt in the 200-West Area.  In particular, this 

finding is applicable for the three areas for which single-source data are available.  The three sites and 

related available data are: (1) concentration of beta activity at the BY Cribs, (2) level of beta activity 

below the BC Cribs, and (3) concentration of iodine-129 in a groundwater plume in the vicinity of the 

216-T-26 Crib.  Accordingly, in the second step of the procedure, the refinement of hydraulic parameter 

values focused on Hanford gravel, Hanford sand, and Ringold gravel.  For these three soil types, a 

systematic search of the parameter space was conducted.  To ensure that the entire space of admissible 

parameter values was investigated, both a statistical search and screening were performed.  The search 

involved identifying the range of values for each parameter and random selection of values from uniform 

distributions defined over the range.  The screening involved calculating the moisture content at a 

specified constant rate of recharge and comparing the results with the range of moisture content observed 

at the site.  This step of the analysis identified 18 million combinations of sets of hydraulic parameter 

values that met the initial screening requirement. 

Simulation of the movement of solute and water through the vadose zone at the three single-source sites 

was implemented using the STOMP computer code.  Predicted fluxes of solute in the water were then 

used to estimate concentrations in the unconfined aquifer; in the near-field, a mixing-box model was used, 

and at distances removed from the source, a particle-tracking model was used.  At this stage, the hydraulic 

properties of the Plio-Pleistocene silt were adjusted as needed to match conditions at the 216-T-26 Crib.  

Sets of values that passed each of these tests were judged acceptable for use in the vadose zone analysis.  

This step of the analysis is described in the following paragraphs using the BY Cribs as an example. 

A time series of measurements of gross-beta activity and technetium-99 concentrations at a single 

location in the unconfined aquifer below the BY Cribs is presented as Figure N–12.  The gross-beta data 

include contributions from beta-emitters other than technetium-99; more recently, however, 

concentrations of technetium-99 have been measured separately and reported in addition to the 

concentrations of gross-beta activity.  Using TC & WM EIS data for the inventory of technetium-99, the 

historical dates of aqueous discharges, and the current values of vadose zone hydraulic parameters, the 

time series of concentration of technetium-99 below the BY Cribs was estimated using the STOMP model 

and is presented in Figure N–12.  The predicted concentration profile reflected in that figure shows an 

early peak due to rapid movement of the large initial aqueous discharge and a long-term plateau due to a 

more gradual release of technetium-99 retained in the vadose zone.  The early peak of the predicted 

technetium-99 profile occurs at the same time as the early peak of the measured total beta profile 

(see Figure N–12), but is lower because of the presence of radionuclides other than technetium-99 among 

beta emitters.  The measured and predicted concentration levels for technetium-99 for the current time 

period are in general agreement.  Thus, the predicted concentration profile for technetium-99 shows 

qualitative agreement with the reported concentration of gross-beta activity, supporting continued 

investigation of this set of values for the vadose zone hydraulic parameters. 
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Figure N–12.  Time Series of Measured Gross Beta Activity 

with Predicted Technetium-99 Concentrations Below the BY Cribs 

In addition to reports of the time series of concentrations at single locations, the site monitoring program 

reports estimates of the spatial distribution of contaminants at specific points in time.  Estimates of 

isopleths of concentration of technetium-99 near the BY Cribs, based on measurements reported for 2009, 

are presented in Figure N–13.  These data were used to provide additional testing of the proposed set of 

values of vadose zone hydraulic parameters.  This approach used TC & WM EIS source data for the 

BY Cribs, the STOMP vadose zone model, the MODFLOW-predicted transient flow field, and a 

particle-tracking transport model to predict spatial distribution of technetium-99 in the unconfined aquifer 

for calendar year (CY) 2010.  The results of this analysis are presented in Figure N–14.  The predicted 

concentrations show qualitative agreement with measured concentrations, with higher levels near the 

sources and decreasing levels in the northwest direction.  The predicted concentrations also show 

movement to the southeast due to transient flow in that direction under the influence of high aqueous 

discharges from past Hanford operations. 



Tank Closure and Waste Management Environmental Impact Statement for the  

Hanford Site, Richland, Washington 

N–16 

E
n

viro
n

m
en

ta
l Im

p
a

ct S
ta

tem
en

t fo
r R

etrieva
l, T

rea
tm

en
t, a

n
d
 D

isp
o

sa
l o

f T
a

n
k W

a
ste a

n
d

  

C
lo

su
re o

f S
in

g
le-S

h
ell T

a
n

ks a
t th

e H
a

n
fo

rd
 S

ite, R
ich

la
n

d
, W

a
sh

in
g

to
n

 

 

 

 
Figure N–13.  Contour Plot of Reported Groundwater Technetium-99 

Concentrations near the BY Cribs, Calendar Year 2009 
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Figure N–14.  Predicted Spatial Distribution of Groundwater Technetium-99 

Concentrations, Calendar Year 2010 
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In the third (final) step of the procedure, confirmation of the parameter values involved sensitivity 

analysis of grid size dependence and comparison of predictions with measurements for two multiple-

source plumes in the unconfined aquifer.  The two multisource sites with associated groundwater tritium 

plumes were the REDOX [Reduction-Oxidation] Facility in the 200-West Area and the PUREX 

[Plutonium-Uranium Extraction] Plant in the 200-East Area.  For sources associated with the REDOX 

Facility, a contour plot of the measured concentration of hydrogen-3 (tritium) in the unconfined aquifer in 

CY 2009 (DOE 2010) is presented in Figure N–15, and the predicted spatial distribution of tritium for 

CY 2010 is presented in Figure N–16.  While the predicted concentrations are higher than the measured 

concentrations, the plumes are similar in terms of spatial extent, continued high concentration at the 

source, and lengths parallel and perpendicular to the primary direction of flow to the east.  On the basis of 

this quantitative agreement of a factor of less than five in the difference between measured and predicted 

concentrations, the values of the vadose zone hydraulic parameters are supported by this analysis.  The 

four maps shown in Figure N–17 present a groundwater monitoring report interpretation of the evolution 

of the tritium plume in the unconfined aquifer in the 200-East Area (Hartman, Morasch, and 

Webber 2004, 2006; Hartman, Rediker, and Richie 2009) as derived for sources associated with the 

PUREX Plant.  The predicted spatial distribution of tritium for CY 2010 is presented in Figure N–18.  

The measured and predicted distributions of concentration have features in common, including the 

general shape of the overall spatial distribution; a persistence of elevated concentrations near the source in 

the southeastern portions of the 200-East Area; an area of elevated concentration in the northeastern lobe 

of the plume that is migrating toward the Columbia River; and a disruption of the southeast portion of the 

plume due to activities at the Energy Northwest complex near the Columbia River.  The qualitative and 

quantitative agreement of the measured and predicted concentrations supports use of the selected values 

of vadose zone parameters.  Values for the 16 soil types accepted for use in the TC & WM EIS vadose 

zone analysis are presented in Table N–1.  The vadose zone soil parameters for three soil types (Hanford 

sand, Hanford gravel, and Ringold gravel) are within the range of values established in calibration of the 

MODFLOW groundwater model.  The groundwater soil parameters are described in Appendix L. 
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Figure N–15.  Contour Plot of Reported Groundwater Hydrogen-3 (Tritium) Concentrations at the 

REDOX [Reduction-Oxidation] Facility, Calendar Year 2009 
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Figure N–16.  Predicted Spatial Distribution of Groundwater Hydrogen-3 (Tritium) 

Concentrations at the REDOX [Reduction-Oxidation] Facility, Calendar Year 2010 
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Figure N–17.  Groundwater Monitoring–Based Interpretation of the 200-East Area 

Hydrogen-3 (Tritium) Plume Ongoing Development 
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Figure N–18.  Predicted Spatial Distribution of Groundwater Hydrogen-3 (Tritium) 

Concentrations at the PUREX [Plutonium-Uranium Extraction] Plant, Calendar Year 2010 
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N.3.6.2 Constituent Properties  

Values of distribution coefficients for radionuclides in the vadose zone vary with the geochemistry of the 

liquid phase and the texture of the soil phase and have been measured for some (Cantrell, Serne, and 

Last 2003) but not all radionuclides considered in this TC & WM EIS.  To represent all required 

constituents and maintain consistency with other site analysis, the following hierarchy of sources was 

followed:  

1. Technical guidance for this TC & WM EIS (DOE 2005) 

2. Results for sand from of a survey of distribution-coefficient data from sites across the Nation 

(Sheppard and Thibault 1990) 

3. Frequency distributions of the values of distribution coefficients recommended for near-surface 

soils from regulatory guidance (Beyeler et al. 1999)  

The single set of the values of distribution coefficients for radionuclides is summarized in Table N–2.   

Table N–2.  Values of Distribution Coefficients for Radionuclides 

Radionuclide 

Distribution 

Coefficient 

(milliliters per gram) Source 

Hydrogen-3 (tritium) 0 DOE 2005 

Carbon  4 DOE 2005 

Potassium  1.5×10
1
 Sheppard and Thibault 1990 

Strontium 1×10
1
 DOE 2005 

Zirconium  6×10
2
 Sheppard and Thibault 1990 

Technetium 0 DOE 2005 

Iodine  0 DOE 2005 

Cesium 8×10
1
 DOE 2005 

Gadolinium  5 Beyeler et al. 1999 

Thorium  3.2×10
3
 Sheppard and Thibault 1990 

Uranium 0.6 DOE 2005 

Neptunium 2.5 DOE 2005 

Plutonium 1.5×10
2
 DOE 2005 

Americium  1.9×10
3
 Sheppard and Thibault 1990 

Estimates for distribution coefficients are required for inorganic and organic chemical constituents.  For 

inorganic chemical constituents, the hierarchy of sources described above for radionuclides was followed.  

For organic chemical constituents, estimates of the values of the distribution coefficients were developed 

based on project guidance (DOE 2005) and regulatory guidance (EPA 1996).  The set of values for the 

distribution coefficients for organic and inorganic chemical constituents is summarized in Table N–3.   
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Table N–3.  Values of Distribution Coefficients for 

Organic Chemical Constituents 

Chemical 

Distribution 

Coefficient 

(milliliters per gram) Source 

Arsenic 4×10
2
 Beyeler et al. 1999 

Boron 0 N/A 

Cadmium 8×10
1
 Sheppard and Thibault 1990 

Chromium 0 DOE 2005 

Fluoride 0 N/A 

Lead 8×10
1
 DOE 2005 

Manganese 5×10
1
 Sheppard and Thibault 1990 

Mercury 1×10
1
 DOE 2005 

Molybdenum 1×10
1
 Sheppard and Thibault 1990 

Nickel 4×10
2
 Sheppard and Thibault 1990 

Nitrate 0 DOE 2005 

Silver 9×10
1
 Sheppard and Thibault 1990 

Strontium 1×10
1
 DOE 2005 

Uranium 6×10
-1

 DOE 2005 

Acetonitrile 0 DOE 2005 

Benzene 1 DOE 2005 

Butanol (n-butyl-alcohol) 3 DOE 2005 

Polychlorinated biphenyls 1.7×10
5
 DOE 2005 

2,4,6-Trichlorophenol 3.8×10
-1

 DOE 2005 

1,2-Dichloroethane
a
 0 EPA 1996 

1,4-Dioxane
a
 0 EPA 1996 

Carbon tetrachloride
a
 0 EPA 1996 

Dichloromethane
a
 0 EPA 1996 

Hydrazine
a
 0 EPA 1996 

Vinyl chloride
a
 0 EPA 1996 

Trichloroethylene
a
 0 EPA 1996 

a Values calculated based on reported values of organic carbon partition coefficients (EPA 1996) 

and Hanford soil organic content of 0.02 percent (Riley et al. 2005; Wellman et al. 2007). 

Key: N/A=not applicable. 

N.3.6.3 Transport Properties 

Soils comprising the vadose zone at Hanford include a variety of material types and a range of physical 

structures characterized by anisotropic properties and heterogeneity over a range of distance scales.  

These anisotropic and heterogeneous conditions produce a spatial spreading of concentration of solute 

moving through the vadose zone, even if the aqueous flow underlying the transport is uniform over time 

and distance scales that are large with respect to the scales of transport of the solute.  This spreading 

occurs both parallel and transverse to the direction of pore-water velocity flow and is characterized by the 

dispersivity parameter.  Although theoretical prediction of values of dispersivity has been investigated 

(Gelhar and Axness 1983), the primary source of estimates of dispersivity is fitting solute transport model 

parameters to field data.  The approach adopted for selection of values of dispersivity for TC & WM EIS 

analysis is review of literature reports, selection of recommended values of longitudinal (in direction of 
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flow) and transverse (perpendicular to direction of flow) dispersivity, and use of these values in 

simulations performed to match Hanford flow conditions (see Section N.3.1).  The literature review 

identified documents proposing values of dispersivity for use in modeling solute transport in the 

unsaturated zone at disposal sites and those summarizing detailed review of field data.  Recommendation 

for use of site modeling included representation of longitudinal dispersivity as proportional to the travel 

distance in the vadose zone, with a constant proportion ranging from 0.02 (EPA 2003) to 0.1 for vertical 

movement (Golder 2006).  For experimental data reported for the unsaturated zone (Gelhar, Celia, and 

McLaughlin 1994), the constant of proportion is smaller, on the order of 0.01.  Values of the ratio of 

transverse to longitudinal dispersivity are on the order of 0.1 (Gelhar and Axness 1983; Gelhar, Welty, 

and Renfeldt 1992).  With vadose zone travel distances at the Hanford site less than 100 meters, values of 

longitudinal dispersivity of 1 meter and transverse dispersivity of 0.1 meter were adopted for 

TC & WM EIS vadose zone analyses.   

N.3.7 Discretization  

A final step in development of the approach for modeling flow and transport in the vadose zone was 

specification of the sizes of the time and space steps used within the STOMP centroids to solve the 

underlying mass-momentum balance equations.  These time and space step sizes were selected to provide 

an accurate prediction of the aqueous and solute flux at the water table within the constraints of the 

computational capability of the STOMP computer code and the available time to complete multiple 

simulations for the combinations of sources, sites, closure designs, and cleanup options.  To complete a 

STOMP simulation of an individual site, two analysis steps were implemented.  In the first step, 

preconditioning, the steady state distribution of moisture in the vadose zone was determined for a 

specified background rate of recharge.  In the second step, the flux of water and solute at the water table 

was determined for a specified time and space distribution of recharge and injection of water and solute.  

The maximum time and space step sizes for these varying conditions were determined in a set of 

sensitivity analyses completed prior to implementation of the STOMP model for specific TC & WM EIS 

sites.  

N.3.7.1 Temporal Discretization 

The preconditioning simulations (flow runs) were run for 3,000 years to establish initial moisture 

conditions.  For these simulations, the internal STOMP algorithm established a time step for the 

3,000-year period.  The simulation started with a very small initial time step (1.0 × 10
-8

 years) and 

expanded under STOMP internal control.  The accuracy of each flow simulation was checked using a 

mass balance review procedure that assessed accumulations and the inflow and outflow for the model 

spatial domain during the final time period of the simulation and checked that steady state conditions 

were attained at the final time step of the simulation.   

Transport simulations were run for each constituent for 10,000 years.  Preliminary testing for these 

simulations established that accurate mass balance would be attained through use of three constraints on 

the time step.  The first constraint, internally enforced by STOMP, established that a time step was short 

enough that a solute particle could not move across a single space step within the given time step 

(Courant number control).  The second constraint was related to rate of decay and specified that the 

maximum time step could not exceed one-half of the half-life of the solute.  The final constraint related to 

rate of discharge of the solute to the water table and specified maximum time steps of 10 years for the 

first 1,000 years of the simulation and 100 years for the balance of time for the simulation.  The accuracy 

of each transport simulation was checked using a mass balance review that considered accumulation 

within the model domain, an approximation of the loss by decay, and a cumulative inflow and outflow of 

the solute.   
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N.3.7.2 Spatial Discretization 

Acceptable spatial grid size, including horizontal and vertical dimensions, was established in a set of 

simulations that investigated the sensitivity of the predicted flux of solute at the water table to variation in 

the grid dimension.  The simulations considered variations in the hydraulic properties in the geologic 

layers and the influence variation in natural recharge and anthropomorphic aqueous discharge.  The grid 

pattern and model extents were designed to limit the effect the boundary conditions and node size had on 

the model conditions.  All nodes within a source at an individual site were equal in size, but outside each 

source grid, sizes could increase or decrease by the harmonic rule, meaning node lengths could increase 

or decrease by one and a half the adjacent node length.  Sources with no aqueous discharge could have a 

node length no greater than 20 meters (66 feet) within the source site.  The node size could increase by 

the harmonic rule to at least 120 meters (394 feet) from the source boundary.  Sources with aqueous 

discharge were categorized as moderate (less than 1 meter [3 feet] per year) or heavy (greater than 

1 meter [3 feet] per year).  Moderate discharge sites had a grid length of no larger than 5 meters (16 feet) 

within the source site.  The maximum 5-meter (16-foot) grid length continued to 50 meters (164 feet) 

from the site boundary.  The grid size increased by the harmonic rule to a distance of 150 meters 

(492 feet) from the site boundary.  The heavy discharge site had a grid length of no larger than 5 meters 

(16 feet) within the source site.  The maximum 5-meter (16-foot) grid length continued to 50 meters 

(164 feet) from the site boundary.  The grid size increased by the harmonic rule to a distance of 

170 meters (558 feet) from the site boundary.  The sensitivity analysis established that a vertical grid size 

of 2 meters (6.5 feet) provided an accurate prediction of the solute flux at the water table.   

 

N.4 RESULTS 
 

N.4.1 Tank Closure Alternatives 
 

N.4.1.1 Past Leaks from Tank Farms and Releases from Cribs and Trenches (Ditches) 

 

Under Tank Closure Alternative 1, the tank farms would be maintained in the current condition 

indefinitely; however, for analysis purposes, they were assumed to fail after an institutional control period 

of 100 years (i.e., CY 2108).  Potential releases to the aquifer from past leaks under Tank Closure 

Alternative 1 are indicated in Table N–4 and Figures N–19 through N–22.  
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Table N–4.  Tank Closure Alternative 1 Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.67×10-3 – 1.26 1.49×10-3 – 2.16×10-6 – 8.52 – 5.14×103 – 2.17×10-3 

AX tank farm 2.14×10-5 – 4.88×10-2 5.72×10-5 – 3.69×10-5 – 3.26×10-1 – 2.00×101 – 2.58×10-2 

B tank farm 1.21×10-1 – 2.22×101 4.28×10-2 – 4.15×10-2 8.15×10-7 2.39×102 – 3.39×104 – 4.26×101 

BX tank farm 1.48×10-1 – 4.93 9.36×10-3 – 1.75×10-1 – 4.97×101 – 1.65×104 – 2.65×102 

BY tank farm 2.06×10-1 – 2.10 3.98×10-3 – 5.46×10-1 – 2.11×101 – 7.04×103 – 8.17×102 

C tank farm 4.17×10-1 – 6.61 2.59×10-3 – 1.77×10-4 – 4.15×101 – 4.82×103 – 9.75×10-2 

S tank farm 1.26×10-2 – 3.95 7.59×10-3 – 4.44×10-3 – 7.94×102 – 2.67×104 – 6.60 

SX tank farm 3.16 – 3.76×101 7.11×10-2 1.16×10-7 1.19×10-1 5.56×10-10 3.89×103 – 1.14×105 – 1.59×102 

T tank farm 6.30 – 6.74×101 1.30×10-1 – 3.10×10-2 1.40×10-11 1.10×103 – 6.75×104 – 3.52×101 

TX tank farm 2.71×101 – 1.06×102 2.04×10-1 – 5.78×10-1 7.81×10-10 3.03×103 – 2.41×105 – 2.41×102 

TY tank farm 9.17×10-2 – 2.42 4.62×10-3 – 2.47×10-2 – 8.53×101 – 4.24×104 – 1.88×101 

U tank farm 3.39×10-1 – 3.62 4.56×10-3 2.01×10-7 2.59×10-2 – 1.61×102 – 1.17×104 – 3.87×101 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238;  

Utot=total uranium. 
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Figure N–19.  Tank Closure Alternative 1 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–20.  Tank Closure Alternative 1 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–21.  Tank Closure Alternative 1 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–22.  Tank Closure Alternative 1 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks  

Under Tank Closure Alternative 2A, tank waste would be retrieved to a volume corresponding to 

99 percent retrieval.  Potential releases to the aquifer from past leaks under Alternative 2A are indicated 

in Table N–5 and Figures N–23 through N–26.  
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Table N–5.  Tank Closure Alternative 2A Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.68×10-3 – 1.24 1.47×10-3 – 1.18×10-5 – 8.45 – 5.10×103 – 1.14×10-2 

AX tank farm 2.15×10-5 – 4.83×10-2 5.67×10-5 – 5.16×10-5 – 3.24×10-1 – 1.99×101 – 3.63×10-2 

B tank farm 1.22×10-1 – 2.18×101 4.21×10-2 2.85×10-8 5.47×10-2 6.34×10-6 2.36×102 – 3.36×104 – 5.63×101 

BX tank farm 1.48×10-1 – 4.90 9.31×10-3 – 4.74×10-1 – 4.94×101 – 1.64×104 – 7.17×102 

BY tank farm 2.06×10-1 – 2.09 3.97×10-3 – 8.05×10-1 – 2.11×101 – 7.02×103 – 1.20×103 

C tank farm 4.17×10-1 – 6.57 2.58×10-3 – 5.22×10-4 – 4.13×101 – 4.80×103 – 2.84×10-1 

S tank farm 1.27×10-2 – 3.90 7.50×10-3 – 1.19×10-2 – 7.86×102 – 2.64×104 – 1.75×101 

SX tank farm 3.16 1.14×10-9 3.74×101 7.08×10-2 8.08×10-7 2.02×10-1 1.53×10-8 3.88×103 – 1.14×105 – 2.69×102 

T tank farm 6.30 – 6.73×101 1.30×10-1 – 7.46×10-2 2.98×10-10 1.10×103 – 6.73×104 – 8.32×101 

TX tank farm 2.71×101 – 1.05×102 2.03×10-1 2.32×10-11 1.07 3.08×10-8 3.02×103 – 2.41×105 – 4.46×102 

TY tank farm 9.17×10-2 – 2.40 4.58×10-3 – 3.98×10-2 2.06×10-11 8.46×101 – 4.20×104 – 2.79×101 

U tank farm 3.39×10-1 – 3.58 4.51×10-3 5.15×10-7 2.16×10-2 – 1.61×102 – 1.16×104 – 3.23×101 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium.  
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Figure N–23.  Tank Closure Alternative 2A 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–24.  Tank Closure Alternative 2A 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–25.  Tank Closure Alternative 2A 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–26.  Tank Closure Alternative 2A 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Activities under Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C would be similar to those under Tank 

Closure Alternative 2A, with the addition of an engineered modified Resource Conservation and 

Recovery Act (RCRA) Subtitle C barrier over the tank farms and six sets of adjacent cribs and trenches 

(ditches).  Potential releases to the aquifer from past leaks under Tank Closure Alternatives 2B, 3A, 3B, 

3C, and 6C are indicated in Table N–6 and Figures N–27 through N–30. 



 

 

 

A
p

p
en

d
ix N

 ▪ V
a

d
o

se Z
o

n
e F

lo
w

 a
n

d
 T

ra
n

sp
o

rt  

  

N
–

3
3 

Table N–6.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.57×10-3 – 1.28 1.51×10-3 – 3.42×10-7 – 8.57 – 5.18×103 – 3.83×10-4 

AX tank farm 1.81×10-5 – 4.87×10-2 5.71×10-5 – 2.20×10-5 – 3.24×10-1 – 2.00×101 – 1.52×10-2 

B tank farm 1.16×10-1 – 2.24×101 4.32×10-2 – 3.01×10-2 5.08×10-8 2.41×102 – 3.42×104 – 3.11×101 

BX tank farm 1.47×10-1 – 5.00 9.51×10-3 – 6.89×10-2 – 5.03×101 – 1.68×104 – 1.05×102 

BY tank farm 2.06×10-1 – 2.13 4.04×10-3 – 3.49×10-1 – 2.14×101 – 7.12×103 – 5.26×102 

C tank farm 4.16×10-1 – 6.70 2.63×10-3 – 4.78×10-5 – 4.21×101 – 4.88×103 – 2.66×10-2 

S tank farm 1.12×10-2 – 3.96 7.62×10-3 – 1.33×10-3 – 7.89×102 – 2.65×104 – 2.00 

SX tank farm 3.15 – 3.82×101 7.23×10-2 8.89×10-9 5.65×10-2 – 3.96×103 – 1.16×105 – 7.62×101 

T tank farm 6.28 – 6.96×101 1.34×10-1 – 1.23×10-2 – 1.14×103 – 6.95×104 – 1.44×101 

TX tank farm 2.71×101 – 1.07×102 2.07×10-1 – 2.65×10-1 1.17×10-12 3.07×103 – 2.45×105 – 1.12×102 

TY tank farm 8.91×10-2 – 2.48 4.75×10-3 – 1.44×10-2 – 8.76×101 – 4.30×104 – 1.20×101 

U tank farm 3.28×10-1 – 3.64 4.60×10-3 5.60×10-8 2.85×10-2 – 1.62×102 – 1.17×104 – 4.26×101 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium. 
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Figure N–27.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–28.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–29.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–30.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Under Tank Closure Alternative 4, tank waste would be retrieved to a volume corresponding to 

99.9 percent retrieval.  Except for the BX and SX tank farms, residual material in tanks would be 

stabilized in place, and the tank farms and adjacent cribs and trenches (ditches) would be covered with an 

engineered modified RCRA Subtitle C barrier.  The BX and SX tank farms would be clean-closed by 

removing soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, deep soil 

excavation would also be conducted to remove contamination plumes within the soil column.  Potential 

releases to the aquifer from past leaks under Tank Closure Alternative 4 are indicated in Table N–7 and 

Figures N–31 through N–34. 
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Table N–7.  Tank Closure Alternative 4 Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.57×10-3 – 1.28 1.51×10-3 – 3.42×10-7 – 8.57 – 1.90×103 – 3.83×10-4 

AX tank farm 1.81×10-5 – 4.87×10-2 5.71×10-5 – 2.20×10-5 – 3.24×10-1 – 2.00×101 – 1.52×10-2 

B tank farm 1.16×10-1 – 2.23×101 4.30×10-2 – 3.08×10-2 5.08×10-8 2.41×102 – 3.42×104 – 3.11×101 

BX tank farm 1.42×10-1 – 2.25 4.25×10-3 – – – 2.09×101 – 8.40×103 – – 

BY tank farm 2.06×10-1 – 2.13 4.04×10-3 – 3.49×10-1 – 2.14×101 – 7.12×103 – 5.26×102 

C tank farm 4.16×10-1 – 6.70 2.63×10-3 – 4.78×10-5 – 4.21×101 – 4.88×103 – 2.66×10-2 

S tank farm 1.12×10-2 – 3.96 7.62×10-3 – 1.33×10-3 – 7.89×102 – 2.65×104 – 2.00 

SX tank farm 3.08 – 2.49×101 4.70×10-2 – – – 2.48×103 – 7.20×104 – 6.73×10-12 

T tank farm 6.28 – 6.96×101 1.34×10-1 – 1.23×10-2 – 1.14×103 – 6.95×104 – 1.44×101 

TX tank farm 2.71×101 – 1.07×102 2.07×10-1 – 2.65×10-1 1.17×10-12 3.07×103 – 2.45×105 – 1.12×102 

TY tank farm 8.91×10-2 – 2.48 4.75×10-3 – 1.44×10-2 – 8.76×101 – 4.30×104 – 1.20×101 

U tank farm 3.28×10-1 – 3.64 4.60×10-3 5.60×10-8 2.85×10-2 – 1.62×102 – 1.17×104 – 4.26×101 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium.  
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Figure N–31.  Tank Closure Alternative 4 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–32.  Tank Closure Alternative 4 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–33.  Tank Closure Alternative 4 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–34.  Tank Closure Alternative 4 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Under Tank Closure Alternative 5, the tank farms and adjacent cribs and trenches (ditches) would be 

covered with a Hanford barrier.  Potential releases to the aquifer from past leaks under Tank Closure 

Alternative 5 are indicated in Table N–8 and Figures N–35 through N–38. 
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Table N–8.  Tank Closure Alternative 5 Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.57×10-3 – 1.28 1.51×10-3 – 2.29×10-7 – 8.56 – 1.90×103 – 2.66×10-4 

AX tank farm 1.81×10-5 – 4.87×10-2 5.71×10-5 – 1.95×10-5 – 3.24×10-1 – 2.00×101 – 1.35×10-2 

B tank farm 1.16×10-1 – 2.23×101 4.30×10-2 – 2.83×10-2 2.50×10-8 2.41×102 – 3.43×104 – 2.86×101 

BX tank farm 1.47×10-1 – 5.00 9.51×10-3 – 5.76×10-2 – 5.03×101 – 1.68×104 – 8.78×101 

BY tank farm 2.06×10-1 – 2.13 4.04×10-3 – 3.09×10-1 – 2.14×101 – 7.12×103 – 4.66×102 

C tank farm 4.16×10-1 – 6.70 2.63×10-3 – 3.55×10-5 – 4.20×101 – 4.88×103 – 1.98×10-2 

S tank farm 1.12×10-2 – 3.96 7.62×10-3 – 1.00×10-3 – 7.89×102 – 2.65×104 – 1.51 

SX tank farm 3.15 – 3.82×101 7.23×10-2 4.40×10-9 4.67×10-2 – 3.96×103 – 1.16×105 – 6.31×101 

T tank farm 6.28 – 6.96×101 1.34×10-1 – 9.87×10-3 – 1.14×103 – 6.95×104 – 1.16×101 

TX tank farm 2.71×101 – 1.07×102 2.07×10-1 – 2.18×10-1 – 3.07×103 – 2.45×105 – 9.23×101 

TY tank farm 8.91×10-2 – 2.48 4.75×10-3 – 1.28×10-2 – 8.77×101 – 4.30×104 – 1.09×101 

U tank farm 3.28×10-1 – 3.65 4.60×10-3 3.76×10-8 2.70×10-2 – 1.62×102 – 1.17×104 – 4.05×101 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium. 
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Figure N–35.  Tank Closure Alternative 5 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–36.  Tank Closure Alternative 5 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–37.  Tank Closure Alternative 5 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–38.  Tank Closure Alternative 5 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Under Tank Closure Alternative 6A, Base and Option Cases, all tank farms would be clean-closed by 

removing soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, deep soil 

excavation would also be conducted to remove contamination plumes within the soil column.  The 

adjacent cribs and trenches (ditches) would be covered with an engineered modified RCRA Subtitle C 

barrier.  Potential releases to the aquifer from past leaks under Tank Closure Alternative 6A, Base and 

Option Cases, are indicated in Table N–9 and Figures N–39 through N–42. 
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Table N–9.  Tank Closure Alternative 6A, Base and Option Cases, 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.68×10-3 – 9.67×10-1 1.02×10-3 – – – 6.17 – 1.60×103 – – 

AX tank farm 2.16×10-5 – 2.50×10-2 2.94×10-5 – – – 1.32×10-1 – 8.15 – – 

B tank farm 1.22×10-1 – 1.76×101 3.39×10-2 – 2.14×10-10 – 1.89×102 – 2.65×104 – 8.49×10-7 

BX tank farm 1.48×10-1 – 4.10 7.77×10-3 – 4.27×10-8 – 4.06×101 – 1.48×104 – 6.60×10-5 

BY tank farm 2.06×10-1 – 2.02 3.83×10-3 – 1.57×10-7 – 2.04×101 – 6.77×103 – 2.33×10-4 

C tank farm 4.17×10-1 – 5.92 2.32×10-3 – 4.81×10-13 – 3.72×101 – 4.32×103 – 1.32×10-8 

S tank farm 1.27×10-2 – 2.43 4.68×10-3 – – – 4.92×102 – 1.65×104 – 1.98×10-11 

SX tank farm 3.16 – 3.55×101 6.71×10-2 – 3.66×10-7 – 3.66×103 – 1.07×105 – 4.91×10-4 

T tank farm 6.30 – 6.64×101 1.28×10-1 – 1.92×10-10 – 1.08×103 – 6.56×104 – 3.26×10-7 

TX tank farm 2.71×101 – 1.02×102 1.97×10-1 – 1.51×10-8 – 2.93×103 – 2.33×105 – 6.50×10-6 

TY tank farm 9.19×10-2 – 2.10 4.02×10-3 – – – 7.42×101 – 3.27×104 – 8.37×10-11 

U tank farm 3.39×10-1 – 2.55 3.21×10-3 – – – 1.13×102 – 8.16×103 – 3.15×10-9 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium. 
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Figure N–39.  Tank Closure Alternative 6A, Base and Option Cases, 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–40.  Tank Closure Alternative 6A, Base and Option Cases, 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–41.  Tank Closure Alternative 6A, Base and Option Cases, 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–42.  Tank Closure Alternative 6A, Base and Option Cases, 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Tank Closure Alternative 6B, Base and Option Cases, resembles Tank Closure Alternative 6A, Base and 

Option Cases, except that waste retrieval and processing would proceed at a faster rate and closure would 

occur at an earlier date.  All tank farms would be clean-closed.  Under the Base Case, the adjacent cribs 

and trenches (ditches) would be covered with an engineered modified RCRA Subtitle C barrier; under the 

Option Case, the adjacent cribs and trenches (ditches) would be clean-closed.  Potential releases to the 

aquifer from past leaks under Tank Closure Alternative 6B, Base and Option Cases, are indicated in 

Table N–10 and Figures N–43 through N–46. 
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Table N–10.  Tank Closure Alternative 6B, Base and Option Cases, 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Past Leaks 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 

A tank farm 5.67×10-3 – 7.42×10-1 6.74×10-4 – – – 4.34 – 1.38×103 – – 

AX tank farm 2.10×10-5 – 1.25×10-2 1.46×10-5 – – – 6.77×10-2 – 4.17 – – 

B tank farm 1.21×10-1 – 1.16×101 2.25×10-2 – – – 1.28×102 – 1.89×104 – 4.24×10-11 

BX tank farm 1.48×10-1 – 3.51 6.66×10-3 – – – 3.43×101 – 1.30×104 – 2.96×10-8 

BY tank farm 2.06×10-1 – 1.93 3.66×10-3 – 3.26×10-11 – 1.95×101 – 6.47×103 – 1.29×10-7 

C tank farm 4.17×10-1 – 5.25 2.06×10-3 – – – 3.30×101 – 3.83×103 – 3.90×10-13 

S tank farm 1.24×10-2 – 1.33 2.56×10-3 – – – 2.69×102 – 9.04×103 – – 

SX tank farm 3.16 – 3.30×101 6.23×10-2 – 2.38×10-10 – 3.37×103 – 9.83×104 – 6.34×10-7 

T tank farm 6.30 – 6.47×101 1.25×10-1 – – – 1.05×103 – 6.27×104 – 2.48×10-11 

TX tank farm 2.71×101 – 9.65×101 1.86×10-1 – – – 2.77×103 – 2.21×105 – 2.73×10-9 

TY tank farm 9.15×10-2 – 1.70 3.25×10-3 – – – 6.01×101 – 2.30×104 – – 

U tank farm 3.38×10-1 – 1.67 2.14×10-3 – – – 8.20×101 – 5.90×103 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Tc-99=technetium-99; U-238=uranium-238; Utot=total 

uranium. 
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Figure N–43.  Tank Closure Alternative 6B, Base and Option Cases, 

Radionuclide Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–44.  Tank Closure Alternative 6B, Base and Option Cases, 

Radionuclide Releases to Aquifer from 200-West Area Tank Farm Past Leaks 
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Figure N–45.  Tank Closure Alternative 6B, Base and Option Cases, 

Chemical Releases to Aquifer from 200-East Area Tank Farm Past Leaks 

 
Figure N–46.  Tank Closure Alternative 6B, Base and Option Cases, 

Chemical Releases to Aquifer from 200-West Area Tank Farm Past Leaks 

Under Tank Closure Alternative 1, the cribs and trenches (ditches) associated with the tank farms would 

be maintained in the current condition indefinitely; however, for analysis purposes, they were assumed to 

fail after an institutional control period of 100 years (i.e., in CY 2108).  Potential releases to the aquifer 

from cribs and trenches (ditches) under Tank Closure Alternative 1 are indicated in Table N–11 and 

Figures N–47 and N–48. 
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Table N–11.  Tank Closure Alternative 1 Radionuclide and Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Cr Hg NO3 Pb Utot 

B cribs and trenches 7.58×10-2 – – 1.80×10-1 6.90×10-4 – 2.44×10-6 1.99×10-2 – 1.83×104 – 4.79×106 – 8.23 

BX cribs and trenches 2.15 – – 8.51 3.15×10-2 – – 6.17×10-3 – 5.12×103 – 1.79×106 – 9.30 

BY cribs and trenches 7.17×102 – – 1.29×102 1.66×10-1 – 8.45×10-8 3.62×10-2 – 5.83×103 – 6.73×106 – 5.46×101 

T cribs and trenches 3.04×104 – – 1.17 8.39×10-3 – 1.21×10-8 2.13×10-2 – 4.54×104 – 1.08×107 – 3.21×101 

TX cribs and trenches 3.10×10-1 – – 1.65 1.44×10-2 – – 1.22×10-4 – 2.90×103 – 1.06×106 – 1.93×10-1 

TY cribs and trenches 6.35 – – 1.85 1.74×10-2 – – 5.56×10-1 – 6.86×103 – 6.77×105 – 1.40×102 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; 

Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–47.  Tank Closure Alternative 1 

Radionuclide Releases to Aquifer from Cribs and Trenches (Ditches) 

 
Figure N–48.  Tank Closure Alternative 1 

Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Under Tank Closure Alternative 2A, the cribs and trenches (ditches) associated with the tank farms would 

be maintained until the end of the institutional control period (i.e., in CY 2193).  Potential releases to the 

aquifer from cribs and the trenches (ditches) under Tank Closure Alternative 2A are indicated in  

Table N–12 and Figures N–49 and N–50. 
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Table N–12.  Tank Closure Alternative 2A Radionuclide and Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Cr Hg NO3 Pb Utot 

B cribs and trenches 7.58×10-2 – – 1.80×10-1 6.90×10-4 – 2.54×10-6 2.40×10-2 – 1.83×104 – 4.79×106 – 9.63 

BX cribs and trenches 2.15 – – 8.47 3.11×10-2 – – 6.60×10-3 – 5.06×103 – 1.78×106 – 9.94 

BY cribs and trenches 7.17×102 – – 1.29×102 1.65×10-1 – 1.02×10-7 4.23×10-2 – 5.81×103 – 6.71×106 – 6.37×101 

T cribs and trenches 3.04×104 – – 1.17 8.36×10-3 – 1.97×10-8 2.61×10-2 – 4.54×104 – 1.08×107 – 3.93×101 

TX cribs and trenches 3.11×10-1 – – 1.63 1.43×10-2 – – 2.73×10-4 – 2.88×103 – 1.05×106 – 4.27×10-1 

TY cribs and trenches 6.35 – – 1.85 1.73×10-2 – 9.23×10-13 5.97×10-1 – 6.94×103 – 6.79×105 – 1.39×102 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; 

Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–49.  Tank Closure Alternative 2A 

Radionuclide Releases to Aquifer from Cribs and Trenches (Ditches) 

 
Figure N–50.  Tank Closure Alternative 2A 

Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Activities under Tank Closure Alternatives 2B, 3A, 3B, 3C, 4, 5, 6A (Base Case), 6B (Base Case), and 

6C would be similar to those under Tank Closure Alternative 2A, with the addition of an engineered 

modified RCRA Subtitle C barrier over six sets of adjacent cribs and trenches (ditches).  Potential 

releases to the aquifer from cribs and trenches (ditches) under Tank Closure Alternatives 2B, 3A, 3B, 3C, 

4, 5, 6A (Base Case), 6B (Base Case), and 6C are indicated in Table N–13 and Figures N–51 and N–52. 
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Table N–13.  Tank Closure Alternatives 2B, 3A, 3B, 3C, 4, 5, 6A (Base Case), 6B (Base Case), and 6C 

Radionuclide and Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Cr Hg NO3 Pb Utot 

B cribs and trenches 7.58×10-2 – – 1.80×10-1 6.89×10-4 – 2.34×10-6 1.51×10-2 – 1.83×104 – 4.79×106 – 6.79 

BX cribs and trenches 2.01 – – 8.48 3.16×10-2 – – 5.31×10-3 – 5.06×103 – 1.77×106 – 8.02 

BY cribs and trenches 7.16×102 – – 1.30×102 1.66×10-1 – 7.26×10-8 2.92×10-2 – 5.84×103 – 6.75×106 – 4.41×101 

T cribs and trenches 3.04×104 – – 1.17 8.39×10-3 – 7.31×10-9 1.74×10-2 – 4.53×104 – 1.07×107 – 2.62×101 

TX cribs and trenches 2.69×10-1 – – 1.64 1.44×10-2 – – 4.76×10-5 – 2.86×103 – 1.04×106 – 7.60×10-2 

TY cribs and trenches 6.35 – – 1.85 1.74×10-2 – – 5.16×10-1 – 6.93×103 – 6.78×105 – 1.17×102 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; 

Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–51.  Tank Closure Alternatives 2B, 3A, 3B, 3C, 4, 5, 6A (Base Case), 6B (Base Case), and 

6C Radionuclide Releases to Aquifer from Cribs and Trenches (Ditches) 

 
Figure N–52.  Tank Closure Alternatives 2B, 3A, 3B, 3C, 4, 5, 6A (Base Case), 6B (Base Case), and 

6C Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Under Tank Closure Alternative 6A, Option Case, deep soil excavation would also be conducted to 

remove contamination plumes within the soil column where necessary.  The adjacent cribs and trenches 

(ditches) would be covered with an engineered modified RCRA Subtitle C barrier.  Potential releases to 

the aquifer from past leaks under Tank Closure Alternative 6A, Option Case, are indicated in Table N–14 

and Figures N–53 and N–54. 
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Table N–14.  Tank Closure Alternative 6A, Option Case, 

Radionuclide and Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Cr Hg NO3 Pb Utot 

B cribs and trenches 7.58×10-2 – – 6.52×10-2 2.14×10-5 – – 6.05×10-9 – 9.67×103 – 2.69×106 – 1.03×10-5 

BX cribs and trenches 2.15 – – 3.22 1.84×10-2 – – – – 3.45×103 – 1.11×106 – – 

BY cribs and trenches 7.17×102 – – 1.07×102 1.37×10-1 – 8.92×10-9 1.37×10-4 – 4.83×103 – 5.58×106 – 2.03×10-1 

T cribs and trenches 3.04×104 – – 4.92×10-1 2.82×10-3 – – 1.65×10-3 – 3.11×104 – 7.72×106 – 2.44 

TX cribs and trenches 3.12×10-1 – – 8.22×10-1 7.18×10-3 – – – – 1.46×103 – 5.54×105 – – 

TY cribs and trenches 6.35 – – 9.38×10-1 8.64×10-3 – – 1.63×10-6 – 5.00×103 – 3.90×105 – 7.94×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; 

Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–53.  Tank Closure Alternative 6A, Option Case, 

Radionuclide Releases to Aquifer from Cribs and Trenches (Ditches) 

 
Figure N–54.  Tank Closure Alternative 6A, Option Case, 

Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Tank Closure Alternative 6B, Option Case, resembles Tank Closure Alternative 6A, Option Case, except 

that waste retrieval and processing would proceed at a faster rate and closure would occur at an  

earlier date.  Potential releases to the aquifer from cribs and trenches (ditches) under Tank Closure 

Alternative 6B, Option Case, are indicated in Table N–15 and Figures N–55 and N–56. 
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Table N–15.  Tank Closure Alternative 6B, Option Case, 

Radionuclide and Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Cr Hg NO3 Pb Utot 

B cribs and trenches 7.58×10-2 – – 5.67×10-2 1.86×10-5 – – 4.85×10-9 – 8.47×103 – 2.35×106 – 8.25×10-6 

BX cribs and trenches 2.13 – – 1.52 1.07×10-2 – – – – 2.11×103 – 6.62×105 – – 

BY cribs and trenches 7.17×102 – – 9.28×101 1.19×10-1 – 8.16×10-9 1.31×10-4 – 4.19×103 – 4.85×106 – 1.94×10-1 

T cribs and trenches 3.04×104 – – 3.05×10-1 1.35×10-3 – – 1.52×10-3 – 2.81×104 – 7.02×106 – 2.25 

TX cribs and trenches 3.00×10-1 – – 3.66×10-1 3.20×10-3 – – – – 6.49×102 – 2.37×105 – – 

TY cribs and trenches 6.44 – – 8.04×10-1 7.37×10-3 – – 1.31×10-6 – 4.64×103 – 3.44×105 – 6.57×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; 

Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–55.  Tank Closure Alternative 6B, Option Case, 

Radionuclide Releases to Aquifer from Cribs and Trenches (Ditches) 

 
Figure N–56.  Tank Closure Alternative 6B, Option Case, 

Chemical Releases to Aquifer from Cribs and Trenches (Ditches) 
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N.4.1.2 Releases from Other Sources in the Tank Farms 

 

Releases from other sources related to the HLW tanks, including tank residuals, retrieval leaks, ancillary 

equipment, and unplanned releases within the tank farm boundary, were analyzed together.  The amount 

of constituents released to the aquifer is related to the activities under each Tank Closure alternative.  

Under Tank Closure Alternatives 6A and 6B, all tank farms would be closed to a clean state by removing 

the tanks, ancillary equipment, and soil to a depth of 3 meters (10 feet) below the tank base.  Where 

necessary, deep soil excavation would also be conducted to remove contamination plumes within the soil 

column.  Therefore, releases from other sources related to the HLW tanks were not analyzed.  

Under Tank Closure Alternative 1, tank farms would be maintained in the current condition indefinitely; 

however, for analysis purposes, they were assumed to fail after an institutional control period of 

100 years.  At this time, the salt cake in single-shell tanks was assumed to be available for leaching into 

the vadose zone, and the liquid contents of the double-shell tanks were assumed to be discharged directly 

to the vadose zone.  Table N–16 and Figures N–57 through N–62 indicate the constituent releases 

estimated under Tank Closure Alternative 1. 
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Table N–16.  Tank Closure Alternative 1 Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm – – 1.21×101 1.70×10-2 – 6.74×10-6 – 1.61×104 – 1.40×106 – 1.98×10-1 – – – 

AX tank farm – – 8.63 1.01×10-2 – 8.86×10-4 – 7.75×103 – 7.52×105 – 2.74×101 – – – 

B tank farm 4.45×10-3 – 2.14×102 8.33×10-2 – 9.96×10-1 – 1.11×104 – 1.89×106 – 1.37×103 – – – 

BX tank farm – – 3.68×102 4.49×10-1 – 5.33×10-1 – 2.21×104 – 1.73×106 – 7.70×102 – – – 

BY tank farm 5.57×10-2 – 2.49×103 5.48 – 2.78 – 7.26×104 – 6.55×106 – 3.49×103 – – – 

C tank farm 3.44×10-2 – 3.47×102 1.01 – 3.17×10-1 – 5.56×103 – 6.57×105 – 7.18×101 – – – 

S tank farm 1.03×10-9 – 2.71×103 5.91 – 4.73×10-1 – 1.19×105 – 1.09×107 – 4.73×102 – – – 

SX tank farm 9.37×10-8 – 1.72×103 3.29 1.00×10-8 1.40 – 1.04×105 – 6.51×106 – 1.56×103 – – – 

T tank farm – – 1.60×102 1.13×10-1 – 5.50×10-1 – 1.20×104 – 7.34×105 – 7.92×102 – – – 

TX tank farm 5.95×10-4 – 3.85×102 7.08 – 2.18×10-1 – 6.08×104 – 1.39×107 – 2.08×102 – – – 

TY tank farm 3.18×10-9 – 9.75×101 1.24×10-1 – 1.67 – 7.62×103 – 8.02×105 – 2.42×103 – – – 

U tank farm 2.25×10-6 1.74×10-8 2.39×103 4.64 1.07×10-5 3.51 – 5.05×104 – 5.39×106 – 4.47×103 – – – 

AN tank farm 2.04 – 3.63×103 3.77 – 4.38×10-4 – 1.83×104 – 6.40×106 – 1.49×10-1 4.79×10-3 1.35×10-9 – 

AP tank farm 1.18×101 – 3.96×103 7.51 – 2.18×10-3 – 1.00×104 – 5.52×106 – 9.40×10-1 1.02×10-2 2.11×10-7 – 

AW tank farm 2.35 – 1.83×103 2.08 – 1.05×10-4 – 1.96×104 – 3.41×106 – 1.06×10-1 1.17×10-3 – – 

AY tank farm 1.60×10-2 – 8.71×101 1.39×10-1 – 3.60×10-5 – 2.73×103 – 1.66×105 – 3.97×10-2 2.82×10-4 – – 

AZ tank farm 9.26 – 2.08×103 1.95 – 4.37×10-4 – 5.19×103 – 7.90×105 – 4.01×10-1 2.61×10-3 1.35×10-12 – 

SY tank farm 4.28 – 2.38×103 2.58 – 5.88×10-4 – 4.59×104 – 2.41×106 – 3.11×10-1 3.31×10-3 5.41×10-10 – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–57.  Tank Closure Alternative 1 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  

 
Figure N–58.  Tank Closure Alternative 1 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  
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Figure N–59.  Tank Closure Alternative 1 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  

 
Figure N–60.  Tank Closure Alternative 1 Chemical Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  
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Figure N–61.  Tank Closure Alternative 1 Chemical Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–62.  Tank Closure Alternative 1 Chemical Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  

Under Tank Closure Alternative 2A, tank waste would be retrieved to a volume corresponding to 

99 percent retrieval, but residual material in tanks would not be stabilized.  After an institutional control 

period of 100 years, the salt cake in tanks would presumably be available for dissolution in infiltrating 

water.  Potential releases to the aquifer under Tank Closure Alternative 2A are indicated in Table N–17 

and Figures N–63 through N–68. 
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Table N–17.  Tank Closure Alternative 2A Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm 1.70×10-2 – 1.48×101 2.12×10-2 – 1.45×10-3 – 3.54×102 – 2.58×104 – 5.02×10-1 – – – 

AX tank farm 4.91×10-3 – 2.17×101 1.44×10-2 – 6.63×10-3 – 1.69×102 – 1.15×105 – 5.74 – – – 

B tank farm 8.80×10-3 – 7.73 4.10×10-3 – 4.04×10-2 – 3.38×102 – 1.08×105 – 5.52×101 – – – 

BX tank farm 7.41×10-3 – 8.56 1.01×10-2 – 6.71×10-2 – 6.01×102 – 5.81×104 – 9.87×101 – – – 

BY tank farm 1.80×10-1 – 3.88×101 8.43×10-2 – 8.47×10-2 – 1.16×103 – 1.08×105 – 1.07×102 – – – 

C tank farm 6.07×10-2 – 1.06×101 4.74×10-2 – 1.59×10-1 – 1.75×102 – 1.16×105 – 5.94×101 – – – 

S tank farm 3.64×10-2 – 3.86×101 8.35×10-2 – 2.04×10-2 – 1.69×103 – 1.53×105 – 2.14×101 – – – 

SX tank farm 1.17×10-1 – 2.91×101 5.42×10-2 5.77×10-8 9.31×10-2 – 1.81×103 – 1.41×105 – 1.19×102 – – – 

T tank farm 6.31×10-3 – 4.57 3.59×10-3 – 3.15×10-2 – 3.45×102 – 7.49×104 – 4.60×101 – – – 

TX tank farm 1.31×10-1 – 5.49×101 1.05×10-1 – 2.83×10-2 – 9.31×102 – 2.04×105 – 2.89×101 – – – 

TY tank farm 4.06×10-3 – 3.25 3.29×10-3 – 7.87×10-2 – 2.14×102 – 2.28×104 – 1.16×102 – – – 

U tank farm 3.60×10-2 2.51×10-8 4.15×101 7.98×10-2 2.84×10-6 9.56×10-2 – 9.03×102 – 1.74×105 – 1.26×102 – – – 

AN tank farm 1.52×10-8 – 3.47×101 3.61×10-2 – 3.16×10-6 – 1.76×102 – 6.14×104 – 1.15×10-3 2.54×10-5 – – 

AP tank farm 7.85×10-9 – 4.05×101 7.69×10-2 – 1.06×10-5 – 1.03×102 – 5.65×104 – 4.66×10-3 7.20×10-5 1.37×10-11 – 

AW tank farm 1.81×10-9 – 1.85×101 2.11×10-2 – 1.73×10-7 – 2.00×102 – 3.48×104 – 1.88×10-4 4.03×10-6 – – 

AY tank farm 2.36×10-11 – 9.25×10-1 1.48×10-3 – 8.58×10-8 – 2.91×101 – 1.77×103 – 1.19×10-4 1.28×10-6 – – 

AZ tank farm 7.33×10-9 – 2.04×101 1.92×10-2 – 3.87×10-7 – 5.10×101 – 7.76×103 – 3.76×10-4 6.94×10-6 – – 

SY tank farm 3.37×10-7 – 2.45×101 2.66×10-2 – 2.16×10-6 – 4.73×102 – 2.48×104 – 1.21×10-3 1.82×10-5 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–63.  Tank Closure Alternative 2A Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  

 
Figure N–64.  Tank Closure Alternative 2A Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY and AZ  
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Figure N–65.  Tank Closure Alternative 2A Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  

 
Figure N–66.  Tank Closure Alternative 2A Chemical Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  
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Figure N–67.  Tank Closure Alternative 2A Chemical Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–68.  Tank Closure Alternative 2A Chemical Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  

Activities under Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C would be similar to those under Tank 

Closure Alternative 2A, except that residual material in tanks would be stabilized in place.  Soil would be 

removed down to 4.6 meters (15 feet) at the BX and SX tank farms and replaced with clean soil from 

onsite sources.  Potential releases to the aquifer under Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

have been separated into each source (ancillary equipment, retrieval losses, tank residuals, and unplanned 

releases) and are indicated in Tables N–18 through N–21 and Figures N–69 through N–86. 
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Table N–18.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Ancillary Equipment 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm – – 3.29 4.63×10-3 – 1.60×10-7 – 7.92×101 – 6.90×103 – 7.12×10-5 – – – 

AX tank farm – – 2.78 3.26×10-3 – 6.75×10-5 – 5.18×101 – 5.03×103 – 2.91×10-2 – – – 

B tank farm – – 1.54 5.95×10-4 – 2.31×10-3 – 8.00×101 – 1.38×104 – 3.18 – – – 

BY tank farm – – 6.85 1.50×10-2 – 2.57×10-3 – 1.84×102 – 1.66×104 – 3.39 – – – 

C tank farm – – 2.98 8.48×10-3 – 2.42×10-4 – 4.72×101 – 5.53×103 – 5.95×10-2 – – – 

S tank farm – – 5.87 1.28×10-2 – 9.35×10-6 – 2.58×102 – 2.36×104 – 1.02×10-1 – – – 

T tank farm – – 1.31 9.21×10-4 – 8.55×10-4 – 9.46×101 – 5.84×103 – 1.29 – – – 

TX tank farm – – 9.74 1.86×10-2 – 1.17×10-4 – 1.56×102 – 3.57×104 – 1.20×10-1 – – – 

TY tank farm – – 9.06×10-1 1.14×10-3 – 3.06×10-3 – 6.62×101 – 6.98×103 – 4.64 – – – 

U tank farm – – 1.13×101 2.19×10-2 – 7.96×10-3 – 2.30×102 – 2.47×104 – 1.04×101 – – – 

AN tank farm – – 9.86×10-1 1.02×10-3 – 1.31×10-6 – 4.97 – 1.74×103 – 4.88×10-4 4.86×10-7 – – 

AP tank farm – – 1.05 2.01×10-3 – 5.84×10-9 – 2.70 – 1.48×103 – 7.07×10-6 4.99×10-7 – – 

AW tank farm – – 6.15×10-1 5.95×10-4 – – – 6.63 – 1.16×103 – 7.35×10-8 2.90×10-9 – – 

AY tank farm – – 4.95×10-2 7.75×10-5 – – – 1.56 – 9.49×101 – 6.22×10-8 4.04×10-9 – – 

AZ tank farm – – 4.89×10-1 4.59×10-4 – – – 1.23 – 1.86×102 – 1.64×10-7 1.21×10-8 – – 

SY tank farm – – 7.42×10-1 8.08×10-4 – 2.38×10-12 – 1.43×101 – 7.52×102 – 1.43×10-6 4.97×10-8 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–69.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Ancillary Equipment in Tank Farms A, AX, B, BY, C, and SY  

 
Figure N–70.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Ancillary Equipment in Tank Farms AN, AP, AW, AY, and AZ  
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Figure N–71.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Ancillary Equipment in Tank Farms S, T, TX, TY, and U  

 
Figure N–72.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Ancillary Equipment in Tank Farms A, AX, B, BY, C, and SY  
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Figure N–73.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Ancillary Equipment in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–74.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Ancillary Equipment in Tank Farms S, T, TX, TY, and U  
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Table N–19.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Retrieval Losses 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm 2.62×10-3 – 5.08 7.43×10-3 – 5.22×10-5 – 1.15×102 – 5.36×103 – 1.86×10-2 – – – 

AX tank farm 5.28×10-4 – 1.48×101 6.56×10-3 – 1.27×10-3 – 4.26×101 – 9.90×104 – 1.22 – – – 

B tank farm 9.83×10-4 – 1.24 9.65×10-4 – 1.12×10-2 – 1.18×102 – 7.19×104 – 1.52×101 – – – 

BX tank farm 2.86×10-3 – 2.35 2.52×10-3 – 9.69×10-3 – 2.29×102 – 2.86×104 – 1.46×101 – – – 

BY tank farm 5.58×10-2 – 7.75 1.63×10-2 – 1.63×10-2 – 2.34×102 – 1.58×104 – 2.10×101 – – – 

C tank farm 1.29×10-2 – 2.90 5.17×10-3 – 4.82×10-3 – 4.37×101 – 1.00×105 – 1.88 – – – 

S tank farm 8.63×10-3 – 6.41 1.36×10-2 – 2.05×10-3 – 2.69×102 – 2.36×104 – 2.20 – – – 

SX tank farm 4.57×10-2 – 5.72 9.57×10-3 – 1.72×10-2 – 4.29×102 – 5.45×104 – 2.31×101 – – – 

T tank farm 1.68×10-3 – 1.73 1.61×10-3 – 7.17×10-3 – 1.38×102 – 6.18×104 – 1.06×101 – – – 

TX tank farm 4.67×10-2 – 1.04×101 1.97×10-2 – 2.80×10-3 – 2.08×102 – 3.79×104 – 2.97 – – – 

TY tank farm 1.22×10-3  1.38 9.36×10-4  2.38×10-2  7.20×101  7.87×103  3.57×101    

U tank farm 7.98×10-3 1.30×10-11 6.99 1.34×10-2 1.41×10-7 2.49×10-2 – 1.89×102 – 9.59×104 – 3.43×101 – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–75.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Retrieval Losses in Tank Farms A, AX, B, BX, BY, and C  

 
Figure N–76.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Retrieval Losses in Tank Farms S, SX, T, TX, TY, and U  
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Figure N–77.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Retrieval Losses in Tank Farms A, AX, B, BX, BY, and C  

 
Figure N–78.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Retrieval Losses in Tank Farms S, SX, T, TX, TY, and U  
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Table N–20.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Tank Residuals 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

T tank farm – – 6.70 9.44×10-3 – 3.96×10-6 – 1.59×102 – 1.38×104 – 1.49×10-3 – – – 

TX tank farm – – 4.11 4.80×10-3 – 5.21×10-4 – 7.46×101 – 7.23×103 – 2.22×10-1 – – – 

TY tank farm – – 2.07 8.10×10-4 – 9.15×10-3 – 1.08×102 – 1.85×104 – 1.26×101 – – – 

U tank farm – – 3.68 4.48×10-3 – 4.23×10-3 – 2.16×102 – 1.70×104 – 6.38 – – – 

AN tank farm 1.15×10-9 – 2.53×101 5.55×10-2 – 2.82×10-2 – 6.93×102 – 6.25×104 – 3.66×101 – – – 

AP tank farm 9.50×10-9 – 3.49 9.92×10-3 – 2.17×10-3 – 5.43×101 – 6.36×103 – 5.28×10-1 – – – 

AW tank farm 2.26×10-10 – 2.72×101 5.92×10-2 – 1.76×10-3 – 1.18×103 – 1.08×105 – 1.87 – – – 

AY tank farm 3.73×10-8 – 1.75×101 3.35×10-2 – 1.26×10-2 – 1.01×103 – 6.39×104 – 1.44×101 – – – 

AZ tank farm – – 1.62 1.14×10-3 – 4.60×10-3 – 1.15×102 – 7.09×103 – 6.88 – – – 

SY tank farm 3.03×10-8 – 3.74×101 7.14×10-2 – 2.15×10-3 – 5.90×102 – 1.35×105 – 2.17 – – – 

B tank farm 3.14×10-10 – 1.02 1.29×10-3 – 1.40×10-2 – 7.49×101 – 7.89×103 – 2.10×101 – – – 

BY tank farm 1.52×10-9 1.41×10-13 2.42×101 4.68×10-2 1.08×10-7 3.37×10-2 – 4.87×102 – 5.20×104 – 4.37×101 – – – 

C tank farm – – 3.42×101 3.41×10-2 – 1.54×10-7 – 1.74×102 – 6.07×104 – 7.32×10-5 1.62×10-5 – – 

TX tank farm – – 4.04×101 7.76×10-2 – 1.88×10-6 – 1.03×102 – 5.63×104 – 9.03×10-4 5.57×10-5 – – 

U tank farm – – 1.85×101 2.09×10-2 – 1.15×10-8 – 1.99×102 – 3.46×104 – 2.15×10-5 2.26×10-6 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–79.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Tank Residuals in Tank Farms A, AX, B, BX, BY, C, and SY  

 
Figure N–80.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Tank Residuals in Tank Farms AN, AP, AW, AY, and AZ  
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Figure N–81.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Tank Residuals in Tank Farms S, SX, T, TX, TY, and U  

 
Figure N–82.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Tank Residuals in Tank Farms A, AX, B, BX, BY, C, and SY  
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Figure N–83.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Tank Residuals in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–84.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Tank Residuals in Tank Farms S, SX, T, TX, TY, and U  
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Table N–21.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C 

Radionuclide and Chemical Releases to Aquifer from Tank Farm Unplanned Releases 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

B tank farm 4.45×10-3 – 2.80 1.68×10-3 – 2.04×10-6 – 3.36×101 – 3.09×103 – 2.57×10-3 – – – 

BY tank farm 5.46×10-2 – 2.22×10-2 1.95×10-4 – 3.60×10-5 – 3.91×101 – 1.20×104 – 5.62×10-2 – – – 

C tank farm 3.44×10-2 – 1.67 2.49×10-2 – 1.06×10-5 – 3.71×101 – 9.20×103 – 5.21×10-3 – – – 

TX tank farm 5.37×10-4 – 2.04×10-3 1.72×10-5 – 7.45×10-7 – 3.43 – 1.05×103 – 1.26×10-3 – – – 

U tank farm 6.91×10-7 – 2.27×10-2 2.46×10-5 – 1.92×10-4 – 3.63×10-1 – 2.50×101 – 2.89×10-1 – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–85.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Radionuclide Releases to Aquifer 

from Unplanned Releases in Tank Farms B, BY, C, TX, and U  

 
Figure N–86.  Tank Closure Alternatives 2B, 3A, 3B, 3C, and 6C Chemical Releases to Aquifer 

from Unplanned Releases in Tank Farms B, BY, C, TX, and U  

Under Tank Closure Alternative 4, tank waste would be retrieved to a volume corresponding to 

99.9 percent retrieval.  Except for the BX and SX tank farms, residual material in tanks would be 

stabilized in place, and the tank farms and adjacent cribs and trenches (ditches) would be covered with an 

engineered modified RCRA Subtitle C barrier.  The BX and SX tank farms would be closed to a clean 

state by removing the tanks, ancillary equipment, and soils to a depth of 3 meters (10 feet) below the tank 

base.  Where necessary, deep soil excavation would also be conducted to remove contamination plumes 

within the soil column.  Potential releases to the aquifer under Tank Closure Alternative 4 are indicated in 

Table N–22 and Figures N–87 through N–92. 
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Table N–22.  Tank Closure Alternative 4 Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm 2.62×10-3 – 9.02 1.30×10-2 – 5.29×10-5 – 2.10×102 – 1.36×104 – 1.89×10-2 – – – 

AX tank farm 5.28×10-4 – 1.80×101 1.03×10-2 – 1.40×10-3 – 1.02×102 – 1.05×105 – 1.28 – – – 

B tank farm 5.43×10-3 – 5.58 3.24×10-3 – 1.35×10-2 – 2.42×102 – 9.05×104 – 1.98×101 – – – 

BY tank farm 1.10×10-1 – 1.71×101 3.69×10-2 – 2.29×10-2 – 5.26×102 – 5.06×104 – 2.96×101 – – – 

C tank farm 4.73×10-2 – 7.88 3.95×10-2 – 5.36×10-3 – 1.33×102 – 1.15×105 – 2.02 – – – 

S tank farm 8.63×10-3 – 1.50×101 3.22×10-2 – 2.43×10-3 – 6.43×102 – 5.79×104 – 2.61 – – – 

T tank farm 1.68×10-3 – 3.19 2.64×10-3 – 8.59×10-3 – 2.44×102 – 6.83×104 – 1.27×101 – – – 

TX tank farm 4.72×10-2 – 2.38×101 4.54×10-2 – 3.25×10-3 – 4.25×102 – 8.78×104 – 3.43 – – – 

TY tank farm 1.22×10-3 – 2.38 2.21×10-3 – 2.85×10-2 – 1.45×102 – 1.56×104 – 4.28×101 – – – 

U tank farm 7.98×10-3 1.30×10-11 2.06×101 3.99×10-2 1.52×10-7 3.69×10-2 – 4.67×102 – 1.26×105 – 5.00×101 – – – 

AN tank farm – – 4.33 4.46×10-3 – 1.21×10-6 – 2.19×101 – 7.64×103 – 4.60×10-4 2.12×10-6 – – 

AP tank farm – – 4.99 9.49×10-3 – 4.66×10-7 – 1.26×101 – 6.94×103 – 2.42×10-4 6.06×10-6 – – 

AW tank farm – – 2.41 2.74×10-3 – 9.66×10-10 – 2.58×101 – 4.49×103 – 6.36×10-6 2.30×10-7 – – 

AY tank farm – – 1.33×10-1 2.11×10-4 – 1.45×10-9 – 4.18 – 2.55×102 – 5.66×10-6 8.22×10-8 – – 

AZ tank farm – – 2.47 2.32×10-3 – 7.17×10-9 – 6.16 – 9.36×102 – 1.41×10-5 4.91×10-7 – – 

SY tank farm 2.53×10-9 – 3.11 3.39×10-3 – 5.55×10-8 – 5.97×101 – 3.13×103 – 5.53×10-5 1.25×10-6 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–87.  Tank Closure Alternative 4 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BY, C, and SY  

 
Figure N–88.  Tank Closure Alternative 4 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  
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Figure N–89.  Tank Closure Alternative 4 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms S, T, TX, TY, and U  

 
Figure N–90.  Tank Closure Alternative 4 Chemical Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BY, C, and SY  
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Figure N–91.  Tank Closure Alternative 4 Chemical Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–92.  Tank Closure Alternative 4 Chemical Releases to Aquifer from 

Other Sources in Tank Farms S, T, TX, TY, and U  

Under Tank Closure Alternative 5, tank waste would be retrieved to a volume corresponding to 

90 percent retrieval, residual material in tanks would be stabilized in place, and the tank farms and 

adjacent cribs and trenches (ditches) would be covered with a Hanford barrier.  Potential releases to the 

aquifer under Tank Closure Alternative 5 are indicated in Table N–23 and Figures N–93 through N–98. 
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Table N–23.  Tank Closure Alternative 5 Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

A tank farm 2.62×10-3 – 7.55×101 9.35×10-2 – 3.75×10-5 – 1.81×103 – 1.53×105 – 1.35×10-2 – – – 

AX tank farm 5.28×10-4 – 5.88×101 5.49×10-2 – 2.20×10-3 – 8.62×102 – 1.78×105 – 1.50 – – – 

B tank farm 9.83×10-4 – 2.39×101 8.89×10-3 – 4.24×10-2 – 1.30×103 – 2.75×105 – 5.82×101 – – – 

BX tank farm 2.86×10-3 – 4.18×101 4.79×10-2 – 1.90×10-2 – 2.57×103 – 2.14×105 – 2.87×101 – – – 

BY tank farm 1.10×10-1 – 2.67×102 4.07×10-1 – 6.47×10-2 – 7.44×103 – 6.75×105 – 8.47×101 – – – 

C tank farm 4.73×10-2 – 4.25×101 1.31×10-1 – 6.40×10-3 – 6.90×102 – 1.81×105 – 2.01 – – – 

S tank farm 8.63×10-3 – 2.85×102 3.68×10-1 – 3.46×10-3 – 1.25×104 – 1.15×106 – 3.71 – – – 

SX tank farm 4.57×10-2 – 1.88×102 2.96×10-1 – 4.64×10-2 – 1.14×104 – 7.43×105 – 5.61×101 – – – 

T tank farm 1.68×10-3 – 1.93×101 1.31×10-2 – 1.82×10-2 – 1.42×103 – 1.41×105 – 2.72×101 – – – 

TX tank farm 4.72×10-2 – 3.94×102 5.12×10-1 – 4.80×10-3 – 6.46×103 – 1.47×106 – 4.99 – – – 

TY tank farm 1.22×10-3 – 1.25×101 1.47×10-2 – 7.08×10-2 – 8.95×102 – 9.46×104 – 1.07×102 – – – 

U tank farm 7.98×10-3 5.54×10-11 2.60×102 3.96×10-1 2.59×10-7 1.40×10-1 – 5.41×103 – 6.53×105 – 1.84×102 – – – 

AN tank farm – – 3.38×102 1.23×10-1 – 1.96×10-6 – 1.73×103 – 6.04×105 – 7.31×10-4 7.35×10-5 – – 

AP tank farm – – 4.05×102 2.58×10-1 – 1.25×10-6 – 1.04×103 – 5.67×105 – 6.07×10-4 3.37×10-4 2.31×10-11 – 

AW tank farm – – 1.85×102 8.70×10-2 – 3.12×10-9 – 1.99×103 – 3.47×105 – 9.27×10-6 7.98×10-6 – – 

AY tank farm – – 8.94 8.03×10-3 – 7.07×10-9 – 2.81×102 – 1.72×104 – 1.59×10-5 4.45×10-6 – – 

AZ tank farm – – 2.03×102 5.97×10-2 – 1.36×10-8 – 5.09×102 – 7.75×104 – 2.10×10-5 1.74×10-5 – – 

SY tank farm 2.69×10-9 – 2.45×102 1.01×10-1 – 1.61×10-7 – 4.74×103 – 2.48×105 – 1.21×10-4 5.88×10-5 – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–93.  Tank Closure Alternative 5 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  

 
Figure N–94.  Tank Closure Alternative 5 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  
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Figure N–95.  Tank Closure Alternative 5 Radionuclide Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  

 
Figure N–96.  Tank Closure Alternative 5 Chemical Releases to Aquifer from 

Other Sources in Tank Farms A, AX, B, BX, BY, C, and SY  
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Figure N–97.  Tank Closure Alternative 5 Chemical Releases to Aquifer from 

Other Sources in Tank Farms AN, AP, AW, AY, and AZ  

 
Figure N–98.  Tank Closure Alternative 5 Chemical Releases to Aquifer from 

Other Sources in Tank Farms S, SX, T, TX, TY, and U  
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Under Tank Closure Alternative 6A, Base Case, tank waste would be retrieved to a volume corresponding 

to 99.9 percent retrieval, and all tank farms would be clean-closed by removing the tanks, ancillary 

equipment, and soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, deep soil 

excavation would also be conducted to remove contamination plumes within the soil column.  The 

adjacent cribs and trenches (ditches) would be covered with an engineered modified RCRA Subtitle C 

barrier.  The potential releases from other sources from tank farms under Tank Closure Alternative 6A, 

Base Case, would originate from unplanned releases within the tank farm boundaries. 

Under Tank Closure Alternative 6A, Option Case, tank waste would be retrieved to a volume 

corresponding to 99.9 percent retrieval, and all tank farms would be clean-closed by removing the tanks, 

ancillary equipment, and soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, 

deep soil excavation would also be conducted to remove contamination plumes within the soil column.  In 

addition, the adjacent cribs and trenches (ditches) would be clean-closed.  The potential releases from 

other sources from tank farms under Tank Closure Alternative 6A, Option Case, would originate from 

unplanned releases within the tank farm boundaries.  Potential releases to the aquifer under Tank Closure 

Alternative 6A, Base and Option Cases, are indicated in Table N–24 and Figures N–99 and N–100.  
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Table N–24.  Tank Closure Alternative 6A, Base and Option Cases, 

Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

B tank farm 4.46×10-3 – 1.05×10-2 1.22×10-5 – – – 2.29×10-1 – 1.17×102 – – – – – 

BY tank farm 5.57×10-2 – 1.75×10-2 1.54×10-4 – – – 3.11×101 – 9.57×103 – – – – – 

C tank farm 3.44×10-2 – 2.22×10-1 1.39×10-4 – – – 1.43 – 1.83×102 – 1.71×10-9 – – – 

TX tank farm 5.98×10-4 – 8.37×10-4 7.28×10-6 – – – 1.48 – 4.55×102 – – – – – 

U tank farm 2.52×10-6 – 9.83×10-4 1.01×10-6 – – – 1.69×10-2 – 1.17 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 



Tank Closure and Waste Management Environmental Impact Statement for the  

Hanford Site, Richland, Washington 

N–90 

 
Figure N–99.  Tank Closure Alternative 6A, Base and Option Cases, Radionuclide Releases to 

Aquifer from Other Sources in Tank Farms B, BY, C, TX, and U  

 
Figure N–100.  Tank Closure Alternative 6A, Base and Option Cases, Chemical Releases to 

Aquifer from Other Sources in Tank Farms B, BY, C, TX, and U  
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Under Tank Closure Alternative 6B, Base Case, tank waste would be retrieved to a volume corresponding 

to 99.9 percent retrieval, and all tank farms would be clean-closed by removing the tanks, ancillary 

equipment, and soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, deep soil 

excavation would also be conducted to remove contamination plumes within the soil column.  The 

adjacent cribs and trenches (ditches) would be covered with an engineered modified RCRA Subtitle C 

barrier.  The potential releases from other sources from tank farms under Tank Closure Alternative 6B, 

Base Case, would originate from unplanned releases within the tank farm boundaries. 

Under Tank Closure Alternative 6B, Option Case, tank waste would be retrieved to a volume 

corresponding to 99.9 percent retrieval, and all tank farms would be clean-closed by removing the tanks, 

ancillary equipment, and soils to a depth of 3 meters (10 feet) below the tank base.  Where necessary, 

deep soil excavation would also be conducted to remove contamination plumes within the soil column.  In 

addition, the adjacent cribs and trenches (ditches) would be clean-closed.  The potential releases from 

other sources from tank farms under Tank Closure Alternative 6B, Option Case, would originate from 

unplanned releases within the tank farm boundaries.  Potential releases to the aquifer under Tank Closure 

Alternative 6B, Base and Option Cases, are indicated in Table N–25 and Figures N–101 and N–102. 
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Table N–25.  Tank Closure Alternative 6B, Base and Option Cases, 

Radionuclide and Chemical Releases to Aquifer from Other Tank Farm Sources 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Tc-99 I-129 Np-237 U-238 1-Butanol Cr Hg NO3 Pb Utot 2,4,6-TCP Benzene PCBs 

B tank farm 4.46×10-3 – 1.02×10-2 1.19×10-5 – – – 2.23×10-1 – 1.14×102 – – – – – 

BY tank farm 5.56×10-2 – 1.43×10-2 1.25×10-4 – – – 2.54×101 – 7.83×103 – – – – – 

C tank farm 3.44×10-2 – 2.22×10-1 1.37×10-4 – – – 1.43 – 1.82×102 – – – – – 

TX tank farm 5.88×10-4 – 4.71×10-4 4.10×10-6 – – – 8.36×10-1 – 2.56×102 – – – – – 

U tank farm 1.51×10-6 – 7.71×10-5 6.56×10-8 – – – 1.38×10-3 – 9.55×10-2 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: 2,4,6-TCP=2,4,6-trichlorophenol; C-14=carbon-14; Cr=chromium; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; Pb=lead; PCBs=polychlorinated 

biphenyls; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–101.  Tank Closure Alternative 6B, Base and Option Cases, Radionuclide Releases to 

Aquifer from Other Sources in Tank Farms B, BY, C, TX, and U  

 
Figure N–102.  Tank Closure Alternative 6B, Base and Option Cases, Chemical Releases to 

Aquifer from Other Sources in Tank Farms B, BY, C, TX, and U  

 

N.4.1.3 FFTF Decommissioning Alternatives 

 

Under FFTF Decommissioning Alternative 1, only those actions consistent with previous 

U.S. Department of Energy (DOE) National Environmental Policy Act actions would be completed.  

Final decommissioning of the FFTF would not occur.  For analysis purposes, it was assumed that the 

remaining waste would be available for release to the environment after an institutional control period of 

100 years.  Results for potential releases under all FFTF Decommissioning alternatives are listed in 

Table N–26.  Potential releases to the aquifer under FFTF Decommissioning Alternative 1 are indicated in 

Figure N–103.   
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Table N–26.  FFTF Decommissioning Alternatives 1, 2, and 3 

Radionuclide Releases to Aquifer 

Alternative 

Release to Aquifer (curies) 

Hydrogen-3 

(Tritium) Carbon-14 Technetium-99 

Alternative 1 5.79×10
-7

 – 2.71×10
1
 

Alternative 2 – – 2.71×10
1
 

Alternative 3 1.91×10
-7

 1.51×10
-6

 4.54×10
-6

 

Key: FFTF=Fast Flux Test Facility. 

 
Figure N–103.  FFTF Decommissioning Alternative 1 Radionuclide Releases to Aquifer 

Under FFTF Decommissioning Alternative 2, all aboveground structures and minimal below-grade 

structures, equipment, and materials would be removed.  An RCRA-compliant barrier would be 

constructed over the Reactor Containment Building and any other remaining below-grade structures 

(including the reactor vessel).  Potential releases to the aquifer under FFTF Decommissioning 

Alternative 2 are indicated in Figure N–104. 

 

 
Figure N–104.  FFTF Decommissioning Alternative 2 Radionuclide Releases to Aquifer 
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Under FFTF Decommissioning Alternative 3, all aboveground structures and contaminated below-grade 

structures, equipment, and materials would be removed.  Potential releases to the aquifer under FFTF 

Decommissioning Alternative 3 are indicated in Figure N–105. 

 

 
Figure N–105.  FFTF Decommissioning Alternative 3 Radionuclide Releases to Aquifer 

 

N.4.1.4 Waste Management Alternatives 

 

N.4.1.4.1 Waste Management Alternative 1: No Action 

 

Under Waste Management Alternative 1, only the waste currently generated on site at Hanford from  

non–Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA) actions 

would continue to be disposed of in Low-Level Radioactive Waste Burial Ground 218-W-5, trenches 31 

and 34.  Although the analysis of short-term impacts did not address impacts associated with closure 

activities for this site, for the purpose of analyzing long-term impacts, it was assumed that these trenches 

would be closed using an RCRA-compliant barrier consistent with the closure plans for these burial 

grounds.  As a result, the onsite non-CERCLA waste disposed of in these trenches from 2008 to 2035 

would become available for release to the environment.  Potential releases to the aquifer under Waste 

Management Alternative 1 are indicated in Table N–27 and Figures N–106 and N–107. 
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Table N–27.  Waste Management Alternative 1 Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Trench 31 2.00×10-7 – – 5.95×10-1 6.50×10-4 – – 1.86×10-6 – – 8.87×101 1.35×102 – 1.47×103 – 2.41×10-6 

Trench 34 1.80×10-7 – – 5.96×10-1 6.50×10-4 – – 2.09×10-6 – – 8.87×101 1.35×102 – 1.47×103 – 2.53×10-6 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; Np-237=neptunium-237; 

Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–106.  Waste Management Alternative 1 Radionuclide Releases to Aquifer 

 
Figure N–107.  Waste Management Alternative 1 Chemical Releases to Aquifer 

 

N.4.1.4.2 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only 

 

Under Waste Management Alternative 2, waste from tank waste treatment operations, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites would be 

disposed of in an IDF in the 200-East Area (IDF-East).  Waste from tank farm cleanup activities would be 

disposed of in the River Protection Project Disposal Facility (RPPDF).  As a result, the waste disposed of 

in these two facilities would become available for release to the environment.  Because different waste 

types would result from the Tank Closure action alternatives, three disposal groups were considered to 

account for the different IDF-East capacities and operational time periods.  In addition, within these three 

disposal groups, subgroups were identified to allow consideration of the different waste types resulting 

from the Tank Closure alternatives. 
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N.4.1.4.2.1 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-A 

Disposal Group 1, Subgroup 1-A, addresses the waste from Tank Closure Alternative 2B activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 Immobilized low-activity waste (ILAW) glass 

 Low-activity waste (LAW) melters 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 2B.  Potential releases to the aquifer under Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-A, are indicated in Table N–28 and Figures N–108 and N–109. 



 

 

 

A
p

p
en

d
ix N

 ▪ V
a

d
o

se Z
o

n
e F

lo
w

 a
n

d
 T

ra
n

sp
o

rt  

  

N
–

9
9 

Table N–28.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 3.46×10-2 1.17×10-3 – – – – – 5.61×101 – – – – – 

Effluent Treatment 

Facility–generated 
secondary waste 

– – – 8.10×101 1.07 – – – – – 4.42×101 – – 8.98×106 – – 

Retired melters – – – 3.77×10-5 1.20×10-6 – – – – – 6.15×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.59×102 6.44×10-2 – – – – – 1.92×103 – – – – – 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 

Decommissioning 

Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–108.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, 

Radionuclide Releases to Aquifer 

 
Figure N–109.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, 

Chemical Releases to Aquifer 
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N.4.1.4.2.2 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-B 

Disposal Group 1, Subgroup 1-B, addresses the waste from Tank Closure Alternative 3A activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 3A.  Potential releases to the aquifer under Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-B, are indicated in Table N–29 and Figures N–110 and N–111. 
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Table N–29.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 9.83×10-1 3.34×10-4 – – – – – 1.60×101 – – – – – 

Bulk vitrification 

waste glass 

– – – 1.31×103 2.95×10-4 – – – – – 1.41×101 – – – – – 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 4.34×101 1.18 – – – – – 2.75×101 – – 8.12×106 – – 

Retired melters – – – 1.00×10-3 3.04×10-7 – – – – – 1.63×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 6.72×101 1.88×10-2 – – – – – 7.93×102 – – – – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 

Decommissioning 
Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 

secondary and onsite 

waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–110.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, 

Radionuclide Releases to Aquifer 

 
Figure N–111.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, 

Chemical Releases to Aquifer 
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N.4.1.4.2.3 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-C 

Disposal Group 1, Subgroup 1-C, addresses the waste from Tank Closure Alternative 3B activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Cast stone waste 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for RPPDF include those resulting from tank closure cleanup activities under Tank Closure 

Alternative 3B.  Potential releases to the aquifer under Waste Management Alternative 2, Disposal 

Group 1, Subgroup 1-C, are indicated in Table N–30 and Figures N–112 and N–113. 
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Table N–30.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 9.83×10-3 3.34×10-4 – – – – – 1.60×101 – – – – – 

Cast stone waste – – – 4.12×103 3.88×10-1 – – – – – 3.21×105 – – 4.89×107 – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 5.46×101 3.15×10-1 – – – – – 1.84×101 – – 2.62×106 – – 

Retired melters – – – 9.97×10-6 3.04×10-7 – – – – – 1.63×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 1.73×102 1.86×10-2 – – – – – 7.91×102 – – – – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 
Decommissioning 

Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 

secondary and onsite 
waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 
Project Disposal 

Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–112.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 

Radionuclide Releases to Aquifer 

 
Figure N–113.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 

Chemical Releases to Aquifer 
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N.4.1.4.2.4 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-D 

Disposal Group 1, Subgroup 1-D, addresses the waste from Tank Closure Alternative 3C activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Steam reforming waste 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste  

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 3C.  Potential releases to the aquifer under Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-D, are indicated in Table N–31 and Figures N–114 and N–115. 
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Table N–31.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 9.83×10-1 3.34×10-4 – – – – – 1.60×101 – – – – – 

Steam reforming 

waste 

– – – 1.60×103 5.38×10-1 – – – – – 2.59×104 – – – – – 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 4.34×101 1.18 – – – – – 2.71×101 – – 9.15×106 – – 

Retired melters – – – 1.00×10-3 3.04×10-7 – – – – – 1.63×10-2 – – - – – 

Tank closure 

secondary waste 

– – – 6.66×101 1.86×10-2 – – – – – 7.91×102 – – - – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – - – – 

FFTF 

Decommissioning 
Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – - – – 

Waste management 

secondary and onsite 

waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–114.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 

Radionuclide Releases to Aquifer 

 
Figure N–115.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 

Chemical Releases to Aquifer 
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N.4.1.4.2.5 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-E 

Disposal Group 1, Subgroup 1-E, addresses the waste from Tank Closure Alternative 4 activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Cast stone waste 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 4.  Potential releases to the aquifer under Waste Management Alternative 2, Disposal 

Group 1, Subgroup 1-E, are indicated in Table N–32 and Figures N–116 and N–117. 
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Table N–32.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 9.89×10-1 3.36×10-4 – – – – – 1.61×101 – – – – – 

Bulk vitrification 

waste glass 

– – – 6.05×102 1.37×10-4 – – – – – 6.58 – – – – – 

Cast stone waste – – – 4.92×103 2.13×10-1 – – – – – 1.76×105 – – 2.70×107 – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 3.31×101 7.15×10-1 – – – – – 2.30×101 – – 5.19×106 – – 

Retired melters – – – 1.14×10-3 3.45×10-7 – – – – – 1.87×10-2 – – – – – 

Tank closure 
secondary waste 

– – – 6.73×101 1.89×10-2 – – – – – 8.11×102 – – – – – 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 

Decommissioning 

Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 3.12×101 5.83×10-2 – – 5.91×10-7 – – 1.86×103 – – 7.78×104 – 2.32×10-3 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–116.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 

Radionuclide Releases to Aquifer 

 
Figure N–117.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-E, 

Chemical Releases to Aquifer 



 

Appendix N ▪ Vadose Zone Flow and Transport 

N–113 

N.4.1.4.2.6 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-F 

Disposal Group 1, Subgroup 1-F, addresses the waste from Tank Closure Alternative 5 activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Cast stone waste 

 Sulfate grout 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

The RPPDF would not be constructed or operated under Tank Closure Alternative 5 because tank closure 

cleanup activities would not be conducted.  Potential releases to the aquifer under Waste Management 

Alternative 2, Disposal Group 1, Subgroup 1-F, are indicated in Table N–33 and Figures N–118 and  

N–119. 
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Table N–33.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 1.62 5.52×10-4 – – – – – 2.64×10-3 – – – – – 

Bulk vitrification 

waste glass 

– – – 5.45×102 1.22×10-4 – – – – – 5.90 – – – – – 

Cast stone waste – – – 1.68×103 7.30×10-2 – – – – – 6.03×104 – – 9.24×106 – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 4.73×101 8.87×10-1 – – – – – 1.15×101 – – 1.20×107 – – 

Retired melters – – – 1.64×10-3 5.09×10-7 – – – – – 2.65×10-6 – – – – – 

Sulfate grout – – – – – – – – – – 2.19×105 – – – – – 

Tank closure 

secondary waste 

– – – 1.16×102 3.30×10-2 – – – – – 3.28×102 – – – – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 
Decommissioning 

Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 

secondary and onsite 
waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–118.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 

Radionuclide Releases to Aquifer 

 
Figure N–119.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-F, 

Chemical Releases to Aquifer 
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N.4.1.4.2.7 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 1, Subgroup 1-G 

Disposal Group 1, Subgroup 1-G, addresses the waste from Tank Closure Alternative 6C activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6C.  Potential releases to the aquifer under Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-G, are indicated in Table N–34 and Figures N–120 and N–121. 
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Table N–34.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 8.10×101 1.07 – – – – – 4.42×101 – – 8.98×106 – – 

Tank closure 
secondary waste 

– – – 2.28×102 6.46×10-2 – – – – – 1.92×103 – – – – – 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 1.80×101 – – – – – – 7.49×10-3 – – – – – 

FFTF 
Decommissioning 

Alternative 2 waste 

– – – 9.49×10-3 – – – – – – 7.46×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 7.90×10-1 2.03×10-5 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–120.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 

Radionuclide Releases to Aquifer 

 
Figure N–121.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-G, 

Chemical Releases to Aquifer 
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N.4.1.4.2.8 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 2, Subgroup 2-A 

Disposal Group 2, Subgroup 2-A, addresses the waste from Tank Closure Alternative 2A activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

The RPPDF would not be constructed or operated under Tank Closure Alternative 2A because tank 

closure cleanup activities would not be conducted.  Potential releases to the aquifer under Waste 

Management Alternative 2, Disposal Group 2, Subgroup 2-A, are indicated in Table N–35 and 

Figures N–122 and N–123. 
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Table N–35.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Immobilized low-

activity waste glass 

– – – 3.49 1.19×10-3 – – – – – 5.74×101 – – – – – 

Effluent Treatment 

Facility–generated 
secondary waste 

– – – 7.96×101 1.05 – – – – – 4.40×101 – – 8.96×106 – – 

Retired melters – – – 3.71×10-3 1.17×10-6 – – – – – 6.02×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.29×102 6.47×10-2 – – – – – 1.92×103 – – – – – 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 1.65×101 – – – – – – 7.44×10-3 – – – – – 

FFTF 

Decommissioning 

Alternative 2 waste 

– – – 8.66×10-3 – – – – – – 7.41×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 6.47×10-1 1.67×10-5 – – – – – 1.81×102 2.70×102 – 2.93×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–122.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 

Radionuclide Releases to Aquifer 

 
Figure N–123.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-A, 

Chemical Releases to Aquifer 
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N.4.1.4.2.9 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 2, Subgroup 2-B 

Disposal Group 2, Subgroup 2-B, addresses the waste from Tank Closure Alternative 6B activities (Base 

and Option Cases), onsite non-CERCLA sources, FFTF decommissioning, waste management, and other 

DOE sites.  Waste forms for IDF-East include the following: 

 Preprocessing Facility (PPF) glass 

 PPF melters 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6B, Base and Option Cases.  Potential releases to the aquifer under Waste 

Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base and Option Cases, are indicated in 

Tables N–36 and N–37 and Figures N–124 through N–127. 
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Table N–36.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 

Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 8.02×101 1.05 – – – – – 4.50×101 – – 9.10×106 – – 

Preprocessing 

Facility glass 

– – – 1.50×10-2 5.98×10-6 – – – – – 9.46×10-1 – – – – – 

Retired melters – – – 6.49×10-4 2.22×10-7 – – – – – 4.10×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.22×102 6.25×10-2 – – – – – 1.96×103 – – – – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.65×101 – – – – – – 7.44×10-3 – – – – – 

FFTF 

Decommissioning 
Alternative 2 waste 

– – – 8.66×10-3 – – – – – – 7.41×10-3 – – – – – 

Waste management 

secondary and onsite 

waste 

– – – 6.47×10-1 1.67×10-5 – – – – – 1.81×102 2.70×102 – 2.93×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 1.77×102 3.43×10-1 – – 4.83×10-6 – – 4.10×103 – – 2.83×105 – 1.36×10-2 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–124.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 

Radionuclide Releases to Aquifer 

 
Figure N–125.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Base Case, 

Chemical Releases to Aquifer 
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Table N–37.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 

Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 8.12×101 1.08 – – – – – 5.62×101 – – 1.50×107 – – 

Preprocessing 

Facility glass 

– – – 4.12×10-2 1.48×10-5 – – – – – 1.96×101 – – – – – 

Retired melters – – – 3.87×10-4 – – – – – – 8.97×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.36×102 6.69×10-2 – – – – – 2.44×103 – – – – – 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 1.65×101 – – – – – – 7.44×10-3 – – – – – 

FFTF 

Decommissioning 
Alternative 2 waste 

– – – 8.66×10-3 – – – – – – 7.41×10-3 – – – – – 

Waste management 

secondary and onsite 

waste 

– – – 6.47×10-1 1.67×10-5 – – – – – 1.81×102 2.70×102 – 2.93×103 – – 

Offsite waste – – – 1.43×103 2.26 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 2.68×102 4.95×10-1 – – 1.41×10-5 – – 3.69×104 – – 1.04×107 – 3.39×10-2 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–126.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 

Radionuclide Releases to Aquifer 

 
Figure N–127.  Waste Management Alternative 2, Disposal Group 2, Subgroup 2-B, Option Case, 

Chemical Releases to Aquifer 
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N.4.1.4.2.10 Waste Management Alternative 2: Disposal in IDF, 200-East Area Only; Disposal 

Group 3 

Disposal Group 3 addresses the waste from Tank Closure Alternative 6A activities (Base and Option 

Cases), onsite non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  

Waste forms for IDF-East include the following: 

 PPF glass 

 PPF melters 

 Tank closure secondary waste 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6A, Base and Option Cases.  Potential releases to the aquifer under Waste 

Management Alternative 2, Disposal Group 3, Base and Option Cases, are indicated in Tables N–38 and 

N–39 and Figures N–128 through N–131. 
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Table N–38.  Waste Management Alternative 2, Disposal Group 3, Base Case, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 8.02×101 1.05 – – – – – 4.50×101 – – 9.10×106 – – 

Preprocessing 
Facility glass 

– – – 1.48×10-2 5.88×10-6 – – – – – 9.31×10-1 – – – – – 

Retired melters – – – 9.99×10-4 3.47×10-7 – – – – – 6.32×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.22×102 6.25×10-2 – – – – – 1.96×103 – – – – – 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 1.62×101 – – – – – – 7.43×10-3 – – – – – 

FFTF 

Decommissioning 

Alternative 2 waste 

– – – 8.52×10-3 – – – – – – 7.40×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 6.36×10-1 1.64×10-5 – – – – – 1.80×102 2.69×102 – 2.92×103 – – 

Offsite waste – – – 1.43×103 2.25 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 1.77×102 3.42×10-1 – – 4.16×10-6 – – 4.10×103 – – 2.83×105 – 1.18×10-2 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–128.  Waste Management Alternative 2, Disposal Group 3, Base Case, 

Radionuclide Releases to Aquifer 

 
Figure N–129.  Waste Management Alternative 2, Disposal Group 3, Base Case, 

Chemical Releases to Aquifer 
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Table N–39.  Waste Management Alternative 2, Disposal Group 3, Option Case, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 8.12×101 1.08 – – – – – 5.62×101 – – 1.50×107 – – 

Preprocessing 
Facility glass 

– – – 4.06×10-2 1.46×10-5 – – – – – 1.93×101 – – – – – 

Retired melters – – – 5.95×10-4 – – – – – – 2.83×10-1 – – – – – 

Tank closure 

secondary waste 

– – – 2.36×102 6.69×10-2 – – – – – 2.44×103 – – – – – 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 1.62×101 – – – – – – 7.43×10-3 – – – – – 

FFTF 

Decommissioning 

Alternative 2 waste 

– – – 8.52×10-3 – – – – – – 7.40×10-3 – – – – – 

Waste management 
secondary and onsite 

waste 

– – – 6.36×10-1 1.64×10-5 – – – – – 1.80×102 2.69×102 – 2.92×103 – – 

Offsite waste – – – 1.43×103 2.25 – – – – – 8.03×101 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 2.68×102 4.95×10-1 – – 1.26×10-5 – – 3.69×104 – – 1.04×107 – 3.04×10-2 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; NO3=nitrate; 

Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–130.  Waste Management Alternative 2, Disposal Group 3, Option Case, 

Radionuclide Releases to Aquifer 

 
Figure N–131.  Waste Management Alternative 2, Disposal Group 3, Option Case, 

Chemical Releases to Aquifer 
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N.4.1.4.3 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas 

Under Waste Management Alternative 3, the waste from tank treatment operations would be disposed of 

in IDF-East, and that from onsite non-CERCLA sources, FFTF decommissioning, waste management, 

and other DOE sites would be disposed of in an IDF in the 200-West Area (IDF-West).  Waste from tank 

farm cleanup operations would be disposed of in the RPPDF.  As a result, the waste disposed of in these 

three facilities would become available for release to the environment.  Because of the different waste 

types that would result from activities under the Tank Closure action alternatives, three disposal groups 

were considered to account for the different IDF-East capacities and operational time periods.  In 

addition, within these three disposal groups, subgroups were identified to allow consideration of the 

different waste types resulting from activities under the Tank Closure alternatives. 

The amount of waste that would be disposed of at IDF-West under each subgroup is identical.  Potential 

releases to the aquifer from IDF-West under Waste Management Alternative 3 are indicated in 

Figures N–132 and N–133 and are displayed only once for all disposal groups for Waste Management 

Alternative 3. 

 
Figure N–132.  Waste Management Alternative 3, 200-West Area Integrated Disposal Facility 

Radionuclide Releases to Aquifer 
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Figure N–133.  Waste Management Alternative 3, 200-West Area Integrated Disposal Facility 

Chemical Releases to Aquifer 

 

N.4.1.4.3.1 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-A 

Disposal Group 1, Subgroup 1-A, addresses the waste from Tank Closure Alternative 2B activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 2B.  Potential releases to the aquifer under Waste Management Alternative 3, 

Disposal Group 1, Subgroup 1-A, are indicated in Table N–40 and Figures N–134 and N–135. 
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Table N–40.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 3.46×10-2 1.17×10-3 – – – – – 5.61×101 – – – – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 8.10×101 1.07 – – – – – 4.42×101 – – 8.98×106 – – 

Retired melters – – – 3.77×10-5 1.20×10-6 – – – – – 6.15×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.59×102 6.44×10-2 – – – – – 1.92×103 – – – – – 

River Protection 
Project Disposal 

Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–134.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 

Radionuclide Releases to Aquifer 

 
Figure N–135.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-A, 

Chemical Releases to Aquifer 
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N.4.1.4.3.2 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-B 

Disposal Group 1, Subgroup 1-B, addresses the waste from Tank Closure Alternative 3A activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 3A.  Potential releases to the aquifer under Waste Management Alternative 3, 

Disposal Group 1, Subgroup 1-B, are indicated in Table N–41 and Figures N–136 and N–137. 
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Table N–41.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-B, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 9.83×10-1 3.34×10-4 – – – – – 1.60×101 – – – – – 

Bulk vitrification 

waste glass 

– – – 1.31×103 2.95×10-4 – – – – – 1.41×101 – – – – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 4.34×101 1.18 – – – – – 2.75×101 – – 8.12×106 – – 

Retired melters – – – 1.00×10-3 3.04×10-7 – – – – – 1.63×10-2 – – – – – 

Tank closure 
secondary waste 

– – – 6.72×101 1.88×10-2 – – – – – 7.93×102 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

IDF-West 

FFTF 
Decommissioning 

Alternative 2 waste 

– – – 1.47×10-2 – – – – – – 7.49×10-3 – – – – – 

Waste management 

secondary and onsite 
waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 
Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–136.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-B, 

Radionuclide Releases to Aquifer 

 
Figure N–137.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-B, 

Chemical Releases to Aquifer 
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N.4.1.4.3.3 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-C 

Disposal Group 1, Subgroup 1-C, addresses the waste from Tank Closure Alternative 3B activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Cast stone waste 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 3B.  Potential releases to the aquifer under Waste Management Alternative 3, 

Disposal Group 1, Subgroup 1-C, are indicated in Table N–42 and Figures N–138 and N–139. 
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Table N–42.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-C, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 9.83×10-3 3.34×10-4 – – – – – 1.60×101 – – – – – 

Cast stone waste – – – 4.12×103 3.88×10-1 – – – – – 3.21×105 – – 4.89×107 – – 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 5.46×101 3.15×10-1 – – – – – 1.84×101 – – 2.62×106 – – 

Retired melters – – – 9.97×10-6 3.04×10-7 – – – – – 1.63×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 1.73×102 1.86×10-2 – – – – – 7.91×102 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

IDF-West 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 
secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–138.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-C, 

Radionuclide Releases to Aquifer 

 
Figure N–139.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-C, 

Chemical Releases to Aquifer 
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N.4.1.4.3.4 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-D 

Disposal Group 1, Subgroup 1-D, addresses the waste from Tank Closure Alternative 3C activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Steam reforming waste 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 3C.  Potential releases to the aquifer under Waste Management Alternative 3, 

Disposal Group 1, Subgroup 1-D, are indicated in Table N–43 and Figures N–140 and N–141. 
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Table N–43.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-D, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 9.83×10-1 3.34×10-4 – – – – – 1.60×101 – – – – – 

Steam reforming 

waste 

– – – 1.60×103 5.38×10-1 – – – – – 2.59×104 – – – – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 4.34×101 1.18 – – – – – 2.71×101 – – 9.15×106 – – 

Retired melters – – – 1.00×10-3 3.04×10-7 – – – – – 1.63×10-2 – – – – – 

Tank closure 
secondary waste 

– – – 6.66×101 1.86×10-2 – – – – – 7.91×102 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

IDF-West 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 
waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 
Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–140.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-D, 

Radionuclide Releases to Aquifer 

 
Figure N–141.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-D, 

Chemical Releases to Aquifer 
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N.4.1.4.3.5 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-E 

Disposal Group 1, Subgroup 1-E, addresses the waste from Tank Closure Alternative 4 activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Cast stone waste 

 Effluent Treatment Facility (ETF)-generated secondary solid waste 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

The RPPDF would not be constructed or operated under Tank Closure Alternative 4 because tank closure 

cleanup activities would not be conducted.  Potential releases to the aquifer under Waste Management 

Alternative 3, Disposal Group 1, Subgroup 1-E, are indicated in Table N–44 and Figures N–142 and  

N–143. 
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Table N–44.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-E, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 9.89×10-1 3.36×10-4 – – – – – 1.61×101 – – – – – 

Bulk vitrification 

waste glass 

– – – 6.05×102 1.37×10-4 – – – – – 6.58 – – – – – 

Cast stone waste – – – 4.92×103 2.13×10-1 – – – – – 1.76×105 – – 2.70×107 – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 3.31×101 7.15×10-1 – – – – – 2.30×101 – – 5.19×106 – – 

Retired melters – – – 1.14×10-3 3.45×10-7 – – – – – 1.87×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 6.73×101 1.89×10-2 – – – – – 8.11×102 – – – – – 

River Protection 
Project Disposal 

Facility 

– – – 3.12×101 5.83×10-2 – – 5.91×10-7 – – 1.86×103 – – 7.78×104 – 2.32×10-3 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–142.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-E, 

Radionuclide Releases to Aquifer 

 
Figure N–143.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-E, 

Chemical Releases to Aquifer 
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N.4.1.4.3.6 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-F 

Disposal Group 1, Subgroup 1-F, addresses the waste from Tank Closure Alternative 5 activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Bulk vitrification glass 

 Cast stone waste 

 Sulfate grout 

 Tank closure secondary waste 

Waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 5.  Potential releases to the aquifer under Waste Management Alternative 3, Disposal 

Group 1, Subgroup 1-F, are indicated in Table N–45 and Figures N–144 and N–145. 
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Table N–45.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-F, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 1.62 5.52×10-4 – – – – – 2.64×10-3 – – – – – 

Bulk vitrification 

waste glass 

– – – 5.45×102 1.22×10-4 – – – – – 5.90 – – – – – 

Cast stone waste – – – 1.68×103 7.30×10-2 – – – – – 6.03×104 – – 9.24×106 – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 4.73×101 8.87×10-1 – – – – – 1.15×101 – – 1.20×107 – – 

Retired melters – – – 1.64×10-3 5.09×10-7 – – – – – 2.65×10-6 – – – – – 

Sulfate grout – – – – – – – – – – 2.19×105 – – – – – 

Tank closure 

secondary waste 

– – – 1.16×102 3.30×10-2 – – – – – 3.28×102 – – – – – 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–144.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-F, 

Radionuclide Releases to Aquifer 

 
Figure N–145.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-F, 

Chemical Releases to Aquifer 
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N.4.1.4.3.7 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 1, Subgroup 1-G 

Disposal Group 1, Subgroup 1-G, addresses the waste from Tank Closure Alternative 6C activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 Tank closure secondary waste 

The waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6C.  Potential releases to the aquifer under Waste Management Alternative 3, 

Disposal Group 1, Subgroup 1-G, are indicated in Table N–46 and Figures N–146 and N–147. 
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Table N–46.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-G, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 8.10×101 1.07 – – – – – 4.42×101 – – 8.98×106 – – 

Tank closure 

secondary waste 

– – – 2.28×102 6.46×10-2 – – – – – 1.92×103 – – – – – 

River Protection 

Project Disposal 

Facility 

– – – 9.66 1.67×10-2 – – 1.51×10-8 – – 5.86×102 – – 3.93×104 – 1.38×10-4 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–146.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-G, 

Radionuclide Releases to Aquifer 

 
Figure N–147.  Waste Management Alternative 3, Disposal Group 1, Subgroup 1-G, 

Chemical Releases to Aquifer 

 



Tank Closure and Waste Management Environmental Impact Statement for the  

Hanford Site, Richland, Washington 

 

N–154 

D
ra

ft E
n

viro
n

m
en

ta
l Im

p
a

ct S
ta

tem
en

t fo
r R

etrieva
l, T

rea
tm

en
t, a

n
d

 D
isp

o
sa

l o
f T

a
n

k W
a

ste a
n

d
  

C
lo

su
re o

f S
in

g
le-S

h
ell T

a
n

ks a
t th

e H
a

n
fo

rd
 S

ite, R
ich

la
n

d
, W

a
sh

in
g

to
n

 

  

D
ra

ft E
n

viro
n

m
en

ta
l Im

p
a

ct S
ta

tem
en

t fo
r R

etrieva
l, T

rea
tm

en
t, a

n
d

 D
isp

o
sa

l o
f T

a
n

k W
a

ste a
n

d
  

C
lo

su
re o

f S
in

g
le-S

h
ell T

a
n

ks a
t th

e H
a

n
fo

rd
 S

ite, R
ich

la
n

d
, W

a
sh

in
g

to
n

 

  

N.4.1.4.3.8 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 2, Subgroup 2-A 

Disposal Group 2, Subgroup 2-A, addresses the waste from Tank Closure Alternative 2A activities, onsite 

non-CERCLA sources, FFTF decommissioning, waste management, and other DOE sites.  Waste forms 

for IDF-East include the following: 

 ILAW glass 

 LAW melters 

 Tank closure secondary waste 

The waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

The RPPDF would not be constructed or operated under Tank Closure Alternative 2A because tank 

closure cleanup activities would not be conducted.  Potential releases to the aquifer under Waste 

Management Alternative 3, Disposal Group 2, Subgroup 2-A, are indicated in Table N–47 and 

Figures N–148 and N–149. 
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Table N–47.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-A, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Immobilized low-
activity waste glass 

– – – 3.49 1.19×10-3 – – – – – 5.74×101 – – – – – 

Effluent Treatment 

Facility–generated 

secondary waste 

– – – 7.96×101 1.05 – – – – – 4.40×101 – – 8.96×106 – – 

Retired melters – – – 3.71×10-3 1.17×10-6 – – – – – 6.02×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.29×102 6.47×10-2 – – – – – 1.92×103 – – – – – 

IDF-West 

FFTF 
Decommissioning 

Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 
waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 
Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–148.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-A, 

Radionuclide Releases to Aquifer 

 
Figure N–149.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-A, 

Chemical Releases to Aquifer  



 

Appendix N ▪ Vadose Zone Flow and Transport 

N–157 

N.4.1.4.3.9 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 2, Subgroup 2-B 

Disposal Group 2, Subgroup 2-B, addresses the waste from Tank Closure Alternative 6B activities (Base 

and Option Cases), onsite non-CERCLA sources, FFTF decommissioning, waste management, and other 

DOE sites.  Waste forms for IDF-East include the following: 

 PPF glass 

 PPF melters 

 Tank closure secondary waste 

The waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6B, Base and Option Cases.  Potential releases to the aquifer under Waste 

Management Alternative 3, Disposal Group 2, Subgroup 2-B, Base and Option Cases, are indicated in 

Tables N–48 and N–49 and Figures N–150 through N–153. 
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Table N–48.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Base Case, 

Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Effluent Treatment 

Facility–generated 
secondary waste 

– – – 8.02×101 1.05 – – – – – 4.50×101 – – 9.10×106 – – 

Preprocessing 

Facility glass 

– – – 1.50×10-2 5.98×10-6 – – – – – 9.46×10-1 – – – – – 

Retired melters – – – 6.49×10-4 2.22×10-7 – – – – – 4.10×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.22×102 6.25×10-2 – – – – – 1.96×103 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 1.77×102 3.43×10-1 – – 4.83×10-6 – – 4.10×103 – – 2.83×105 – 1.36×10-2 

IDF-West 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 
secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–150.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Base Case, 

Radionuclide Releases to Aquifer 

 
Figure N–151.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Base Case, 

Chemical Releases to Aquifer 
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Table N–49.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Option Case, 

Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Effluent Treatment 

Facility–generated 
secondary waste 

– – – 8.12×101 1.08 – – – – – 5.62×101 – – 1.50×107 – – 

Preprocessing 

Facility glass 

– – – 4.12×10-2 1.48×10-5 – – – – – 1.96×101 – – – – – 

Retired melters – – – 3.87×10-4 – – – – – – 8.97×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.36×102 6.69×10-2 – – – – – 2.44×103 – – – – – 

River Protection 

Project Disposal 
Facility 

– – – 2.68×102 4.95×10-1 – – 1.41×10-5 – – 3.69×104 – – 1.04×107 – 3.39×10-2 

IDF-West 

FFTF 

Decommissioning 

Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 
secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 



 

Appendix N ▪ Vadose Zone Flow and Transport 

N–161 

 
Figure N–152.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Option Case, 

Radionuclide Releases to Aquifer 

 
Figure N–153.  Waste Management Alternative 3, Disposal Group 2, Subgroup 2-B, Option Case, 

Chemical Releases to Aquifer  
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N.4.1.4.3.10 Waste Management Alternative 3: Disposal in IDF, 200-East and 200-West Areas; 

Disposal Group 3 

Disposal Group 3 addresses the waste resulting from Tank Closure Alternative 6A activities (Base and 

Option Cases), onsite non-CERCLA sources, FFTF decommissioning, waste management, and other 

DOE sites.  Waste forms for IDF-East include the following: 

 PPF glass 

 PPF melters 

 Tank closure secondary waste 

The waste forms for IDF-West include the following: 

 FFTF decommissioning secondary waste 

 Waste management secondary waste 

 Offsite waste 

 Onsite non-CERCLA waste 

Waste forms for the RPPDF include those resulting from tank closure cleanup activities under Tank 

Closure Alternative 6A, Base and Option Cases.  Potential releases to the aquifer under Waste 

Management Alternative 3, Disposal Group 3, Base and Option Cases, are indicated in Tables N–50 and 

N–51 and Figures N–154 through N–157. 
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Table N–50.  Waste Management Alternative 3, Disposal Group 3, Base Case, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 8.02×101 1.05 – – – – – 4.50×101 – – 9.10×106 – – 

Preprocessing 

Facility glass 

– – – 1.48×10-2 5.88×10-6 – – – – – 9.31×10-1 – – – – – 

Retired melters – – – 9.99×10-4 3.47×10-7 – – – – – 6.32×10-2 – – – – – 

Tank closure 

secondary waste 

– – – 2.22×102 6.25×10-2 – – – – – 1.96×103 – – – – – 

River Protection 
Project Disposal 

Facility 

– – – 1.77×102 3.42×10-1 – – 4.16×10-6 – – 4.10×103 – – 2.83×105 – 1.18×10-2 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–154.  Waste Management Alternative 3, Disposal Group 3, Base Case, 

Radionuclide Releases to Aquifer 

 
Figure N–155.  Waste Management Alternative 3, Disposal Group 3, Base Case, 

Chemical Releases to Aquifer 
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Table N–51.  Waste Management Alternative 3, Disposal Group 3, Option Case, Radionuclide and Chemical Releases to Aquifer 

Source 

Radionuclide (curies) Chemical (kilograms) 

H-3 C-14 Sr-90 Tc-99 I-129 Cs-137 Np-237 U-238 Pu-239 Am-241 Cr F Hg NO3 Pb Utot 

IDF-East 

Effluent Treatment 
Facility–generated 

secondary waste 

– – – 8.12×101 1.08 – – – – – 5.62×101 – – 1.50×107 – – 

Preprocessing 

Facility glass 

– – – 4.06×10-2 1.46×10-5 – – – – – 1.93×101 – – – – – 

Retired melters – – – 5.95×10-4 – – – – – – 2.83×10-1 – – – – – 

Tank closure 

secondary waste 

– – – 2.36×102 6.69×10-2 – – – – – 2.44×103 – – – – – 

River Protection 
Project Disposal 

Facility 

– – – 2.68×102 4.95×10-1 – – 1.26×10-5 – – 3.69×104 – – 1.04×107 – 3.04×10-2 

IDF-West 

FFTF 

Decommissioning 
Alternative 3 waste 

– – – 2.70×101 – – – – – – 7.50×10-3 – – – – 3.32×10-7 

Waste management 

secondary and onsite 

waste 

– – – 1.34 1.38×10-4 – – – – – 1.83×102 2.73×102 – 2.96×103 – – 

Offsite waste – – – 1.41×103 2.20 – – 1.95×10-8 – – 7.84×101 – – – – – 

Note: To convert kilograms to pounds, multiply by 2.2046. 

Key: Am-241=americium-241; C-14=carbon-14; Cr=chromium; Cs-137=cesium-137; F=fluoride; FFTF=Fast Flux Test Facility; H-3=hydrogen-3 (tritium); Hg=mercury; I-129=iodine-129; 

IDF-East=200-East Area Integrated Disposal Facility; IDF-West=200-West Area Integrated Disposal Facility; NO3=nitrate; Np-237=neptunium-237; Pb=lead; Pu-239=plutonium-239; Sr-90=strontium-90; 

Tc-99=technetium-99; U-238=uranium-238; Utot=total uranium. 
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Figure N–156.  Waste Management Alternative 3, Disposal Group 3, Option Case, 

Radionuclide Releases to Aquifer 

 
Figure N–157.  Waste Management Alternative 3, Disposal Group 3, Option Case, 

Chemical Releases to Aquifer  
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N.5 VADOSE ZONE SENSITIVITY ANALYSIS 

The rate of movement of water and solute through the vadose zone varies in space and time, reflecting the 

influence of infiltration at the ground surface, the source conditions, and the geology and properties of the 

sediments constituting the vadose zone.  This section discusses the variation of these conditions and 

presents estimates of the sensitivity of the flux of water and solute at the water table to changes in 

conditions.  Eight cases were assessed regarding the following: 

 The dependence of travel time on rate of recharge  

 The dependence of solute flux at the water table on the magnitude of aqueous discharge at the 

source 

 The dependence of solute flux at the water table on the thickness of silt layers 

 The role of the tilting of layers in directing flow 

 The role of dikes in directing or focusing flow 

 The dependence of impact estimates on the recharge rate for sitewide and IDF conditions 

 The dependence of impacts on the magnitude of the iodine distribution coefficient in the vadose 

zone 

 The role of iodine capture in ILAW glass 

N.5.1 Travel Time and Rate of Recharge 

The rate of groundwater movement through the vadose zone under steady state conditions varies with the 

geology and related hydraulic properties of the vadose zone and the rate of recharge initiating the flow.  

The background rate of recharge varies locally and is a function of geology, the amount of precipitation, 

and the degree of evapotranspiration mediated by the type of ground cover (Fayer and Walters 1995).  

This section presents estimates of travel time through the vadose zone for rates of recharge recommended 

for Hanford (DOE 2005) using the values of hydraulic properties identified in Appendix M.  The 

magnitude of travel time is important because it influences the timing and flux of solutes at the water 

table with respect to potential remediation actions or placement of caps.  A range of recharge conditions 

was considered to investigate uncertainty related to surface and subsurface soil conditions and variability 

in evapotranspiration moderated by vegetation.  The range of recharge rate considered is determined by 

(1) background conditions at the undisturbed IDF-East site in the southeast portion of the 200-East Area 

(0.9 millimeters per year), (2) background conditions at undisturbed locations over the balance of the 

200-East and 200-West Areas (3.5 millimeters per year), (3) disturbed conditions at cribs and trenches 

(ditches) (50 millimeters per year), and (4) disturbed conditions at tank farms (100 millimeters per year).  

Two cases were considered: geology representative of the 200-East Area and geology representative of 

the 200-West Area.  In each case, the recharge rate was constant in time and uniform across the study 

area, and the soil layers constituting the vadose zone were horizontal and of uniform thickness.  

Representative geology for the 200-East Area includes an upper layer of Hanford gravel, a center layer of 

Hanford sand, and a lower layer of Ringold gravel.  For the 200-West Area, layers of Hanford gravel, 

Hanford sand, Plio-Pleistocene silt, and Ringold gravel extend from the ground surface to the water table.  

The thicknesses of the vadose zone assumed for these calculations were 78 and 70 meters (256 and 

230 feet) for the 200-East and 200-West Areas, respectively.   
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Plots of the frequency distribution of travel time for the 200-East and 200-West Areas are presented as 

Figures N–158 and N–159, respectively.  Results indicate very long travel times for low recharge rates, 

but travel times as short as 60 years for disturbed conditions at tank farms.  Estimates of average travel 

time, ranging from 63 to 4,270 years, as summarized in Table N–52, are slightly lower for the 200-East 

Area than for the 200-West Area.  The difference in travel time is due primarily to the difference in 

hydraulic properties between soil types in the 200-East and 200-West Areas, as well as to the presence of 

the Plio-Pleistocene soil type in the 200-West Area.  The short travel times estimated for higher recharge 

sites indicate that the timing of the release and placement of the cap may play a role in conjunction with 

the short travel time in comparison of alternatives.  The significance of this effect would be determined 

through review of the time series of health impacts (see Appendix Q) for the alternatives under 

comparison. 

 
Figure N–158.  Distribution of Travel Time in the Vadose Zone for the 200-East Area 
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Figure N–159.  Distribution of Travel Time in the Vadose Zone for the 200-West Area 

 

Table N–52.  Estimates of Travel Time in the Vadose Zone for 

Differing Rates of Recharge 

Rate of Recharge 

(millimeters per year) 

Average Travel Time 

(years) 

200-East Area 200-West Area 

0.9
a
 4,270 Not applicable

b
 

3.5
c
 1,240 1,300 

50
d
 115 118 

100
e
 63 64 

a Background conditions at the undisturbed 200-East Area Integrated Disposal Facility in the 

southeast portion of the 200-East Area. 

b Technical basis for recharge rate of 0.9 millimeters per year is available for the 200-East Area 

Integrated Disposal Facility, but is not available for any portion of the 200-West Area. 

c Background conditions at undisturbed locations over the balance of the 200-East and 200-West 

Areas. 

d Disturbed conditions at cribs and trenches (ditches). 

e Disturbed conditions at tank farms. 
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N.5.2 Aqueous Discharge Near the Ground Surface 

Past operations at Hanford have resulted in spills, leaks, and planned discharges that deposited aqueous 

fluids and solutes into vadose zone sediments at or near the ground surface.  The elevated moisture 

content caused by these discharges could lead to rapid movement of solutes to the water table, resulting in 

degradation of groundwater quality in the unconfined aquifer.  The case evaluated in this section, 

discharge of a volume of liquid to the vadose zone, is comparable to a past leak at a tank farm, with 

aqueous discharge ranging from 4 cubic meters (1,057 gallons) to 400 cubic meters (105,700 gallons).  

This range corresponds to current estimates of the volumes of past leaks (Hanlon 2003) and reflects the 

degree of uncertainty in estimating leak volumes due to the difficulty in measuring the volumes of 

material in large underground tanks.  The geology is that of the 200-East Area with an upper layer of 

Hanford gravel, a center layer of Hanford sand, and a lower layer of Ringold gravel.  The area of the 

discharge has a horizontal extent of 20 meters (66 feet) in each direction, the approximate cross-sectional 

area of a single tank, and the overall thickness of the vadose zone for this simulation is 78 meters 

(25 feet).  Recharge conditions are the uniform background rate of 3.5 millimeters per year across the 

study area prior to discharge, with an increase to 100 millimeters per year at the time of discharge.  The 

effect of specification of a uniform background rate prior to discharge is to establish the steady state 

distribution of moisture in the vadose zone prior to occurrence of the leak.  The discharge of water and 

solute is assumed to occur over a period of 1 year.  Given the above conditions, the recharge rate to the 

immediate area of the discharge is 40 cubic meters (10,570 gallons) per year for the period of time 

following the discharge. 

A time series of the rate of arrival of solute at the water table for three values of aqueous discharge is 

presented in Figure N–160.  Results show almost no dependence of solute flux on the discharge volume 

when that volume is comparable to or smaller than the annual rate of recharge.  A small decrease in travel 

time is predicted when the discharge is larger than the annual rate of recharge.  Time to arrival of peak 

flux is approximately 60 years, indicating that the transition of background recharge from 3.5 to 

100 millimeters per year does not delay movement of solute relative to that expected for steady state 

conditions at the higher rate of recharge.  A minor dependence of solute flux at the water table on the 

duration of release was indicated in the analysis presented in Appendix M.  The results indicate that 

comparison of alternatives would not be significantly biased by uncertainty regarding estimates of the 

aqueous volumes of past leaks. 
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Figure N–160.  Dependence of Rate of Arrival of Solute at the Water Table on 

Magnitude of Aqueous Discharge 

 

N.5.3 Influence of a Silt Layer  

One difference between the geologies of the 200-East and 200-West Areas is the increased frequency of 

laterally extensive Plio-Pleistocene silt layers in the 200-West Area.  Because silt layers are known to 

retain water and facilitate spreading of infiltrating water and solute, silt layers may be important in 

estimating the magnitude and timing of solute flux at the water table and the related human health 

impacts.  The potential influence of silt layers was evaluated in simulations that varied the thickness from 

0 (not present) to 8 meters (26 feet).  The analysis considered layers of Hanford gravel, Hanford sand, 

Plio-Pleistocene silt, and Ringold gravel extending from the ground surface to the water table at a depth 

of 70 meters (230 feet).  Recharge and discharge conditions correspond to that of a crib with a horizontal 

dimension of 20 meters (66 feet) in each direction.  The initial steady state moisture distribution is for 

background recharge of 3.5 millimeters per year, transitioning to 50 millimeters per year starting at the 

time of discharge.  An aqueous discharge of 4,000 cubic meters (10,570 gallons) was specified to occur 

over a period of 1 year. 

A time series of rate of arrival of solute at the water table for a range of silt layer thicknesses is presented 

in Figure N–161.  Results indicate that the absence or presence of the silt layer is more significant than 

the absolute thickness of the layer.  Each of the time series shows two peaks, the first corresponding to an 

early arrival of solute associated with the large aqueous discharge, and the second associated with the 

moisture front due to the increase of recharge rate from 3.5 to 50 millimeters per year.  The separation of 

the peaks is most pronounced when the silt layer is absent, but is muted when the silt layer is present.  

The results support inclusion of silt layers in the vadose zone models, where silt layers exist in the 

geologic data. 
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Figure N–161.  Dependence of Rate of Arrival of Solute at the Water Table on 

Thickness of Silt Layer 

One potential effect of the presence of a silt layer is enhancement of lateral spreading, which may affect 

arrival times of water and solute at the water table.  This effect was investigated in three simulations that 

considered the vadose without a silt layer, with a silt layer low in the vadose zone (11 meters above the 

water table), and with a silt layer higher in the vadose zone (52 meters above the water table).  The results 

of transport analysis of these three cases are presented in Table N–53 in the form of the cumulative 

percent of released solute reaching the water table in concentric areas centered below the 400-square-

meter (4,306-square-foot) source.  The results indicate that lateral spreading is enhanced by the presence 

of a silt layer, with a layer higher in the vadose zone producing greater spreading.  As shown in  

Figure N–159, the lateral spreading reduces, and may eliminate, the early arrival at the water table of a 

short-term discharge. 
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Table N–53.  Spatial Distribution of Solute Reaching the Water Table 

Below a Crib Source (Percent of Released Solute) 

Distance from 

Sourcea 

(meters) No Silt Layer 

Silt Layer  

11 Meters Above 

the Water Table 

Silt Layer  

52 Meters Above 

the Water Table 

0 to 10 45.9 36.6 32.8 

10 to 15 30.9 31.2 28.3 

15 to 20 16.4 19.5 22.0 

20 to 25 5.4 8.1 11.1 

25 to 30 1.1 2.9 4.1 

30 to 40 0.3 1.5 1.6 

40 to 50 0 0.2 0.1 

50 to 60 0 0 0 

60 to 150 0 0 0 

a Distance measured horizontally from the center of the source (0 to 10 meters is directly below the 

source). 

Note: To convert meters to feet, multiply by 3.281. 

 

N.5.4 Tilt of Geologic Layers 
 

Interspersed layers of sediment with differing hydraulic properties is one of the features of the large-scale 

structure of the vadose zone at Hanford.  The downward movement of water to the unconfined aquifer 

will be influenced by the difference in the magnitude of values (offset) in hydraulic properties that occurs 

at the interface between adjacent layers.  The accumulation of water above the interface, spreading of 

water at the interface, and preferential movement of water along the interface are possible consequences 

of the offset in hydraulic properties at the interface.  This effect could be important on its own or in 

combination with dikes in forming a preferential path for potential flow of water and solute.  This section 

investigates the effect of interface tilting between two layers on the redistribution of solute flux 

originating at a local source near the ground surface.  A plan view of the large-scale structure of the 

vadose zone for the study area is presented as Figure N–162.  The figure shows an interface between an 

upper layer of Hanford gravel and an underlying Hanford sand that is tilted with respect to a horizontal 

plane.  For analysis purposes, two cases were considered: (1) the interface is level (not tilted), and (2) the 

interface is tilted.  The assumed slope of the interface is 0.1 with a related angle of tilt of approximately 

6 degrees from the horizontal plane.  The geology of the study area is that of the 200-East Area with an 

upper layer of Hanford gravel, a center layer of Hanford sand, and a lower layer of Hanford gravel.  The 

area of the discharge has a horizontal extent of 5 meters (16 feet) in each direction (the area of a small 

crib), and the overall thickness of the vadose zone for this simulation is 80 meters (262 feet).  Recharge 

conditions are uniform background across the study area of 3.5 millimeters per year for both the initial 

steady state condition and the transient portion of the analysis.  For the transient simulation, a single 

250-cubic-meter (66,052-gallon) discharge of water with 100 curies of technetium-99 is assumed to occur 

over a 1-year period. 
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Figure N–162.  Schematic of a Tilted Geologic Layer 

For the purpose of reporting results, the horizontal or tilted plane at the water table is divided into release 

areas.  The first area has the same dimension as the source and is immediately below the source.  An 

additional four release areas are defined as concentric rectangles surrounding the first release area, as 

shown in Figure N–163.  The size of each release area and the cumulative solute flux reaching the water 

table through that release area are presented as Table N–54.  The time series of rate of arrival of solute for 

Release Area 1 immediately below the source and for the total study area are presented as Figures N–164 

and N–165, respectively.   

Results show that tilting of the interface directs solute away from the immediate location of the source, 

but the effect is minor; nearly the entire release reaches the water table within 50 meters (165 feet) (of the 

source, tilting of the interface notwithstanding).  The absence of the arrival of solute at the water table 

through Release Areas 4 and 5 indicates that the study area was large enough that effects due to boundary 

conditions for the sides of the study volume did not influence results.  Lateral spreading due to capillary 

forces plays a greater role than the tilt of the interface in moving water and solute away from the 

immediate area of the release. 
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Figure N–163.  Schematic of Vadose Zone Release Area Configuration 

at the Water Table, Upper Geologic Layer Tilted 

 

Table N–54.  Spatial Distribution of Solute Flux at the Water Table with 

Upper Geologic Layer Tilted 

Release  

Area 

Area 

(square meters) 

Cumulative Flux of Technetium-99 

at the Water Table (curies) 

Level Interface Tilted Interface 

1 25 9.36 6.16 

2 3,000 56.93 58.41 

3 8,000 0.01 0.04 

4 13,000 0 0 

5 41,000 0 0 

Note: To convert square meters to square feet, multiply by 10.7639. 
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Figure N–164.  Time Series of Rate of Arrival of Solute Immediately Below the Source, 

Upper Geologic Layer Tilted 

 
Figure N–165.  Time Series of Rate of Arrival of Solute Below the Entire Study Area, 

Upper Geologic Layer Tilted 
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N.5.5 Influence of Dikes 

Examples of complex geology that could affect the movement of water and solutes through the vadose 

zone have been identified at Hanford.  Included are vertically oriented sand and silt bands (clastic dikes) 

that cut across the primary, horizontally oriented, sedimentary layers.  Generally, the dikes have the same 

mineral content as the host sediments, but have a smaller grain size that may contribute to a faster 

advance of wetting fronts (Murray, Ward, and Wilson 2003).  An average width as great as 1 to 3 meters 

(3 to 10 feet) and an average length of 60 meters (197 feet) are reported for dikes at Hanford (Murray, 

Ward, and Wilson 2003).  The presence of dikes could be important either as isolated features or in 

combination with local structure such as tilting of interfaces in forming preferred flow paths for water and 

solutes. 

This section investigates the effect of a dike intersecting a source area near the ground surface on the 

distribution of water and solute flux reaching the water table.  An elevation view of the large-scale 

structure of the vadose zone for the study area is presented as Figure N–166.  The figure shows three 

horizontal layers—Hanford gravel, Hanford sand, and Hanford gravel—and a vertically oriented dike in 

the center of the study volume.  The study volume extends 430 meters (1,410 feet) in both horizontal 

directions and to a depth of 80 meters (262 feet).  For analysis purposes, two cases were considered: 

(1) the dike is not present, and (2) the dike is present.  The dike has a width of 2 meters (7 feet) and 

extends the full width and depth of the study volume.  The simulations were run in two steps: an initial 

calculation with constant recharge and no source to establish background moisture and water flow 

conditions, and a second step to investigate transient behavior attributable to constant recharge from a 

specific source.  The source of the discharge has a horizontal extent of 6 meters (20 feet) in each direction 

(the area of a small crib), and the dike passes through the center of the source area.  Calculations of the 

background moisture and water flow were completed for uniform recharge rates of 3.5 and 

100 millimeters per year.  Recharge was applied at the ground surface at the same rate horizontally across 

the study area.  For the transient simulation, the recharge rate of 100 millimeters per year was applied, 

and a single 54-cubic-meter (1,907-cubic-foot) discharge of water with 150 curies of technetium-99 was 

assumed to occur over a 1-year period.  The hydraulic properties of the Hanford gravel and Hanford sand 

are reported in Appendix M.  For these horizontally oriented layers, the magnitude of the vertical 

component of hydraulic conductivity is one-tenth the magnitude of the horizontal component.  The dike 

was assumed to have the same hydraulic properties as the Hanford sand, except that the magnitude of the 

vertical component of hydraulic conductivity is a factor of 10 greater than the magnitude of the horizontal 

component. 
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Figure N–166.  Schematic of Elevation View of Vadose Zone with the 

Study Volume Intersected by a Dike 

For the purpose of reporting results, two sets of release areas located in the horizontal plane at the water 

table are constructed.  For the background moisture and water flow calculation, the study area is divided 

into five release areas, as shown in Figure N–167.  The third release area has the same dimension as the 

dike and is immediately below the dike.  The additional four release areas are defined as rectangular strips 

on each side of the central area and below the dike.  Results for the spatial distribution of recharge at the 

water table are presented as Table N–55 for the cases of spatially uniform recharge at the ground surface 

of 3.5 and 100 millimeters per year.  Absent the dike, recharge at the water table is spatially uniform.  In 

the case of the dike, flow to the water table is not spatially uniform; it is highest under the dike and 

slightly reduced outside the dike. 

 
Figure N–167.  Schematic of Plan View of Recharge Areas 

with Study Area Intersected by a Dike 
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Table N–55.  Spatial Distribution of Background Recharge for Study Area 

Intersected by a Dike 

Recharge 

Area 

Area  

(square meters) 

Recharge at the Ground Surface 

(millimeters per year) 

Aqueous Flux at the Water Table: 

3.5 millimeters per year 

Aqueous Flux at the Water Table: 

100 millimeters per year 

1 86,000 3.49 99.92 

2 6,020 3.51 95.91 

3 860 5.71 174.17 

4 6,020 3.51 95.91 

5 86,000 3.49 99.92 

Note: To convert square meters to square feet, multiply by 10.7639. 

The distribution of release areas for the transient simulation with the source present is presented in 

Figure N–163.  The first release area has the same horizontal dimensions as the source and is immediately 

below the source, and the remaining areas are concentric rectangular areas around the first.  Presented as 

Table N–56 are the sizes of each release area and the cumulative solute flux reaching the water table 

through those release areas.  The time series of rate of arrival of solute for Release Area 1 immediately 

below the source and for the total study area are presented as Figures N–168 and N–169, respectively.   

 

Results show that the dike focuses flow toward the area of the dike, but the overall effect is a reduction in 

the cumulative rate of arrival of solute at the water table.  Peak annual flux of solute below the source 

increases by approximately 30 percent.  Cumulative flux for the area outside the dike is reduced by 

approximately 10 percent.  The arrival of no solute at the water table through Release Areas 4 and 5 

indicates that the study area was large enough that effects due to boundary conditions for the sides of the 

study volume did not influence results.  

Table N–56.  Spatial Distribution of Rate of Arrival of Solute at Water Table for Study Area 

Intersected by a Dike 

Release 

Area 

Area 

(square meters) 

Cumulative Flux of Technetium-99 at the Water Table 

(curies) 

Without Dike With Dike 

1 36 32.32 43.42 

2 864 116.49 101.46 

3 16,000 1.03 0.69 

4 36,000 0 0 

5 148,900 0 0 

Note: To convert square meters to square feet, multiply by 10.7639. 
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Figure N–168.  Time Series of Rate of Arrival of Solute Immediately Below a 

Source Intersected by a Dike 

 
Figure N–169.  Time Series of Rate of Arrival of Solute Below Entire Study Area with 

Source Intersected by a Dike 
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N.5.6 Rate of Release for Sitewide Barrier 

For engineered disposal facilities, the release rate of solutes from solid waste forms to the vadose zone 

and the subsequent movement of water and solutes through the vadose zone depend on the time series of 

the recharge rate through the barriers.  As discussed above, the background recharge rate varies locally 

and is a function of several variables.  This variability introduces uncertainty into estimates of impacts on 

groundwater quality.  As recommended in guidance developed for this TC & WM EIS (DOE 2005), this 

section investigates the dependence of release rate estimates on the magnitude of recharge.  The rates of 

release of solute to the vadose zone and of solute fluxes to the unconfined aquifer were selected as 

measures of the sensitivity.  Two sets of recharge conditions were considered, the first representative of 

sitewide conditions and the second representative of conditions at IDF-East in the southeast portion of the 

200-East Area.  Time series of rates of recharge for the sitewide and IDF-East barriers are presented as 

Table N–57.  The following analysis investigates the dependence of release rates at a location with a 

sitewide barrier and at a location with an IDF-East barrier on variation of the recharge through the barrier 

at each location.  

Table N–57.  Time Series of Rate of Recharge for Sitewide and 

Integrated Disposal Facility Conditions (millimeters per year) 

Condition 

TC & WM EIS 

Analysis Case Sensitivity Case 1 Sensitivity Case 2 

Sitewide Barrier 

Background 3.5 3.5 5.0 

Design life 0.5 0.5 1.0 

Post–design life 3.5 1.0 5.0 

200-East Area Integrated Disposal Facility Barrier 

Background 0.9 3.5 5.0 

Design life 0.5 0.5 0.9 

Post–design life 0.9 0.9 5.0 

Key: TC & WM EIS=Tank Closure and Waste Management Environmental Impact Statement for the 

Hanford Site, Richland, Washington. 

Tank Closure Alternative 3C waste volumes and inventories were selected for the analysis.  For this case, 

soil and rubble disposed of at the RPPDF are a single source of material under a barrier experiencing 

sitewide background recharge conditions, and ETF-generated secondary waste is a single source under a 

barrier experiencing IDF-East recharge conditions.  For analysis purposes, nitrate in the soil and rubble at 

RPPDF and iodine-129 in the ETF-generated secondary waste at IDF-East were selected as the 

constituents of interest.  The release mechanism for the soil and rubble is partitioning-limited convective 

flow, while the release mechanism for the ETF-generated secondary waste is waste form diffusion-limited 

release coupled with vadose zone convection-limited flows.  For each of the cases, the site receives the 

background recharge rate prior to year 110 in the analysis, the engineered cap–reduced rate for the next 

500 years, and the long-term rate after year 610.  The geology is that of the 200-East Area, and 

thicknesses of the vadose zone at the RPPDF and IDF-East sites are 90 and 100 meters (295 and 

328 feet), respectively.  Vadose zone hydraulic property values identified in Appendix M were used in 

this analysis. 

The release rate of nitrate to the vadose zone and the rate of arrival of nitrate at the water table for the 

RPPDF site and recharge conditions are presented in Figures N–170 and N–171, respectively.  Results for 

the release to the vadose zone show the highest early release for the highest recharge rate (Sensitivity 

Case 2, 5 millimeters per year).  Results for the TC & WM EIS Analysis Case and Sensitivity Case 1 show 

identical releases to the vadose zone and recharge conditions prior to year 610, but they diverge after that 

time due to differences in the long-term recharge rates for these two cases.  Results for the rate of arrival 
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at the water table show an increase in time to peak dose with a decrease in the long-term recharge rates, 

but nonlinear dependence of peak flux on recharge conditions.  In general, in comparing the alternatives 

with a partitioning-limited, convective-flow release mechanism, the rates of release and related human 

health impacts would vary in approximate relation to the variation in the recharge data. 

 
Figure N–170.  Rate of Release of Nitrate to the Vadose Zone for 

River Protection Project Disposal Facility Barrier Conditions 



 

Appendix N ▪ Vadose Zone Flow and Transport 

N–183 

 
Figure N–171.  Rate of Arrival of Nitrate at the Water Table for 

River Protection Project Disposal Facility Barrier Conditions 

 

The release rate of iodine-129 to the vadose zone and the iodine-129 rate of arrival at the water table for 

the IDF-East site and recharge conditions are presented in Figures N–172 and N–173, respectively.  

Results for release to the vadose zone show that the release rate from the waste package by diffusion is 

rapid relative to the convective flow, proportional to the recharge rate, and nearly constant at a given rate 

of recharge.  Results for the TC & WM EIS Analysis Case and Sensitivity Case 1 show identical recharge 

conditions after initiation of the release and nearly identical results.  For this reason, the results for 

Sensitivity Case 1 are not shown in Figures N–172 and N–173.  Results for the flux at the water table also 

show a rate of arrival that is proportional to the recharge rate.  Sensitivity Case 2 shows a greater 

difference between the cap design–limited recharge rate and the long-term recharge rate than the 

TC & WM EIS Analysis Case, a circumstance that is reflected in the transient behavior of the flux at the 

water table. 
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Figure N–172.  Rate of Release of Iodine-129 to the Vadose Zone for 

200-East Area Integrated Disposal Facility Conditions 

 
Figure N–173.  Rate of Arrival of Iodine-129 at the Water Table for 

Integrated Disposal Facility Conditions 
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N.5.7 Distribution Coefficient and Flux at the Water Table 

The rate of movement of solutes through the vadose zone depends on the degree of interaction between 

the species of the solute in the groundwater and adsorption sites on the surfaces of sediments in the 

vadose zone.  In analysis performed for this TC & WM EIS, this interaction is represented as having a 

linear relation between the solute concentration in the groundwater and the solute concentration in the 

solid phase.  The constant that expresses the strength of the interaction is termed the distribution 

coefficient of the solute.  As recommended in guidance for this TC & WM EIS (DOE 2005), this section 

evaluates the dependence of estimates of the iodine-129 flux at the water table on the magnitude of the 

iodine distribution coefficient.  Two recommended values of the distribution coefficient, 0 and 

0.2 milliliters per gram, were adopted for this analysis (DOE 2005), consistent with the variability in this 

parameter observed in site-specific measurements (Cantrell, Serne, and Last 2003).  This variation was 

selected to reflect uncertainty in the transport rate that derives from the spatial variability in the soil type 

and degree of solute-soil interaction, as well as lack of knowledge of the interaction mechanism.  Other 

conditions adopted for this analysis are the same as those described in Section N.3.6 for release from 

ETF-generated secondary waste at IDF-East.  Results of the analysis, the iodine-129 rate of arrival at the 

water table for two values of the iodine distribution coefficient, are presented in Figure N–174.  These 

results show that interaction with the solid delays the arrival of iodine-129 at the water table, but does not 

reduce the peak flux predicted to reach the water table. 

 
Figure N–174.  Dependence of Rate of Arrival of Iodine-129 at the Water Table 

on Magnitude of Distribution Coefficient 



Tank Closure and Waste Management Environmental Impact Statement for the  

Hanford Site, Richland, Washington 

N–186 

N.5.8 Retention of Iodine in Immobilized Low-Activity Waste Glass 

Waste retrieved from the tank farms would be processed through the Waste Treatment Plant (WTP) for 

incorporation into a set of candidate waste forms.  Among this retrieved waste is approximately 48 curies 

of iodine-129 that could be distributed across glass, grout, or steam reforming solid waste forms.  The 

distribution among the waste forms varies with each tank closure alternative and potentially with the 

operational design of the WTP.  The sensitivity analysis presented in this section investigates an option 

for operation of the WTP that would distribute the iodine inventory between the ILAW glass and a grout 

waste form.  The conditions of Tank Closure Alternative 2B were adopted for this analysis.  In this 

alternative, the primary-waste form is ILAW glass and secondary waste is encapsulated in grout.  In 

particular, iodine-129 volatilized in the production of ILAW glass is processed through the ETF and 

captured in ETF-generated secondary waste, a grout waste form.  In the Base Case analyzed in this 

TC & WM EIS, 20 percent of the iodine entering the LAW melter is assumed to be retained in the ILAW 

glass, and the remaining 80 percent is captured in ETF-generated secondary waste.  Under an alternative 

processing option, process streams around the LAW melter could be recycled to increase the portion of 

iodine entering the vitrification process that would be retained in the ILAW glass waste form.  For this 

analysis, it was assumed that WTP operational conditions could be such that 70 percent of the iodine-129 

entering the vitrification process would be retained in the ILAW glass and the remaining 30 percent 

captured in ETF-generated secondary waste.  A primary objective of the analysis was determination of the 

sensitivity of the iodine-129 flux at the water table to the retention rate in the glass, with potential 

application to comparison of alternatives with differing supplemental waste forms. 

The measure of the effectiveness of the iodine-129 distribution among the waste forms is the rate of 

arrival of iodine-129 reaching the water table.  Under Tank Closure Alternative 2B, the ILAW glass and 

ETF-generated secondary waste would be disposed of in IDF-East.  Thus, the release models described 

in Appendix M, that is, the fractional release for ILAW glass and diffusion-limited release for 

ETF-generated secondary waste, would be used in conjunction with the STOMP vadose zone transport 

model to estimate the flux at the water table.  The vadose zone geology is primarily layered Hanford 

gravel, Hanford sand, and Ringold gravel, and the background recharge rate is 0.9 millimeters per year. 

For the case involving 20 percent partition to ILAW glass, 9.6 curies of iodine-129 would be present in 

ILAW glass and 33.6 curies in ETF-generated secondary waste.  The estimated iodine-129 rates of arrival 

at the water table for the two waste forms for this case are presented in Figure N–175.  Cumulative fluxes 

over the 10,000-year period of analysis are 0.001 and 1.08 for the ILAW glass and ETF-generated 

secondary-waste forms, respectively. 
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Figure N–175.  Rates of Arrival of Iodine-129 at the Water Table for Two Waste Forms 

for the 20 Percent Partition to Immobilized Low-Activity Waste Glass Case 

For the case involving 70 percent partition to ILAW glass, 33.5 curies of iodine-129 would be present in 

ILAW glass and 12.6 curies in ETF-generated secondary waste.  The estimated iodine-129 rates of arrival 

at the water table for the two waste forms for this case are presented in Figure N–176.  Cumulative 

amounts over the 10,000-year period of analysis are 0.004 and 0.41 curies for the ILAW glass and 

ETF-generated secondary-waste forms, respectively.  The estimated iodine-129 rates of arrival at the 

water table for the cases of 20 and 70 percent partition to ILAW glass are presented in Figure N–177.  

The results indicate that increasing the portion of the iodine in the ILAW glass from 20 to 70 percent 

could lead to a reduction in the iodine-129 flux at the water table by a factor between two and three. 
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Figure N–176.  Rates of Arrival of Iodine-129 at the Water Table for Two Waste Forms 

for the 70 Percent Partition to Immobilized Low-Activity Waste Glass Case 

 
Figure N–177.  Rates of Arrival of Iodine-129 at the Water Table for the 20 Percent and 

70 Percent Partition to Immobilized Low-Activity Waste Glass Cases 
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N.5.9 IDF-East Sensitivity 

N.5.9.1 Infiltration 

Increases or decreases in infiltration rates reflect changes in environmental and facility conditions, 

including removal or recovery of vegetation and placement and weathering of an engineered barrier.  The 

forms of the time dependence of the infiltration rates used in the analysis (background conditions, 

placement of a cap, and return to background condition following degradation of the cap) are presented in 

Figure N–7.  The infiltration rate for the IDF-East source is 0.9 millimeters per year for pre-Hanford or 

background conditions, 0.5 millimeters per year for the lifetime of the barrier or cap, and returning to 

0.9 millimeters per year after the 500-year lifetime of the barrier.  The infiltration values were specified in 

the Technical Guidance Document for Tank Closure Environmental Impact Statement Vadose Zone and 

Groundwater Revised Analyses (DOE 2005).  The objective of this analysis was to examine the effect of 

increasing the infiltration rate at the IDF-East location.  Anticipated vadose zone effects include changes 

in the spatial distribution of moisture content and in the time series of the flux of water and solute at the 

water table.  The local, transient effects on flow in the unconfined aquifer due to variation in the 

infiltration rate are expected to be negligible.  The concentrations of solutes at the Core Zone Boundary 

and the Columbia River were selected to characterize the effects of changes in the rates of infiltration.  

Infiltration rates in the design of this analysis cover a large arithmetic range (0.9 to 5.0 millimeters per 

year).  Table N–58 indicates the infiltration rates used for each case in the analysis.  Three constituents, 

iodine-129, technetium-99, and uranium-238, were run for each case.  The analysis was performed on the 

following four Waste Management Alternatives: 

 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A (addresses the waste from 

Tank Closure Alternative 2B)  

 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B (addresses the waste from 

Tank Closure Alternative 3A) 

 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C (addresses the waste from 

Tank Closure Alternative 3B)  

 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D (addresses the waste from 

Tank Closure Alternative 3C) 

Table N–58.  IDF-East Infiltration Sensitivity Analysis Case Description 

Infiltration Rate Stages EIS Case 1.25 2.5 3.5 4.25 5.0 

Pre-Hanford/background infiltration rate 

(millimeters per year) 

0.9 1.25 2.5 3.5 4.25 5.0 

Cap/barrier (millimeters per year) 0.5 0.5 0.5 0.5 0.5 0.5 

Post-barrier (millimeters per year) 0.9 1.25 2.5 3.5 4.25 5.0 

Key: EIS=environmental impact statement; Hanford=Hanford Site; IDF-East=200-East Area Integrated Disposal Facility. 



Tank Closure and Waste Management Environmental Impact Statement for the  

Hanford Site, Richland, Washington 

N–190 

The values of the nuclide- and waste-form-specific parameters used for each of the four analysis cases are 

summarized in Table N–59.  Waste packages are modeled as cylinders with radii of 0.83, 0.25, and 

0.83 meters (2.72, 0.82, and 2.72 feet) for tank closure waste, including WTP process waste, 

ETF-generated solid waste, and offsite waste, respectively.   

Table N–59.  Nuclide-Specific Parameters 

 Technetium-99 Iodine-129 Uranium-238 

Waste Distribution Coefficient (milliliters per gram) 

WTP process waste 1 50 35 

ETF-generated secondary waste 1 50 35 

Offsite waste 0 0 0.6 

Bulk vitrification castable refractory block 0 0 0.6 

Fractional Release Rates (grams per gram) 

ILAW glass 2.80×10
-8

 2.80×10
-8

 2.80×10
-8

 

Bulk vitrification glass 1.00×10
-8

 1.00×10
-8

 1.00×10
-8

 

Solubility (grams per cubic meter) 

Steam reforming waste 1.75×10
5
 1.75×10

5
 1.75×10

5
 

Key: ETF=Effluent Treatment Facility; ILAW=immobilized low-activity waste; WTP=Waste Treatment Plant. 

N.5.9.1.1 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, Addresses Waste 

from Tank Closure Alternative 2B 

Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, addresses disposal in IDF-East of 

the waste from Tank Closure Alternative 2B, onsite non-CERCLA sources, FFTF decommissioning, 

waste management, and other DOE sites.  Waste forms for IDF-East include ILAW glass, LAW melters, 

tank closure secondary waste, FFTF decommissioning secondary waste, waste management secondary 

waste, offsite waste, and onsite non-CERCLA waste.  For this combination of sources, resolution of the 

influence of variations in the background rates of infiltration on concentrations at an unconfined aquifer 

well requires consideration of the relative magnitudes of inventories from the differing sources, nuclide-

specific parameters, and waste-package dimensions.  For example, technetium-99 inventories in onsite 

non-CERCLA, FFTF decommissioning, and waste management secondary wastes are small, while the 

release rates from ILAW glass and glass in retired melters are low.  Thus, changes in the release rates and 

transport constituents in tank closure (WTP process and ETF-generated) secondary waste and offsite 

waste will determine the effects of changes in the infiltration rates.  The values of the inventories of the 

three key radionuclides in the waste forms that produce the greatest releases are summarized in  

Table N–60.   

Table N–60.  Nuclide-Specific Inventories for Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-A 

Inventory (curies) Technetium-99 Iodine-129 Uranium-238 

WTP secondary solid waste 492 4.65 3.64 

ETF-generated secondary waste 86.3 33.6 0.04 

Offsite waste 1460 2.26 377 

Key: ETF=Effluent Treatment Facility; WTP=Waste Treatment Plant. 
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An initial step in the analysis is a review of the rates of release to the vadose zone for the three primary 

radionuclides and sources.  These results are presented in Figures N–178, N–179, and N–180 for 

technetium-99, iodine-129, and uranium-238, respectively.  These results indicate that releases from 

offsite waste account for a high early release, with longer-term, near-constant releases from tank closure, 

WTP process, and ETF-generated secondary waste.  For offsite waste, the dependence of the 

technetium-99 release rate on infiltration profiles with background rates of 0.9, 3.5, and 5.0 millimeters 

per year is depicted in Figure N–181.  Infiltration rates for the first 500 years of the period of analysis are 

the same for these three infiltration profiles.  The peak release rates to the vadose zone at year 500 

increase in proportion to the background infiltration rate. 

 
Figure N–178.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, 

Sources–Rate of Release of Technetium-99 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 
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Figure N–179.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, 

Sources–Rate of Release of Iodine-129 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–180.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A, 

Sources–Rate of Release of Uranium-238 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 
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Figure N–181.  Rate of Release of Technetium-99 to the Vadose Zone from Offsite Waste 

at Infiltration Rates of 0.9, 3.5 and 5.0 Millimeters per Year 

Concentrations of technetium-99 in groundwater at the Core Zone and Columbia River boundaries are 

presented in Figures N–182 through N–187 for the six infiltration profiles of Table N–58.  The first 

dependence of an infiltration rate shown in these figures is the nonlinear dependence of travel time 

through the vadose zone on the rate of infiltration.  The time of first arrival of technetium-99 at the water 

table decreases from approximately 3,000 years to approximately 1,000 years as the infiltration rate 

increases from 0.9 to 5.0 millimeters per year.  The second dependence is the narrowing of the peak and 

the proportional increase in the peak level as the rate of infiltration increases.  The narrowing of the peak 

is due to the inventory-limited nature of the release from offsite waste, as shown in the rapid decrease in 

the rate of release to the vadose zone in Figures N–178 and N–179.  The final dependence is the 

proportional increase of the post-peak plateau level of concentration with the infiltration rate due to the 

releases from tank closure (WTP process and ETF-generated) secondary waste.   
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Figure N–182.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–183.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 1.75 Millimeters per Year 
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Figure N–184.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 2.5 Millimeters per Year 

 
Figure N–185.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 3.5 Millimeters per Year 
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Figure N–186.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 4.25 Millimeters per Year 

 
Figure N–187.  Waste Management Alternative 2, Tank Closure Alternative 2B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 5.0 Millimeters per Year 
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N.5.9.1.2 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, Addresses the 

Waste from Tank Closure Alternative 3A 

Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, addresses the waste from Tank 

Closure Alternative 3A, onsite non-CERCLA sources, FFTF decommissioning, waste management, and 

other DOE sites.  Waste forms for IDF-East include ILAW glass, LAW melters, bulk vitrification glass, 

tank closure secondary waste, FFTF decommissioning secondary waste, waste management secondary 

waste, offsite waste, and onsite non-CERCLA waste.  Similar to Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-A, inventories of technetium-99, iodine-129, and uranium-238 in onsite 

non-CERCLA, FFTF decommissioning, and waste management secondary wastes are small relative to 

other wastes, while the rates of release from ILAW glass and glass in retired melters are low.  Thus, 

changes in the rates of release and transport constituents in bulk vitrification glass, tank closure (WTP 

process and ETF-generated) secondary waste, and offsite waste will determine the effects of change in the 

rates of infiltration.  The values of the inventories of the three key radionuclides for the waste forms that 

produce the greatest releases are summarized in Table N–61. 

Table N–61.  Nuclide-Specific Inventories for Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-B 

Inventory (curies) Technetium-99 Iodine-129 Uranium-238 

Bulk vitrification glass 2.06×10
4
 6.75 5.14×10

1
 

WTP secondary solid waste 1.28×10
2
 1.36 3.33 

ETF-generated secondary waste 4.63×10
1
 3.69×10

1
 8.72×10

-2
 

Offsite waste 1.46×10
3
 2.26 3.77×10

2
 

Key: ETF=Effluent Treatment Facility; WTP=Waste Treatment Plant. 

Rates of release to the vadose zone are presented in Figures N–188, N–189 and N–190 for technetium-99, 

iodine-129, and uranium-238, respectively.  For iodine-129 and uranium-238, these results indicate that 

releases from offsite waste account for a high early release, with longer-term, near-constant releases from 

bulk vitrification glass and tank closure (WTP process and ETF-generated) secondary waste.  For 

technetium-99, there is a high early release for both bulk vitrification glass and offsite waste.  During the 

processing of bulk vitrification glass, volatilized technetium-99 condenses on the surface of the castable 

refractory block, producing a soluble form leading to the high early release.  This process is discussed 

further in Appendix E, Section E.1.2.3.6.   
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Figure N–188.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, 

Sources–Rate of Release of Technetium-99 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–189.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, 

Sources–Rate of Release of Iodine-129 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 
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Figure N–190.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B, 

Sources–Rate of Release of Uranium-238 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

Concentrations of technetium-99 in groundwater due to all sources at the Core Zone and Columbia River 

boundaries are presented in Figures N–191 through N–196 for the six infiltration profiles of Table N–58.  

The first dependence of an infiltration rate shown in these figures is the nonlinear dependence of travel 

time through the vadose zone on the rate of infiltration.  The time to first arrival of technetium-99 at the 

water table decreases from approximately 3,000 years to approximately 1,000 years as the infiltration rate 

increases from 0.9 to 5.0 millimeters per year.  The second dependence is shown in the narrowing of the 

peak and the proportional increase in the peak level as the rate of infiltration increases.  The narrowing of 

the peak is due to the inventory-limited nature of the release from offsite waste and the castable refractory 

block in bulk vitrification glass, as shown in the rapid decrease in the rate of release to the vadose zone in 

Figure N–188.  The final dependence is shown in the proportional increase of the post-peak plateau level 

of concentration with the infiltration rate due to releases from tank closure (WTP process and 

ETF-generated) secondary waste.   
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Figure N–191.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–192.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 1.75 Millimeters per Year 
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Figure N–193.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 2.5 Millimeters per Year 

 
Figure N–194.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 3.5 Millimeters per Year 
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Figure N–195.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 4.25 Millimeters per Year 

 
Figure N–196.  Waste Management Alternative 2, Tank Closure Alternative 3A, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 5.0 Millimeters per Year 
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N.5.9.1.3 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, Addresses the 

Waste from Tank Closure Alternative 3B  

Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, addresses the waste from Tank 

Closure Alternative 3B, onsite non-CERCLA sources, FFTF decommissioning, waste management, and 

other DOE sites.  Waste forms for IDF-East include ILAW glass, LAW melters, cast stone waste, tank 

closure secondary waste, FFTF decommissioning secondary waste, waste management secondary waste, 

offsite waste, and onsite non-CERCLA waste.  Similar to Waste Management Alternative 2, Disposal 

Group 1, Subgroup 1-A, inventories of technetium-99, iodine-129, and uranium-238 in onsite non-

CERCLA, FFTF decommissioning, and waste management secondary wastes are small relative to other 

waste, while rates of release from ILAW glass and glass in retired melters are low.  Thus, changes in the 

rates of release and transport constituents in the cast stone waste, tank closure (WTP process and 

ETF-generated) secondary waste, and offsite waste will determine the effects of change in the rates of 

infiltration.  The values of the nuclide-specific parameters are summarized in Table N–59.  The values of 

the inventories of the three key radionuclides for the waste forms that produce the greatest releases are 

summarized in Table N–62.    

Table N–62.  Nuclide-Specific Inventories for Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-C 

Inventory (curies) Technetium-99 Iodine-129 Uranium-238 

Cast stone waste 9.54×10
3
 3.38 ×10

1
 5.14×10

1
 

WTP secondary solid waste 3.33×10
2
 1.36 3.33 

ETF-generated secondary waste 5.82×10
1
 9.85 3.65×10

-2
 

Offsite waste 1.46×10
3
 2.26 3.77×10

2
 

Key: ETF=Effluent Treatment Facility; WTP=Waste Treatment Plant. 

Rates of release to the vadose zone are presented in Figures N–197, N–198, and N–199 for 

technetium-99, iodine-129, and uranium-238, respectively.  These results indicate that releases from 

offsite waste account for a high early release, with longer-term, near-constant releases from cast stone 

waste and tank closure (WTP process and ETF-generated) secondary waste. 
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Figure N–197.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 

Sources–Rate of Release of Technetium-99 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–198.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 

Sources–Rate of Release of Iodine-129 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 
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Figure N–199.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-C, 

Sources–Rate of Release of Uranium-238 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

Concentrations of technetium-99 in groundwater at the Core Zone and Columbia River boundaries are 

presented in Figures N–200 through N–205 for the six infiltration profiles of Table N–58.  The first 

dependence of an infiltration rate shown in these figures is the nonlinear dependence of travel time 

through the vadose zone on the rate of infiltration.  The time of first arrival of technetium-99 at the water 

table decreases from approximately 3,000 years to approximately 1,000 years as the infiltration rate 

increases from 0.9 to 5.0 millimeters per year.  The second dependence is the narrowing of the peak and 

the proportional increase in the peak level as the rate of infiltration increases.  The narrowing of the peak 

is due to the inventory-limited nature of the release from offsite waste, as shown in the rapid decrease in 

the rate of release to the vadose zone in Figure N–197.  The final dependence is the proportional increase 

of the post-peak plateau level of concentration with the infiltration rate due to releases from cast stone 

waste and tank closure (WTP process and ETF-generated) secondary waste.   
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Figure N–200.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–201.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 1.75 Millimeters per Year 
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Figure N–202.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 2.5 Millimeters per Year 

 
Figure N–203.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 3.5 Millimeters per Year 
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Figure N–204.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 4.25 Millimeters per Year 

 
Figure N–205.  Waste Management Alternative 2, Tank Closure Alternative 3B, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 5.0 Millimeters per Year 
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N.5.9.1.4 Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, Addresses the 

Waste from Tank Closure Alternative 3C 

Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, addresses the waste from Tank 

Closure Alternative 3C, onsite non-CERCLA sources, FFTF decommissioning, waste management and 

other DOE sites.  Waste forms for IDF-East include the following:   ILAW glass, LAW melters, steam 

reforming waste, tank closure secondary waste, FFTF decommissioning secondary waste, waste 

management secondary waste, offsite waste, and onsite non-CERCLA waste.  Similar to Waste 

Management Alternative 2, Disposal Group 1, Subgroup 1-A, inventories of technetium-99, iodine-129, 

and uranium-238 in onsite non-CERCLA, FFTF decommissioning, and waste management secondary 

wastes are small relative to other waste, while rates of release from ILAW glass and glass in retired 

melters are low.  Thus, changes in the rates of release and transport constituents in steam reforming waste, 

tank closure (WTP process and ETF-generated) secondary waste, and offsite waste will determine the 

effects of change in the rates of infiltration.  The values of the inventories of the three key radionuclides 

in the waste forms that produce the greatest releases are summarized in Table N–63.  

Table N–63.  Nuclide-Specific Inventories for Waste Management Alternative 2, 

Disposal Group 1, Subgroup 1-D 

Inventory (curies) Technetium-99 Iodine-129 Uranium-238 

Steam reforming waste 2.06×10
4
 6.75 5.14×10

1
 

WTP secondary solid waste 1.28×10
2
 1.36 3.33 

ETF-generated secondary waste 4.63×10
1
 3.69×10

1
 7.92×10

-2
 

Offsite waste 1.46×10
3
 2.26 3.77×10

2
 

Key: ETF=Effluent Treatment Facility; WTP=Waste Treatment Plant. 

Rates of release to the vadose zone are presented in Figures N–206, N–207, and N–208 for 

technetium-99, iodine-129, and uranium-238, respectively.  These results indicate that releases from 

offsite waste account for a high early release, with longer-term, near-constant releases from steam 

reforming waste and tank closure (WTP process and ETF-generated) secondary waste.   
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Figure N–206.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 

Sources–Rate of Release of Technetium-99 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–207.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 

Sources–Rate of Release of Iodine-129 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 
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Figure N–208.  Waste Management Alternative 2, Disposal Group 1, Subgroup 1-D, 

Sources–Rate of Release of Uranium-238 to the Vadose Zone at an 

Infiltration Rate of 0.9 Millimeters per Year 

Concentrations of technetium-99 in groundwater at the Core Zone and Columbia River boundaries are 

presented in Figures N–209 through N–214 for the six infiltration profiles of Table N–58.  The first 

dependence of an infiltration rate shown in these figures is the nonlinear dependence of travel time 

through the vadose zone on the rate of infiltration.  The time of first arrival of technetium-99 at the water 

table decreases from approximately 3,000 years to approximately 1,000 years as the infiltration rate 

increases from 0.9 to 5.0 millimeters per year.  The second dependence is the narrowing of the peak and 

the proportional increase in the peak level as the rate of infiltration increases.  The narrowing of the peak 

is due to the inventory-limited nature of the release from offsite waste, as shown in the rapid decrease in 

the rate of release to the vadose zone in Figure N–206.  The final dependence is the proportional increase 

of the long-term level of concentration with the infiltration rate due to the releases from steam reforming 

waste and tank closure (WTP process and ETF-generated) secondary waste.   
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Figure N–209.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 0.9 Millimeters per Year 

 
Figure N–210.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 1.75 Millimeters per Year 
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Figure N–211.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 2.5 Millimeters per Year 

 
Figure N–212.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 3.5 Millimeters per Year 
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Figure N–213.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 4.25 Millimeters per Year 

 
Figure N–214.  Waste Management Alternative 2, Tank Closure Alternative 3C, 

Groundwater Technetium-99 Concentrations at a 

Background Infiltration Rate of 5.0 Millimeters per Year 
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The overall concentration versus time result of increasing the infiltration was similar for each constituent 

for all alternatives.  As the infiltration rate increased, an earlier detection of the constituent in the 

groundwater was estimated.  As the infiltration rate increased, the concentration increased.   

N.5.9.2 Conclusions 

Three release mechanisms are applicable for the waste forms contributing the greatest portions of  

the releases identified in these sensitivity analyses: partitioning-limited, convective-flow release; 

diffusion-limited release; and solubility-limited release.  For the partitioning-limited, convective-flow and 

solubility-limited release mechanisms, the rates of release are proportional to the rates of infiltration 

through the disposal facility.  For the diffusion-limited release mechanism, either intra-package diffusion 

or external flow may control the rate of release.  For the inventory and waste form condition and the range 

of the rates of infiltration investigated in this sensitivity analysis, the rates of release were proportional to 

the rates of infiltration.  In addition to the first effects of increases in rates of release with the rates of 

infiltration inherent in the release models and demonstrated in this analysis, secondary effects included 

narrowing of peaks and extension or termination of the plateau due to the identified combination of 

inventory and infiltration.  For example, graphs of the concentration of technetium-99 in groundwater 

under Waste Management Alternative 2, Disposal Group 1, Subgroup 1-A (see Figures N–182 through 

N–187), show an increase in peak concentration and a narrowing of the peak as the infiltration rate 

increases.  This reflects the combined effects of infiltration and inventory limitation.  The effect of the 

transition in the rate of infiltration as caps age is demonstrated by a step increase in the rate of release  

from all waste forms under Waste Management Alternative 2, Disposal Group 1, Subgroup 1-B 

(see Figures N–188, N–189, and N–190).  At model times of approximately 630 years, the infiltration 

through the cap increases from 0.5 to 0.9 millimeters and the rate of release shows a proportional 

increase.   
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