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At the completion of this unit you shall be able to:
1. Utilize section G of the Safety and Health 

Hazard Inspection Program Checklist to 
identify compliant and non-compliant safety 
behaviors.

2. Identify areas of concern requiring immediate 
action to mitigate or prevent a possible injury.

Please use “Slide Show” to properly view this 
presentation!



• Section G of the 
checklist contains 
up to 4 items.  Let’s 
take a closer look 
at these.



1. Stairs unobstructed and in good repair.
2. Railings and handrails provided on open sides 

and properly maintained.
3. Riser height is uniform and steps/landings are 

slip resistant.
4. Other.



• Materials on stairs 
can create a 
tripping hazard for 
personnel using 
them.  

1. Stairs unobstructed and in good repair.



 A compliant rating  
would indicate that all 
stairways in the 
facility were clear and 
in good repair.

1. Stairs unobstructed and in good repair.



 A rating of non 
compliant would 
indicate that the stairs 
had issues.  Along with 
a noncompliant rating 
you would need to 
ensure that a comment 
was included.

1. Stairs unobstructed and in good repair.



 A compliant rating 
would indicate that 
the railings and 
handrails were in 
place and in good 
repair.

2. Railings and handrails provided on open sides and properly 
maintained.



 Stair rails are required 
on all open sides of 
fixed stairways if the 
stairs have 4 or more 
risers or if the height 
of the stairs is more 
than 30 inches. 

2. Railings and handrails provided on open sides and properly 
maintained.



 A rating of non 
compliant would 
indicate that the railings 
and handrails were 
missing or damaged 
and not providing 
adequate protection to 
employees.

2. Railings and handrails provided on open sides and properly 
maintained.



• The steps of a 
stairway must be 
uniform in height 
(the rise) and depth 
(the run).  It is 
allowable for a ¼” 
difference 
maximum.

• The stairway must 
also be at an angle 
of 30 to 50 degrees.

3.   Riser height is uniform and steps/landings are slip resistant.

No more than 1/4 inch 
variation in any stairway system



•As an example this is 
from the OSHA 
standard and gives 
you the rise and run 
that will provide you 
with this angle.  
These are not the only 
numbers that can be 
used.

3.   Riser height is uniform and steps/landings are slip resistant.



• A compliant rating 
would indicate that 
the condition of the 
steps, the tread, and 
the angle was 
correct and safe to 
be used.

3.   Riser height is uniform and steps/landings are slip resistant.



• A rating of non 
compliant would 
indicate that the 
condition of the 
steps, the tread, or 
the angle was 
incorrect and not 
safe to be used.

3.   Riser height is uniform and steps/landings are slip resistant.



• If at any time you 
have any questions 
about how to fill 
out the form or 
about the items on 
the form please 
contact your 
project safety 
group.



Thank you for your time 
and desire to help us have 
a safer workplace


