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At the completion of this unit you shall be able to:
1. Utilize section S of the Safety and Health 

Hazard Inspection Program Checklist to 
identify compliant and non-compliant safety 
behaviors.

2. Identify areas of concern requiring immediate 
action to mitigate or prevent a possible injury.

Please use “Slide Show” to properly view this 
presentation!



 As an employer we are 
required to provide our 
employees with a 
workplace that safe 
from any hazards that 
may exist.  This also 
includes the ability to 
provide initial 
treatment of any 
injuries to the employee 
and a plan in place to 
obtain more skilled 
medical assistance if 
necessary.



• Section S of the 
checklist contains 
up to 5 items.  Let’s 
take a closer look 
at these.

Medical and First Aid



1. First aid kits are in place, sealed and properly stocked.
2. Employees are aware of the process to summon help.
3. Automated External Defibrillator (AED) has received 

its monthly check. 
4. Safety showers/eyewash stations are provided in 

areas where severely irritating materials are used.    
5. Self contained eyewashes are sealed and within their 

expiration limits.
6. Plumbed safety showers/eyewash stations are tested 

and inspected as required.
7. Other.



1. First aid kits are in place, sealed and properly stocked.

• This item deals with the 
requirement to ensure that first 
aid supplies are available 
should they be needed.  

• Seals on the supplies ensures 
that the necessary amount of 
supplies are readily available 
without frequent inventories 
being conducted.



1. First aid kits are in place, sealed and properly stocked.

 A compliant rating on this 
item would indicate that the 
kit was sealed and probably 
sufficiently stocked.



1. First aid kits are in place, sealed and properly stocked.

 A non compliant rating on this 
item would indicate that the kit 
was unsealed and it’s inventory 
questionable. 

 If the kit is unsealed you should 
open it to check to see if the 
packages of supplies were intact 
(unopened) and that no shelf 
lives were exceeded.  If so ensure 
that both the condition of the seal 
and the conditions of the 
contents are noted on your 
inspection form.



2. Employees are aware of the process to summon help.

• This item is to verify that all 
employees know who and how to 
contact help in the case of a 
medical emergency.

• Means of verifying this would 
include;
– Is there a current posted list of first 

responders?
– Do the employee’s know the 

location of the list or who is a first 
responder in their area?

– Do the employees know the 
emergency number to use to 
summon help?



2. Employees are aware of the process to summon help.

• This item is to verify that all 
employees know who and how to 
contact help in the case of a 
medical emergency.

• Means of verifying this would 
include;
– Is there a current posted list of first 

responders?
– Do the employee’s know the 

location of the list or who is a first 
responder in their area?

– Do the employees know the 
emergency number to use to 
summon help?



2. Employees are aware of the process to summon help.

 A compliant rating on this item 
would indicate that employees 
did know who and how to obtain 
help in the case of a medical 
emergency.



2. Employees are aware of the process to summon help.

 A non compliant rating on this 
item would indicate that 
employees did not know who 
and how to obtain help in the 
case of a medical emergency.



3. Automated External Defibrillator (AED) has received its monthly 
check. 

• AED’s have been found to 
significantly improve the chances 
for victims of heart attacks.

• The purpose of this item is to 
ensure that the AED’s in our 
facilities are operational and ready 
to be used if the need should arise.



3. Automated External Defibrillator (AED) has received its monthly 
check. 

 While there are  many different 
models of AED’s there are 
certain common elements you 
need to look for in your 
inspection;
 an systems operability indicator,

This is often a small green light or 
checkmark (dependent upon the 
manufacturer) that will show the pads 
are engaged and sufficient power is 
available.

This is often a small green light or 
checkmark (dependent upon the 
manufacturer) that will show the pads 
are engaged and sufficient power is 
available.



3. Automated External Defibrillator (AED) has received its monthly 
check. 

 While there are  many different 
models of AED’s there are 
certain common elements you 
need to look for in your 
inspection;
 an systems operability indicator,
 an indication that the pads have 

not exceeded their shelf life,

This is usually a sticker that is 
supplied by the manufacturer that will 
give the month and year that the pads 
will need to be replaced.

This is usually a sticker that is 
supplied by the manufacturer that will 
give the month and year that the pads 
will need to be replaced.
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3. Automated External Defibrillator (AED) has received its monthly 
check. 

 While there are  many different 
models of AED’s there are 
certain common elements you 
need to look for in your 
inspection;
 an systems operability indicator,
 an indication that the pads have 

not exceeded their shelf life,
 and that the system has received 

it’s monthly inspection.



3. Automated External Defibrillator (AED) has received its monthly 
check. 

 A compliant rating would 
indicate that all these items 
were addressed and found 
satisfactory.

 A non compliant rating 
would indicate that action 
needed to be taken and 
noted in the report for 
follow up.



4. Safety showers/eyewash stations are provided in areas where 
severely irritating materials are used.    

 Eye washes and safety 
showers must be available 
and operable in those 
locations where irritating 
materials are used.  The 
requirements include:
 Emergency showers, 

eyewashes, and 
combination 
showers/eyewashes must 
be accessible within 10 
seconds (55 feet), must be 
on the same level as the 
hazard, and the path of 
travel shall be free of 
obstructions. 



4. Safety showers/eyewash stations are provided in areas where 
severely irritating materials are used.    

• Emergency shower, 
eyewash, and 
combination 
shower/eyewash 
stations should be 
designated by highly 
visible signage 
positioned so that the 
sign shall be visible in all 
areas served by that 
specific equipment.



4. Safety showers/eyewash stations are provided in areas where 
severely irritating materials are used.    

 A compliant rating 
would indicate that 
eyewashes/safety
showers were 
available in areas 
where severely 
irritating materials 
are used, are not 
blocked, and are 
posted.



4. Safety showers/eyewash stations are provided in areas where 
severely irritating materials are used.    

 A non compliant rating 
would indicate that 
eyewashes/safety 
showers were either not 
available in areas where 
severely irritating 
materials are used or 
were blocked or were 
not posted.



5. Self contained eyewashes are sealed and within their expiration 
limits.

 Also, we have a number 
of portable or non 
plumbed eyewashes as 
well.  These need to be 
inspected per the 
manufacturers 
recommendations and 
wash solutions replaced 
when the shelf life has 
expired or the solution 
is suspect.



5. Self contained eyewashes are sealed and within their expiration 
limits.

 A compliant rating 
would indicate that the 
bottles or stations had 
seals intact and that 
they had not exceeded 
their expiration dates. 



5. Self contained eyewashes are sealed and within their expiration 
limits.

 A non compliant 
rating would 
indicate that the 
containers had 
broken seals or the 
saline water was 
discolored or they 
had exceeded their 
service life.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 Plumbed eyewashes and 
safety showers are also 
required to be inspected 
and tested.  

 Among these tests are 
visual and operational 
checks that need to be done 
and documented.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 Control valves on 
emergency showers, 
eyewashes, and 
combination 
shower/eyewash 
equipment should be 
designed to enable them 
to be moved from "off" to 
"on" in one second or less 
and to remain open until 
intentionally closed.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 Spray nozzle outlets on 
eyewashes and eye/face 
washes should be 
protected from airborne 
contaminants when idle. 
Whatever means is used 
to protect them should 
not require a separate 
motion (from equipment 
activation) to remove the 
protection for equipment 
use 



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 Plumbed eyewash and 
shower equipment shall 
be activated weekly for a 
period long enough to 
verify operation and 
ensure that flushing fluid 
is available.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 Flushing fluid must be 
tepid, which by the 
standard, established 
guideline is between 60 
degrees F and below 100 
degrees F for the full 15-
minute use cycle.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 A compliant rating 
would indicate that all 
testing has taken place 
and the caps and valves 
are all in their correct 
position.



6. Plumbed safety showers/eyewash stations are tested and 
inspected as required.

 A non compliant rating 
would indicate that this 
was not the case.



 If at any time you have 
any questions about 
how to fill out the form 
or about the items on 
the form please contact 
your OS&H group.



Thank you for your time 
and desire to help us have 
a safer workplace


