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PURPOSE This practice identifies a key aspect of the Safety and Health (S&H) 
program that establishes the expectations and requirements for 
housekeeping. 
 

SCOPE This practice includes the following major sections: 
 
• General Requirements 
• Work surfaces and walkways 
• Hoses and cords 
• Emergency access. 
 

 The requirements of this practice are consistent with the requirements 
published in the Hanford Mission Support Contract (MSC) Safety and 
Health virtual manual. 
 

APPLICATION This practice applies to Mission Support Alliance (MSA) construction 
personnel. 
 

GENERAL 
REQUIREMENTS 
 

Records generated during the performance of this activity are to be 
included in the Construction Work Package and will be managed in 
accordance with MSC-PRAC-30374, Construction Work Package and 
MSC-PRAC-30376, Construction Document Control. 
 

 Housekeeping is maintained on a daily basis.  Cleaning and sweeping is 
done in a manner that minimizes the contamination of the air with dust 
or particulate matter. 
 

 Work areas are kept clean to the extent the nature of the work allows.  
The floor of every workroom is maintained, as far as practicable, in a 
dry condition. 
 

 Refer to practice MSC-PRAC-30484, Material Handling and Storage 
regarding material storage. 
 

WORK SURFACES 
AND WALKWAYS 

Keep work surfaces orderly, free of tripping hazards, and free of other 
hazards that could result in injury. 
 

 Provide safe access to and from the work area. 
 

 Arrange materials in a stable manner so that they do not protrude into 
walking surfaces. 
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 Place materials stored above work surfaces back from edges or behind 
protective barriers to protect workers below. 
 

 Clean up spills or mark the area with safety barricades until the spill 
can be cleaned up. 
 

 Identify interior aisles, walkways, passage ways, and floor surfaces for 
construction buildings, warehouses, or shops. 
 
NOTE:  Walkways may be established by building layout, office 
cubicles or partitions, arrangement of equipment or material storage 
racks, welding curtains, painted stripes, or reflective or fluorescent 
striping materials. 
 

 Floors, working surfaces, and passageways are kept free from 
protruding nails, splinters, loose boards, and openings. 
 

HOSES AND 
CORDS 

Hoses and electrical conductors that cross aisles or passageways are 
covered or suspended overhead so that they pose no tripping hazard.  
When mechanical handling equipment is in use, sufficient safe 
clearances allowed for aisles, at loading docks, through doorways, and 
wherever turns or passages are made. 
 

EMERGENCY 
ACCESS 

Exits, fire alarm boxes, fire extinguishing equipment, electrical 
disconnect panels, and any other emergency equipment is kept clear of 
obstructions at all times. 
 

FORMS 
 

None. 

RECORDS 
IDENTIFICATION 
 

Records Capture Table 
Name of 

Document Submittal Responsibility Retention 
Responsibility

Construction 
Work Package 

Construction 
Supervisor/Superintendent 

Project Document 
Control 

 

 
REFERENCES MSC-PRAC-30374, Construction Work Package  

MSC-PRAC-30376, Construction Document Control  
MSC-PRAC-30484, Material Handling and Storage  

 


