AT SUITABLE LOCATION INSTALL HANDHOLE

FOR CONTINUATION OF DIRECT BURIED
POWER FEEDER FROM BLDG 608-A SEE
H-6-14010, SH 1

(APPROX 32"x 19''x 18" DEEP). SEE NOTE 8.

DATA HIGHWAY CND

INSTALL HANDHOLE AT SUITABLE LOCATION
SEE NOTE 4.
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1" INST AIR LINE, ROUTE WITH

ELEC CND BETWEEN VENT STATION
(SEE H-6-13994, SH 2) &
SUPPORT BLDG (SEE H-6-13997)

SEE ENLARGED PLAN 1 & 3
DWG H-6-14012, SH 1 & 2
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NOTES :

ABBREVIATIONS ARE PER ASME Yt.1.

LAST TWO DESIGNATORS OF RACEWAY NUMBERS REPRESENT
THE FOLLOWING:
CM

NE -
NK
NL -
LD -

COMMUNICATIONS
NORMAL POWER
NORMAL CONTROL
NORMAL INSTRUMENT
LEAK DETECTION

SEE CONSTRUCTION SPECIFICATION W-058-C3, SECTION 16400
FOR MATERIAL DESCRIPTION AND INSTALLATION INSTRUCTION
UNLESS OTHERWISE NOTED.

CUT 1-1,/2" LEAK DETECTION CONDUIT IN TWO PLACES AS REQUIRED
TO INSTALL HANDHOLE. INSTALL PVC COUPLING AND BUSHING ON
THE TWO CUT ENDS. EXTEND CONDUIT (TL282NK) FROM VENT STA
6241-V INTO HANDHOLE WITH BUSHINGS ON END OF CONDUIT.

NOT USED.

PROVIDE 20"H x 16"W x 6"D JUNCTION BOX (JB-1), NEMA 12.
LOCATE 5 ABOVE FNSH FL. TO TOP OF BOX. INSTALL.

PROVIDE 20"H x 16"W x 6'D TERMINAL BOX(TB-1), NEMA 12, WITH
INSIDE MOUNTING PANEL. LOCATE 5 ABOVE FNSH FL. TO TOP OF BOX.

FOR INTERNAL WIRING SEE DWG H-6-14017.

CUT 1-1/2" DATA HIGHWAY CONDUIT IN TWO PLACES AS REQUIRED
TO INSTALL HANDHOLE. INSTALL PVC COUPLING AND BUSHING ON
THE TWO CUT ENDS. EXTEND THE NEW CONDUITS FROM VENT STA
6241-V INTO HANDHOLE WITH BUSHINGS ON ENDS OF CONDUIT.

ANCHOR ATTACHMENTS TO THE OUTSIDE OF THE INSULATED PRE-CAST
CONCRETE PANELS SHALL NOT PENETRATE THE RIGID INSULATION.
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